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About  NTIS 


The  National  Technical  Information  Service  (NTIS)  is  Resource  for  U.S.  and  foreign  Government-sponsored  R&D 
results,  business  information,  and  engineering  solutions. 

To  inform  scientists,  researchers,  engineers,  and  managers  about  this  information,  NTIS: 

•  Announces  summaries  of  70,000  completed  and  120,000  ongoing  U.S.  and  foreign  Government-sponsored  R&D  and 
engineering  activities  each  year.  These  summaries  detail  the  knowledge  and  technology  generated  through  U.S. 
Government's  $60  billion  R&D  effort. 

•  Provides  the  complete  technical  reports  for  most  of  these  results. 

•  Gives  U.S.  firms  access  to  more  than  15,000  foreign  Government  research  and  engineering  programs  each  year.  NTIS 
is  the  leading  U.S.  Government  agency  in  technical  information  exchange. 

NTIS  is  a  unique  U.S.  Government  agency  sustained  only  by  its  sales  revenue.  The  costs  of  NTIS  salaries,  marketing, 
postage,  and  all  other  operating  costs  are  paid  for  from  this  revenue.  Costs  are  not  covered  by  tax-supported  Congres- 
sional appropriations. 

To  receive  a  FREE  copy  of  the  NTIS  Products  &  Services  Catalog,  please  write  or  call 
(703)  487-4650  and  ask/or  PR-827HCR. 


About  the  Federal  Computer 
Products  Center 


The  Federal  Computer  Products  Center,  which  is  part  of  the  National  Technical  Information  Service,  was  established  to 
provide  public  access  to  computer  products  from  the  U.  S.  Government. 

Using  extensive  contacts  with  various  Federal  agencies,  the  Center  maintains  a  collection  of  more  than  2,500  new 
and  updated  software  and  datafiles.  Participating  agencies  include  the  National  Energy  Software  Center,  the  Environ- 
mental Protection  Agency,  the  Department  of  Health  and  Human  Services,  the  Department  of  Defense,  and  many 
others. 

The  Center  carries  datafiles  and  software  programs  covering  a  wide  range  of  subject  fields,  such  as  environmental 
pollution,  health  statistics,  demography,  and  economics  for  both  mainframe  and  microcomputers. 


FREE  Catalogs  from  the  Federal  Computer 
Products  Center 

To  receive  a  copy  of  any  of  these  free  catalogs,  please  write  or  call 
(703)  487-4650  and  ask  for  the  reference  number  provided. 


Ret.  No.  Title 

Energy 

PR-705     Directory  of  Energy  Information 
Administration  Models  1993 

Environment 

PR-758    U.S.  Government  Environmental 
Datafiles  &  Software 

PR-929    Environmental  Monitoring 
Methods  Index  (EMMI) 

Health 

PR-716    Catalog  of  Elecronic  Data  Products 

from  the  National  Center  for  Health  Statistics 


PR-814 


PR-821 


U.S.  Government  Nutrition  &  Food 
Composition  Datafiles  &  Software 

Catalog  of  HCFA  Manuals  Program 
Memorandum  Datafiles  &  Software 


Ref.  No.  Title 

Manufacturing  &  Business 

PR-884     National  Trade  Data  Bank  (NTDB) 
on  CD-ROM 

PR-908    U.S.  Government  Banking  &  Financial  Datafiles 

PR-909    SIC  Infobase 

PR-930    NESE-DB  (U.S.  Economic,  Social  & 

Envionmental  Information  on  CD-ROM) 

Miscellaneous 

PR-815     U.S.  Government  Software  for  Microcomputers 

PR-888    CD-ROMs  &  Optical  Discs  Available  from  NTIS 

PR-934    MICA,  U.S.  Naval  Observatory's  Easy  to  Use 
Astronomical  Almanac 

PR-943    Statistical  Process  Control  Software 


Environmental  Datafiles  & 
Software 


Advanced  Utility  Simulation  Model 

(AUSM)  Version  3.0 

(Software) 

Environmental  Protection  Agency 
Order  number  PB89-175608HCR 
Price  code:  T08 

Program  simulates  the  operation  of  all 
electric  utility  generating  units  in  the 
U.S.  The  model  is  documented  in  a 
series  of  1 1  reports  numbered  EPA- 
600/8-88071,  volumes  A  through  K.  It 
forecasts  emissions,  costs  of  electric 
generation  and  electric  rate  schedules 
by  year  and  by  State.  Alternative 
emissions  control  scenarios,  electricity 
growth  rates,  interest  rates, and  other 
economic  parameters  can  be  inputted 
by  the  model  user  to  study  their  effects 
on  electric  utility  construction  and 
compliance  strategies. 

Specifications:  Magnetic  tape.  System: 
IBM  3090;  MVS-XA  (VS  FORTRAN 
Compiler)  operating  system,  4000K. 
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Language:  FORTRAN  &  TSO  COST. 
Ketron  Inc  software  required:  MPS  III, 
Wizard,  Data  form  . 


♦  APRAC3  -  EPA/ORD  Air  Quality 

Simulation  Model 

(Software) 

Environmental  Protection  Agency 
Order  number  PB90-500851HCR 
Price  code:  D01 

Program  contains  two  recent  modifica- 
tions to  previous  versions:  1)  The 
emission  factor  computation  methodol- 
ogy has  been  revised  to  reflect  recent 
updates,  and  that  portion  of  the  code 
that  performs  emissions  computations 
has  been  separated  from  the  other 
portions  of  the  model  to  facilitate 
incorporation  of  future  emission  factor 
methodology  updates,  and  2)  Treating 
traffic  links  in  the  primary  network 
with  low  vehicle  miles  traveled  as  area 
sources.  Gridded  and  link-by-link 
emissions  can  be  output  for  hydrocar- 
bons, carbon  monoxide,  or  oxides  of 
nitrogen.  Dispersion  calculations  use  a 
receptor-oriented  Gaussian  plume 
model.  Local  winds  at  each  receptor 
can  be  used:  they  are  interpolated  from 
multiple  wind  inputs.  Mixing  heights 
may  be  calculated  from  sounding  data 
or  input  directly.  Two  local  source 
models  are  available:  DTreating 
pollutant  behavior  in  a  street  canyon, 
and  2)Treating  vehicle  and  pollutant 
effects  at  a  signalized  intersection.  A 
preprocessor  PREMOD2  is  associated 
with  this  model.  It  produces  emissions 
compatible  with  MOBILE2. 

Specifications:  Diskette.  Language: 
FORTRAN,  ready  for  uploading  to  an 
IBM  3090. 

BLP:  Buoyant  Line  and  Point  Source 

Dispersion  Model 

(Software) 

Environmental  Protection  Agency 
Order  number  PB90-500281HCR 
Price  code:  D01 

Program  was  developed  specifically  for 
aluminum  reduction  plants.  Aluminum 
reduction  plants  are  a  complex 
arrangement  of  emission  sources, 


composed  of  parallel,  low-level, 
buoyant  line  sources  called  potrooms 
interspersed,  typically,  by  short  point 
sources.  In  addition  to,  theoretical 
considerations,  BLP  is  based  on 
extensive  wind  tunnel  simulations  of 
two  reduction  plants  and  an  SF  field 
study  tracer  program  at  one  of  the 
plants. 

Specifications:  Diskette.  Language: 
FORTRAN.  IBM  3090  for  uploading. 

CALINE:  California  Line  Source  Model 
(Software) 

Environmental  Sciences  Research 
Laboratory,  Meteorology  and 
Assessment  Division 
Order  number  PB93-500254HCR 
Price  code:  D02 

Model  can  be  used  to  predict  carbon 
monoxide  concentrations  near 
highways  and  arterial  streets  given 
traffic  emissions,  site  geometry  and 
meteorology.  It  has  adjustments  for 
averaging  time  and  surface  roughness, 
and  can  handle  up  to  20  links  and  20 
receptors.  It  also  contains  an  algorithm 
for  deposition  and  settling  velocity  so 
that  particulate  concentrations  can  be 
predicted. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB80-220841.   System: 
IBM  PC  or  compatible;  MS  DOS 
operating  system.  Language:  FOR- 
TRAN. Model  contains  executable  files 
for  microcomputer. 


How  to  Order 

Call  (703)  487-4650  or  use  the  order 
form  at  the  end. 


NTIS  order  number 


\ 


Order  number  PB94-500352HCR,  T02 

Price  code,  see  table  at  the  back 
to  convert  to  a  price 


•  —  Subscription  ♦  —  New  since  last  edition 
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Catalog  of  the  H.  J.  White  Library  on 
Electrostatic  Precipitators 
(Datafile) 

Electric  Power  Research  Institute,  Air 
Quality  Control  Program 
Order  number  PB93-504876HCR 
Price  code:  D02 

A  dBase  III  computer  listing  of  643 
articles  dealing  with  the  description, 
development,  operation,  and  perfor- 
mance of  electrostatic  precipitators 
(ESPs).  These  articles  were  collected 
by  the  late  H.J.White,  a  widely  known 
authority  of  the  subject.  They  were 
offered  to  the  Electric  Power  Research 
Institute  (EPRI)  by  Mr.  Jack  Lagarias, 
Technical  Executor  of  Mr.  White's 
estate.  To  make  them  readily  available 
to  the  technical  community,  EPRI 
commissioned  Acurex  Environmental 
Sciences  to  compile  these  articles  into 
an  electronic  data  base.  The  result  is  a 
diskette  that  contains  the  title,  and 
author,  citation,  list  of  key  words,  and 
a  brief  abstract  for  each  article.  The 
articles,  themselves,  are  available  for  a 
nominal  processing  fee,  from  the 
Technical  Library,  Southern  Research 
Institute,  2000  Ninth  Avenue  South, 
P.O.Box  55305,  Birmingham,  AL  35255- 
5305;  phone  (205)  581-2518;  Attn:  Ms. 
Mary  Pullen,  Librarian.  An  operating 
manual,  in  hard  copy,  accompanies  the 
diskettes. 

Specifications:  Diskette.  File  format: 
dBase  III  Plus.  Documentation 
included;  may  be  ordered  separately  as 
PB93-163210.    System:  IBM  compatible; 
MS  DOS  operating  system. 

4  CDM2:  Climatological  Dispersion 
Model,  Version  2.0  EPA/ORD  Quality 
Simulation  Model 
(Software) 

Environmental  Protection  Agency 
Order  number  PB90-500406HCR 
Price  code:  D01 
Program  determines  long-term 
(seasonal  or  annual)  quasi-stable 
pollutant  concentrations  in  rural  or 
urban  settings  using  average  emission 
rates  from  point  and  area  sources  and 
a  joint  frequency  distribution  of  wind 
direction,  wind  speed,  and  stability. 
The  Gaussian  plume  hypothesis  forms 
the  basis  for  the  calculations.  Contribu- 
tions are  calculated  assuming  the 
narrow  plume  hypothesis,  and  involve 
and  upwind  integration  over  the  area 
sources.  Computations  can  be  made 


for  up  to  200  point  sources  and  2500 
area  sources  at  an  unlimited  number  of 
receptor  locations.  The  number  of 
point  and  area  sources  can  be  easily 
modified  within  the  code.  CDM2.is  an 
enhanced  version  of  CDM  and  includes 
the  following  options:  16  or  36  wind- 
direction  sectors;  stack-tip  downwash; 
and  gradual  (transitional)  plume  rise. 
The  user  has  a  choice  of  seven 
dispersion  parameter  schemes. 
Optional  output  includes  point  and 
area  concentration  rises  and  histograms 
of  pollutant  concentration  by  stability 
class. 


IBM- 


Specifications:  Diskette.  System:  . 
PC  or  compatible  operating  system 
Language:  FORTRAN. 


Chemical  Mass  Balance  Receptor 

Model  Version  6.0 

(Software) 

Environmental  Protection  Agency 
Order  number  PB89-181093HCR 
Price  code:  D01 

This  program  uses  the  chemical 
composition  of  an  ambient  particulate 
sample  to  estimate  the  relative 
contributions  of  different  source 
categories  to  the  measured  particulate 
concentration.  The  chemical  composi- 
tion of  each  source  category's  emis- 
sions (source  profile)  must  also  be 
known  in  order  to  run  the  model. 

Specifications:  Diskette.   System:  IBM- 
PC  or  compatible;  MS-DOS  2.0+ 
operating  system,  320K.  Language: 
FORTRAN  77. 


Complex  Terrain  Dispersion  Model 

Plus  (CTDMPLUS) 

(Software) 

Environmental  Protection  Agency 
Order  number  PB90-504119HCR 
Price  code:  D05 

The  Complex  Terrain  Dispersion 
Model  Plus  (CTDMPLUS)  is  a  refined 
air  quality  model  for  use  in  all  stability 
conditions  for  complex  terrain  applica- 
tions. It  contains  the  technology  of  the 
original  Complex  Terrain  Dispersion 
Model  (CTDM)  for  stable  and  neutral 
conditions,  but  also  models  daytime, 
unstable  conditions.  The  model  makes 
use  of  considerable  detail  in  the  terrain 
and  meteorological  data  (as  compared 
to  current  EPA  regulatory  models)  and 
requires  the  parameterization  of 
individual  terrain  features,  thus 


considering  the  three-dimensional 
nature  of  the  interaction  of  the  plume 
and  terrain. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB90-243809.   System: 
IBM  PC  or  compatible;  MS  DOS 
operating  system.  Language: 
FORTRAN77and  Pascal.  Attempts  to 
run  the  modeling  system  without  a 
math  co-processor  will  cause  a  runtime 
error  number  of  4001.  The  graphics 
programs  use  a  procedure  that 
automatically  detects  the  graphic 
system  being  used  and  scales  the 
screen  output  accordingly. 

COMPLEX1 
(Software) 

Environmental  Sciences  Research 
Laboratory,  Meteorology  and 
Assessment  Division 
Order  number  PB93-504538HCR 
Price  code:  D05 

Is  a  multiple  point  source  code  with 
terrain  adjustment.  The  model  specifi- 
cations for  testing  were  suggested  by 
team  'B'  on  complex  terrain  at  the 
Regional  Workshop  on  Air  Quality 
Modeling  in  Chicago,  February  1980.  It 
is  a  sequential  model  utilizing  hourly 
meteorological  input,  it  assumes  a 
normal  distribution  in  the  vertical  and 
a  uniform  distribution  across  a  22.5 
degree  sector.  The  initial  screening 
technique  for  complex  terrain  applica- 
tions, described  in  the  Guideline  on  Air 
Quality  Models  (revised),  has  been 
incorporated  as  an  option  in  COM- 
PLEX1. 

Specifications:  Diskette.  Language: 
FORTRAN.  Computer  source  code  is 
included. 

Controlling  Air  Toxics,  (CAT)  Version 

1.0 

(Software) 

Environmental  Protection  Agency 
Order  number  PB89-158737HCR  $55 
Program's  purpose  is  to  assist  permit 
engineers  in  the  permit  applications  for 
control  of  air  toxics.  It  performs  design 
and  cost  calculations  for  the  control 
device  based  on  the  emission  stream 
characteristics. 

Specifications:  Diskette.   System:  IBM- 
PC/XT/ AT  or  compatible;  DOS  2.0+ 
operating  system,  640K.  Language:  C. 
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♦  Crosswalk/Air  Toxic  Emission 
Factor  Data  Base  Management 
System  (XATEF)  Version  2.0 
(Software) 

U.S.  Environmental  Protection  Agency, 
Office  of  Air  Quality  Planning  and 
Standards 

Order  number  PB93-504793HCR 
Price  code:  D02 

The  database  system  (XATEF)  presents 
a  qualitative  association  of  pollutants 
and  sources  or  air  pollutant/source 
'crosswalk'  and  presents  air  toxic 
emission  factors.  More  than  15,000 
crosswalk  associations  are  presented. 
More  than  7,600  emission  factors  for 
400  air  toxics  are  presented.  The 
following  items  are  included:  SIC  code, 
SCC,  pollutant  name,  CAS  number,  SIC 
description,  SCC  description,  industrial 
process  description,  operating  process 
description,  notes  about  control  and 
derivation  of  factors,  and  references. 

Specifications:  Diskette.   System:  IBM 
compatible;  MS  DOS  operating  system, 
20K.  Language:  Compiled  DBase  files. 

CRSTER 
(Software) 

Environmental  Protection  Agency 
Order  number  PB90-500323HCR 
Price  code:  D01 

This  algorithm  estimates  ground-level 
concentrations  resulting  from  up  to  19 
colocated  elevated  stack  emissions  for 
an  entire  year  and  prints  out  the 
highest  and  second  highest  1,3,  and  24 
hour  concentrations  as  well  as  the 
annual  mean  concentrations  as  a  set  of 
180  receptors  (5  distances  by  36 
azimuths).  The  algorithm  is  based  on  s 
modified  form  of  the  steady-state 
Gaussian  plume  equation  which  uses 
either  Pasquill-Gifford  or  Briggs  urban 
dispersion  coefficients  and  includes 
adjustments  for  plume  rise  and  limited 
mixing.  Terrain  adjustments  are  made 
as  long  as  the  surrounding  terrain  is 
physically  lower  than  the  lowest  stack 
height  input.  Pollutant  concentrations 
for  each  averaging  time  are  computed 
for  discrete,  non-overlapping  time 
periods  (no  running  averages  are 
computed)  using  measured  hourly 
values  of  wind  speed  and  direction, 
and  estimated  hourly  values  of 
atmospheric  stability  and  mixing 
height. 

Specifications:  Diskette.  Language: 
FORTRAN.  IBM  3090  for  uploading. 


DATA,  Sample  Meteorological  Data 
and  Random  Numbers  Data  File 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB90-500869HCR 
Price  code:  D01 

The  file  CINDAY  in  unformatted  fonn 
has  been  used  for  sample  meteorologi- 
cal input  to  a  number  of  dispersion 
models,  such  as  RAM,  CRSTER,  MPTER, 
and  ISC,  for  tests  using  a  year's  data. 
Since  a  file  in  unformatted  or  binary 
form  cannot  readily  be  transferred  from 
computer  to  computer,  the  file  is 
furnished  in  two  parts  (PT1  and  PT2) 
in  ASCII  form.  The  program  ASCBIN 
converts  the  ASCII  meteorological  data 
to  unformatted  (binary  form).  The  two 
parts  of  the  file  should  be  combined 
together  first.  Then  the  file  can  be  used 
as  input  to  an  executable  ASCBIN  to 
create  the  unformatted  file. 

Specifications:  Diskette.  Language: 
FORTRAN.  Ready  for  uploading  to  an 
IBM  3090. 


DEGADIS  (DEnse  GAs  Dispersion) 

Model,  Version  2.1 

(Software) 

Environmental  Protection  Agency 
Order  number  PB90-502253HCR 
Price  code:  D02 

An  improved  Jet-Plume  model  has 
been  interfaced  with  DEGADIS  to 
provide  for  prediction  of  the  trajectory 
and  dilution  of  elevated  dense  gas  jets 
to  ground  contact.  DEGADIS  predicts 
the  ensuing  ground-level  plume 
dispersion.  The  Jet-Plume  model 
provides  for:  automatic  adjustment  of 
integration  step-size  (using  the  Runge- 
Kutta-Gill  method  as  in  DEGADIS): 
elliptical  plume  shape  (cross-section), 
with  the  Pasquill-Gifford  plume 
dispersion  coefficient  representation  of 
atmospheric  turbulent  entrainment; 
user  specification  of  averaging  time; 
ground  reflection  when  the  plume 
(lower)  boundary  reaches  ground 
level;  and  application  to  scenarios 
where  the  plume  remains  aloft. 
The  model  should  be  uploaded  via 
modem  from  a  PC  terminal  to  host  a 
VAX  computer,  and  several  files  must 
then  be  renamed  prior  to  compilation 
and  execution. 

Specifications:  Diskette.  File  format: 
Executable  code  only.  The  diskette(s) 
are  in  ASCII  format.  Documentation 
included;  may  be  ordered  separately  as 


PB90-213893.    System:  DEC  VAX 
operating  system.  Language:  FOR- 
TRAN. The  program  is  written  in 
FORTRAN  for  compilation  and 
execution  on  a  DEC  VAX  Computer. 
Implementation  on  any  other  system 
may  be  attempted  at  the  risk  of  the 
user.  To  facilitate  dissemination  of  the 
model,  it  is  being  provided  on  diskette. 

Economic  Growth  Analysis  System 
(E-GAS)  for  All  EPA  Regions  (I  thru  X) 
(Software) 

Environmental  Protection  Agency, 
Office  of  Research  and  Development 
Order  number  PB93-505469HCR 
Price  code:  D18 

The  E  -  Gas  modelling  system  is  a 
forecast  model  used  to  predict  National 
and  regional  economic  activity  in  order 
to  estimate  attainment  of  ozone  and 
photochemical  air  quality  standards. 
Since  growth  in  source  emissions 
largely  depends  on  the  amount  of 
economic  activity  growth  in  an  area,  a 
consistent  set  of  growth  factors 
requires  forecasts  using  consistent 
Gross  National  Product  (GNP)  forecasts 
and  a  consistent  methodology  for 
estimating  economic  activity  in  Urban 
Airshed  Model  (UAM)  and  Regional 
Oxidant  Model  (ROM)  modelling 
regions.  The  need  for  consistent 
economic  growth  facts,  however,  must 
be  satisfied  in  a  way  that  allows  States 
to  use  their  own  estimates  of  National 
and  regional  economic  activity.  The 
Economic  Growth  Analysis  System  (E- 
GAS)  is  an  economic  and  activity 
forecast  model  which  satisfies  both  of 
these  standards. 

The  E-GAS  modelling  system  contains 
three  tiers.  The  first  tier  includes 
available  National  economic  forecasts 
which  are  used  to  drive  the  regional 
economic  models.  The  second  tier 
includes  regional  economic  models  for 
the  UAM  modelling  areas,  as  well  as 
the  States  in  the  ROM  modelling 
regions.  The  third  tier  estimates  fuel 
consumption,  physical  output,  and 
vehicle  miles  traveled  (VMT)  based  on 
the  second  tier's  regional  economic 
forecasts.  The  tiers  must  be  sequen- 
tially executed,  since  data  are  created 
by  and  passed  from  early  tiers  for 
transfers  to  later  tiers.  The  three-tiered 
structure  of  E-GAS  allows  users 
flexibility  in  modelling.  Although  a  tier 
must  be  run  before  preceding  to  later 
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tiers,  the  system  allows  the  models  to 
be  rerun  at  the  user's  discretion.  For 
example,  users  may  run  the  National 
model  using  either  BLS  or  WEFA 
forecasts  before  performing  regional 
modelling  on  the  last  national  model 
run. 

E-GAS  is  designed  such  that  growth 
factor  projection  scenarios  for  each 
nonattainment  area  and  attainment 
portion  of  States  can  be  made  using  a 
common  assumption  about  future  U.S. 
economic  activity.  The  National 
economic  forecasts  in  E-GAS  can 
provide  a  common  forecast  with  which 
to  forecast  regional  economic  growth. 
The  nature  of  ozone  formation  requires 
attention  to  be  paid  to  the  location  as 
well  as  the  level  of  economic  activity. 
National  forecasts  provide  estimates  of 
total  economic  activity.  The  regional 
model  will  distribute  this  activity 
among  U.S.  urban  areas,  States,  and 
regions.  The  spatial  characteristics  of 
the  regional  forecasts  are  designed  to 
meet  the  needs  of  the  photochemical 
models  used  by  ozone  nonattainment 
areas. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB93- 183408  and  PB93- 
183416.   System:  IBM  80386  or  100 
percent  compatible  PC;  DOS  5.0  or 
higher  operating  system,  640K.  System 
requires  math  coprocessor,  40  Mega- 
bytes of  available  fixed  disk  storage, 
and  VGA  graphics  capability. 
Individual  regions  are  available.  For 
specific  regions  and  order  numbers, 
see  below. 

Economic  Growth  Analysis  System 
(E-GAS)  for  EPA  Region  I  -  New 
England  States 

Order  number  PB93-505477HCR 
Price  code:  D03 

Economic  Growth  Analysis  System 
(E-GAS)  for  EPA  Regions  II  and  III  - 
Mid  Atlantic 

Order  number  PB93-505485HCR 
Price  code:  D03 

Economic  Growth  Analysis  System 
(E-GAS)  for  EPA  Region  IV  -  South 
East 

Order  number  PB93-505493HCR 
Price  code:  D03 

Economic  Growth  Analysis  System 
(E-GAS)  for  EPA  Region  V  -  Great 
Lakes 

Order  number  PB93-505501HCR 
Price  code:  D03 


Economic  Growth  Analysis  System 
(E-GAS)  for  EPA  Region  VI  -  South 
West 

Order  number  PB93-505519HCR 
Price  code:  D03 

Economic  Growth  Analysis  System 
(E-GAS)  for  EPA  Region  VII  -  Plains 
Area 

Order  number  PB93-505527HCR 
Price  code:  D03 

Economic  Growth  Analysis  System 
(E-GAS)  for  EPA  Regions  VIII  and  X  - 
Rocky  Mountain  and  North  West 

Order  number  PB93-505535HCR 
Price  code:  D03 

Economic  Growth  Analysis  System 
(E-GAS)  for  EPA  Region  IX  -  Far  West 

Order  number  PB93-505543HCR 
Price  code:  D03 


Electrostatic  Precipitator  V-l  (ESPVI 
4.0)  and  Performance  Prediction 
Model 
(Software) 

Environmental  Protection  Agency 
Order  number  PB92-502251HCR 
Price  code:  D02 

The  microcomputer  program  ESPVI 
4.0,  Electrostatic  Precipitation  V-I  and 
Performance  Model,  was  developed  to 
provide  a  user-friendly  interface  to  an 
advanced  model  of  electrostatic 
precipitation  (ESP)  performance.  The 
program  is  capable  of  modeling 
standard  ESP  configurations  as  well  as 
those  that  might  be  proposed  for 
improved  performance.  It  incorporates 
many  of  the  latest  developments  in 
prediction  of  ESP  performance, 
including  electrical  waveform  effects, 
non-rapping  reentrainment,  and 
electrode  misalignment.  The  program 
is  organized  by  a  series  of  menu 
screens  with  increasing  levels  of  detail 
provided  as  the  menus  become  more 
specific. 

A  users  manual,  that  is  available, 
provides  the  documentation  needed  to 
load  the  program  from  its  disk,  set  up 
the  computer  configuration  for  optimal 
operation,  and  introduces  the  opera- 
tion of  the  program.  The  user  is 
expected  to  be  familiar  with  the 
operation  of  an  ESP  and  know  the 
important  factors  that  affect  it.  An 
example  ESP  is  provided  with  the 
program  to  help  with  the  manual's 
exposition.  It  is  taken  from  a  report 
describing  measurement  of  the  unit's 
performance  and  so  provides  a  direct 


comparison  of  the  models  predictions. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB92-169614.   System: 
IBM  compatible;  MS  DOS  operating 
system,  400K.  Language:  Compiled 
Quick  Basic. 

Emissions  and  Fuel  Economy  Results 

1992  Car  Models 
(Software) 

Environmental  Protection  Agency, 

National  Vehicle  and  Fuel  Emissions 

Lab  Certification  Division 

Order  number  PB93-504546HCR 

Price  code:  D02 

Emissions  and  Fuel  Economy  Results 

1993  Car  Models  contains  3  separate 
reports: 

1.T992  Test  Car  List — Passenger  Cars'; 
states: 

For  each  model  year,  each  manufac- 
turer must  calculate  the  fuel  economy 
for  similar  vehicles.lt  contains  key  test 
parameters,  actual  emission  levels,  and 
actual  fuel  economy  for  each  of  the 
specific  test  vehicles  required  for  the 
1993  model  year. The  subsequent 
average  data  can  be  found  in  the  file 
'Fuel  Economy  Guide'. 

2.  '1992  Fuel  Economy  Guide-6 
Number';  states: 

For  each  model  year,  the  Energy  Policy 
and  Conservation  Act  requires  that  a 
compilation  of  fuel  economy  values  be 
provided  to  the  public.  These  data  are 
intended  to  help  the  consumer 
compare  the  fuel  economy  of  similar 
size  cars,  light-duty  trucks,  and  special 
purpose  vehicles.  The  adjusted  and 
unadjusted  fuel  economy  values  are 
provided  for  city,  highway  and  a 
combination  of  city  and  highway 
driving.  The  unadjusted,  or  as  tested, 
fuel  economy  values  are  as  calculated 
during  the  testing  of  a  vehicle  on  a 
chassis  dynamometer.  The  adjusted 
fuel  economy  values  have  been 
adjusted  to  reflect  conditions  which 
would  normally  be  encountered  during 
actual  driving.  These  values  are  always 
lower  than  the  values  calculated  during 
the  actual  testing  in  laboratory 
controlled  conditions.  In  addition,  the 
interior  volume  and  estimated  annual 
fuel  costs  are  provided. 

3.  'Federal  Certification  Test  Results  for 
the  1992  Model  Year';  states: 

Each  manufacturer  of  a  passenger  car, 
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(light-duty  vehicle),  light-duty  truck, 
motorcycle,  heavy-duty  gasoline 
engine,  and  heavy-duty  diesel  engine 
is  required  to  demonstrate  compliance 
with  the  applicable  exhaust  emission 
standard.  This  report  contains  all  of  the 
individual  tests  that  were  required  by 
the  certification  procedures  found  in 
Title  40  of  the  Code  of  Federal 
Regulations  in  Part  86. 
All  of  the  above  data  was  submitted  to 
the  Environmental  Protection  Agency's 
Certification  Division,  National  Vehicle 
and  Fuel  Emissions  Laboratory,  2565 
Plymouth  Road,  Ann  Arbor,  MI. 

Specifications:  Diskette.  File  format: 
ASCII  text.   System:  IBM  PC  or 
compatible;  MS  DOS  5.0  or  greater 
operating  system.  Product  needs:  3-6 
Mb  of  hard  disk  space,  640  Ram  and 
132  column  screen  to  display  all 
information  at  once. 


Emissions  Data  for  Stationary 
Reciprocating  Natural  Gas  Engines 
and  Gas  Turbines  in  Use  by  the  Gas 
Pipeline  Transmission  Industry 
(Datafile) 

Department  of  Commerce,  National 
Telecommunications  and  Information 
Administration 

Order  number  PB89-186027HCR 
Price  code:  D03 

This  emissions  database  and  report 
program  for  stationary  reciprocating 
natural  gas  engines  and  gas  turbines 
contains  both  emissions  and  perfor- 
mance data  taken  from  in-service 
natural  gas  engines  in  use  by  the  gas 
pipeline  transmission  industry.  The 
software  is  designed  to  be  operated  on 
an  IBM  or  compatible  personal 
computer  and  must  be  run  in  a 
directory  containing  the  dBase  III  plus 
programs  and  the  Quickcode  utility 
program.  The  user's  manual  describes 
the  inputs  to  and  outputs  from  the 
database  update  and  report  program, 
EMIMAIN.  EMIMAIN  is  an  interactive 
dBase  HI  plus  command  routine  which 
displays  a  series  of  menus  to  the  user 
and  allows  him  to  either  update  the 
databases  or  print  reports  containing 
data  from  the  databases. 

Specifications:  Diskette.  The 

diskette(s)  are  in  dbase  III  format. 
Documentation  included;  may  be 
ordered  separately  as  PB89- 186035. 
System:  IBM-PC;  MS-DOS  operating 
system,  5K.  Language:  dBase  III-*-. 


Estimating  Mean  Concentrations 
When  Some  Data  Are  Below  the 
Detection  Limit 
(Software) 

Department  of  Commerce,  National 
Technical  Information  Service 
Order  number  PB92-503184HCR 
Price  code:  D02 

These  two  programs(a  FORTRAN 
version  and  a  BASIC  version)  imple- 
ment procedure  for  estimating  the 
means  of  samples  with  some  items 
below  limit(s)  of  detection  (left- 
censored  items).  The  procedure 
assumes  that  the  data  have  a  long- 
tailed  distribution  and  can  be  approxi- 
mately transformed  to  normality  by  a 
Box-Cox  transformation.  The  optimum 
Box-Cox  transformation  is  determined 
by  searching.  The  mean  and  variance 
of  the  transformed  data  are  estimated 
by  the  EM-algorithm.  Delta-method 
confidence  intervals  and  two  types  of 
bootstrap  confidence  intervals  are 
computed.  Extensive  simulations  show 
that  the  delta-method  confidence 
intervals  have  coverage  probabilities 
closest  to  the  normal  probabilities.  The 
procedure  was  developed  for  estimat- 
ing mean  concentrations  of  toxic  air 
contaminants. 

Specifications:  Diskette.  System:  IBM 
PC  or  Compatible;  DOS  2.10  operating 
system.  Language:  Basic  and  Fortran 

77. 


♦  Evaporative  Emission  Model  (EVAP 

3.0) 

(Software) 

Environmental  Protection  Agency 
Order  number  PB93-506301HCR 
Price  code:  D02 

The  potential  role  of  automotive 
evaporative  emissions  in  the  formation 
of  photochemical  smog  has  under- 
scored the  need  for  an  accurate 
evaluation  of  real-world  motor  vehicle 
evaporative  emission  rates.  Two 
general  categories  of  information  are 
needed  to  predict  evaporative  emis- 
sions for  vehicles  in  actual  use.  The 
first  category  defines  the  environment 
that  a  vehicle  experiences  in  the  real 
world,  this  includes  conditions  such  as 
driving  pattern,  ambient  temperature, 
refueling  behavior,  and  gasoline  Reid 
vapor  pressure  (RVP).  The  second 
category  describes  how  the  vehicle 
responds  to  these  conditions.  This 
includes  weathering  of  the  fuel  in  the 


fuel  tank  and  how  evaporative 
missions  vary  as  a  function  of  RVP, 
ambient  temperature,  and  fuel  tank 
level. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB93-213916.   System: 
IBM  PC  or  compatible;  MS  DOS 
operating  system.  Requires  640K  of 
RAM,  a  math  coprocessor,  and  some 
graphical  display  mode  (Hercules  card, 
CGA,  EGA,  VGA  or 


Exhaust  Gas  Recycle  Setup  and 
Reduction  Programs 
(Software) 

Environmental  Protection  Agency 
Order  number  PB9O-5000O0HCR 
Price  code:  D01 

These  programs  will  perform  the  setup 
and  data  calculations  necessary  for 
EPA  Method  201,  also  known  as  the 
Exhaust  Gas  Recycle  Method.  Its  a 
method  to  measure  instack  PM10  from 
stationary  sources. 

Specifications:  Diskette.  Language: 
BASIC. 


Exposure  Version  2,  A  Computer 
Model  for  Analyzing  the  Effects  of 
Indoor  Air  Pollutant  Sources 
(Software) 

Environmental  Protection  Agency 
Order  number  PB91-507764HCR 
Price  code:  D03 

Exposure,  Version  2  is  a  model  for 
calculating  individual  exposure  to 
indoor  air  pollutants  from  indoor 
sources  is  presented.  The  model  is 
designed  to  calculate  exposure  due  to 
individual,  as  opposed  to  population, 
activity  patterns,  and  source  use.  The 
model  uses  data  on  source  emission, 
room-to-room  air  flows,  air  exchange, 
with  the  outdoors,  and  indoor  sinks  to 
predict  concentration-time  profiles  for 
all  rooms.  The  concentration-time 
profiles  are  then  combined  with 
individual  activity  patterns  to  estimate 
exposure.  The  model  allows  analysis  of 
the  effects  of  air  cleaners  located  in 
with/or  both  the  central  air  circulating 
system  or  individual  rooms  on  IAQ 
and  exposure.  The  model  allows 
simulation  of  a  wide  range  or  source 
including  long  term  steady  state 
sources,  on/off  sources,  and  decaying 
sources.  Several  sources  are  allowed  in 
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each  room.  The  model  allows  the 
analysis  of  the  effects  of  sinks  re- 
emissions  on  Indoor  Air  Quality  (1AQ). 
The  results  of  test  house  experimetns 
are  compared  with  model  predictions. 
The  results  of  test  house  experiments 
are  compared  with  model  predictions. 
The  agreement  between  predicted 
concentration-time  profiles  and  the  test 
house  data  is  good. 
The  disk  contains  both  the  executable 
EXE,  files  and  source  code  files  for  the 
model.  The  files  on  the  disk  are  in  self 
extracting  archives  prepare  using  the 
public  domain  LHARC  program. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB91-201095.   System: 
Northgate  386;  MS.DOS  4.01  operating 
system.  Language:  Microsoft 
QuickBasic. 

♦  Factor  Information  Retrieval 
System  Version  2.0  (FIRE) 
(Software) 

U.S.  Environmental  Protection  Agency, 
Office  of  Air  Quality  Planning  and 
Standards 

Order  number  PB94-500592HCR 
Price  code:  D02 

FIRE  Version  2.0  contains  EPA's  unique 
recommended  criteria  and  toxic  air 
emission  estimation  factors.  FIRE 
consists  of:  (1)  an  EPA  internal  reposi- 
tory system  that  contains  emission 
factor  data  identified  and  collected, 
and  (2)  an  external  distribution  system 
that  contains  only  EPA's  recommended 
factors.  The  emission  factors,  compiled 
from  a  review  of  the  literature,  are 
identified  by  pollutant  name,  CAS 
number,  process  and  emission  source 
descriptions,  SIC  code,  SCC,  and 
control  status.  The  factors  are  rated  for 
quality  using  AP-42  rating  criteria. 

Specifications:  Diskette.   System:  IBM 
Compatible  PC;  MS  DOS  30  or  Higher 
operating  system,  10MB.  Files  are 
compressed. 


♦  Flexible  Regional  Emissions  Data 
System  (FREDS)  Source  Code, 
Version  2, 1985 
(Software) 

Environmental  Protection  Agency 
Order  number  PB89-237994HCR 
Price  code:  Til 

Program  extracts  emission  data, 
pertinent  modeling  parameters  (e.g. 
stack  height,  exhaust  gas  temperature, 
etc)  and  source  identification  informa- 
tion from  point  and  area  source  data 
(contained  in  pre-processed  SAS  files) 
and  applies  appropriate  temporal, 
spatial,  and  pollutant  species  allocation 
factors  to  derive  a  gridded,  speciated, 
and  temporally  resolved  emissions  file 
suitable  as  input  to  regional  scale 
atmospheric  simulation  models  (such 
as  the  regional  Acid  Deposition  Model 
and  Regional  Oxidant  Model), it 
consists  of  seven  modules  which  are 
used  to  reformat  the  data,  apply 
allocation  factors  to  the  annual 
emissions  data,  and  ensure  the  quality 
of  its  output.  In  addition  to  the 
program,  peripheral  software  is  used  to 
process  point  and  area  sources.  The 
seven  modules  are  the  Hydrocarbon 
Preprocessor,  the  Quality  Control 
Module,  the  Model  Data  Extraction 
Module,  the  Temporal  Allocation 
Module,  the  Speciation  Module,  the 
Spatial  Allocation  Module,  and  the 
Model  Input  Preprocessor.  Many  of  the 
modules  can  be  implemented  in  a 
logical  sequence  or  independently  of 
the  others  in  most  cases.  To  maximize 
flexibility,  it  allows  the  user  to  define 
and  assign  emissions  of  up  tp  15 
pollutants  prior  to  speciation,  the 
temporal  scenario,  spatial  grid  origin 
and  grid  cell  size,  and  the  number  and 
relationship  of  pollutant  subspecies. 

Specifications:  Magnetic  tape. 

Language:  FORTRAN,  SAS. 


♦  Fuel  Economy  Results  1994  Car 
Models  (Three  and  Six  Number) 
(Datafile) 

Environmental  Protection  Agency, 
National  Vehicle  and  Fuel  Emissions 
Lab  Certification  Division 
Order  number  PB94-500014HCR 
Price  code:  D02 

For  each  model  year,  the  Energy  Policy 
and  Conservation  Act  requires  that  a 
compilation  of  fuel  economy  values  be 
provided  to  the  public.  These  data  are 
intended  to  help  the  consumer 


compare  the  fuel  economy  of  similar 
size  cars,  light-duty  trucks,  and  special 
purpose  vehicles.  The  adjusted  and 
unadjusted  fuel  economy  values  are 
provided  for  city,  highway  and  a 
combination  of  city  and  highway 
driving.  The  unadjusted,  or  as  tested, 
fuel  economy  values  are  as  calculated 
during  the  testing  of  a  vehicle  on  a 
chassis  dynamometer.  The  adjusted 
fuel  economy  values  have  been 
adjusted  to  reflect  conditions  which 
would  normally  be  encountered  during 
actual  driving.  These  values  are  always 
lower  than  the  values  calculated  during 
the  actual  testing  in  laboratory 
controlled  conditions.  In  addition,  the 
interior  volume  and  estimated  annual 
fuel  costs  are  provided. 
All  of  the  above  data  was  submitted  to 
the  Environmental  Protection  Agency's 
Certification  Division,  National  Vehicle 
and  Fuel  Emissions  Laboratory,  2565 
Plymouth  Road,  Ann  Arbor,  MI. 

Specifications:  Diskette.  File  format: 
ASCII  text.    System:  IBM  PC  or 
compatible;  MS  DOS  5.0  or  greater 
operating  system,  640K.  Product  needs: 
3.6  Mb  of  hard  disk  space  and  132 
column  screen  to  display  all  infomia- 
tion  at  once. 


Fugitive  Dust  Model  (FDM) 
(Software) 

Environmental  Protection  Agency 
Order  number  PB90-502410HCR 
Price  code:  D01 

The  Fugitive  Dust  Model  (FDM)  is  a 
computerized  air  quality  model 
specifically  designed  for  computing 
concentration  and  deposition  impacts 
from  fugitive  dust  sources.  The  sources 
may  be  point,  line  or  area  sources.  The 
model  has  not  been  designed  to 
compute  the  impacts  of  buoyant  point 
sources,  thus  it  contains  no  plume-rise 
algorithm.  The  model  is  generally 
based  on  the  well-known  Gaussian 
Plume  formulation  for  computing 
concentrations,  but  the  model  has 
been  specifically  adapted  to  incorpo- 
rate an  improved  gradient-transfer 
deposition  algorithm.  Emissions  for 
each  source  are  apportioned  by  the 
user  into  a  series  of  particle  size 
classes.  A  gravitational  setting  velocity 
and  a  deposition  velocity  are  calcu- 
lated by  FDM  for  each  class.  Concen- 
tration and  deposition  are  computed  at 
all  user  selectable  receptor  locations. 
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Specifications:  Diskette.  File  format: 
Multiple  formats.  Documentation 
included;  may  be  ordered  separately  as 
PB90-215203.   System:  IBM/PC 
compatible;  DOS  operating  system, 
500K.  Language:  FORTRAN.  The  model 
may  be  adapted  for  operation  on  a 
mainframe  or  other  computer  system. 
The  model  requirements  for  PC 
operation  are  a  minimum  of  500K  of 
memory  and  a  math  coprocessor-chip 
(e.g.  80287,etc).  An  additional 
requirement  is  that  the  device  driver, 
ANSI. SYS  or  a  compatible  be  installed 
on  the  machine. 


Global  Ecosystems  Database, 

Version  1.0 

(Software) 

Environmental  Protection  Agency 
Order  number  PB93-504561HCR 
Price  code: 

The  U.S.  Environmental  Protection 
Agency  Environmental  Research 
Laboratory  in  Corvallis,  OR,  established 
an  interagency  agreement  with  U.S. 
National  Oceanic  and  Atomospheric 
Administration  (NOAA)  to  develop  a 
geographic  database  for  modeling 
terrestrial  climate-biosphere  interac- 
tions in  support  of  EPA's  Global 
Climate  Research  Program.  Included  on 
a  CD-ROM  are  global  raster  datasets  of 
global  vegetation  index,  temperature, 
precipitation,  cloudiness,  ecosystems, 
life  zones,  land  use,  seasonal  albedo, 
methane  emissions  from  animals  and 
natural  wetlands,  soils,  elevation  and 
terrain  data.  The  raster  geographic  data 
are  in  compatible  grids  with  cell  sizes 
from  2  to  30  degrees  lat./long.  A  vector 
file  of  global  political  boundaries  is 
included.  There  is  extensive  documen- 
tation on  source,  contributors,  vari- 
ables, and  document  references.  A 
version  of  IDRISI  geographic  informa- 
tion software  and  CD-ROM  access 
software  is  included 

Specifications:  Diskette.  System:  IBM 
compatible;  MS  DOS  operating  system, 
256K.  Product  was  produced  on  a  IBM 
PC  compatible,  286  or  higher,  IBM,  MS, 
DR-DOS  with  a  minimum  of  256K 
bytes  of  storage. 


Hazardous  Air  Pollutant  Program 
(HAP-PRO)  Version  1 
(Software) 

Environmental  Protection  Agency 
Order  number  PB92-501212HCR 
Price  code:  D03 

The  Hazardous  Air  Pollutant  Program 
(HAP-PRO)  program  assists  permit 
engineers  in  reviewing  applications  for 
control  of  air  toxics  by  calculating  the 
capital  and  annual  costs  for  six  volatile 
organic  compounds  (VOC)  and  three 
particulate  control  devices,  including 
selected  engineering  parameters,  which 
may  be  used  to  help  pinpoint  errors  in 
the  engineering  design.  Calculations 
used  by  the  program  mirror  those 
presented  in  the  revised  EPA  hand- 
book, Control  Technologies  for 
Hazardous  Air  Toxics.  A  secondary 
purpose  of  HAP-PRO  is  to  generate 
lists  of  all  facilities  containing  a 
specified  pollutant  in  their  emission 
streams  or  a  specified  type  of  emission 
steam  (organic  or  inorganic  vapors  and 
particulates).  HAP-PRO's  features 
include  context-sensitive  help  to  assist 
in  data  input,  a  windowed  environ- 
ment to  provide  a  referential  trail  of 
the  user's  actions,  lookup  tables 
containing  the  characteristics  of  many 
common  pollutants,  and  the  ability  to 
select  air  toxics  either  from  an  alpha- 
betical list  or  by  SIC  category. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB92-135904.    System: 
IBM-PC  or  Compatible;  MS-DOS  31  or 
later  operating  system,  640K.  Requires 
a  hard  disk  with  at  least  1Mb  free  and 
512K  free  minimum  RAM. 


HEGADAS  -  A  Heavy  Gas  Dispersion 

Model 

(Software) 

Environmental  Protection  Agency 
Order  number  PB89-164552HCR  $65 
The  HEGADAS  program  models  the 
dispersion  of  releases  of  heavier-than- 
air  gases  to  the  atmosphere.  Its  an 
integral  model  which  uses  assumed 
profile  (e.g.,  concentration  profile) 
shapes  and  empirical  relations  describ- 
ing air  entrainment.  It  provides  for  a 
smooth  transition  to  passive  dispersion. 
Descriptions  of  heat  transfer  from  the 
ground  and  water  vapor  transfer  are 
also  included.  The  source  release  rate 
may  be  constant  or  time-dependent 
(e.g.,  evaporating  liquid  pool). 


Specifications:  Diskette.  File  format: 
ASCII.  Documentation  included;  may 
be  ordered  separately  as  PB89-164560. 
System:  IBM/PC  or  compatible;  DOS 
3.1  or  higher  operating  system,  512K. 
Language:  FORTRAN. 

♦  HIGHWAY-ROADWAY  EPA/ORD  Air 
Quality  Simulation  Model 
(Software) 

Environmental  Protection  Agency 
Order  number  PB90-500810HCR 
Price  code:  D01 

ROADWAY  is  a  finite-difference  model 
which  solves  a  conservation  of  species 
equation  to  predict  pollutant  concen- 
trations within  two  hundred  meters  of 
a  highway.  It  uses  surface  layer 
similarity  theory  to  predict  wind  and 
eddy  diffusion  profiles  from  tempera- 
ture at  two  heights  and  wind  velocity 
upwind  of  the  highway.  A  unique 
feature  of  the  model  is  its  use  of 
vehicle  wake  theory.  It  is  assumed  that 
vehicle  wakes  affect  the  wind  and 
turbulence  fields  in  a  linear  manner 
with  wake  intensity  a  function  of 
vehicle  speed,  downwind  distance,  and 
distance  from  the  wake  center.  The 
user  has  the  option  of  considering  NO, 
N02,  and  03  chemical  reactions  near 
the  road.  Output  from  the  model 
consists  of  x-z  fields  of  wind  compo- 
nents, eddy  diffusion  coefficients,  and 
concentrations  of  pollutant  species. 
HIGHWAY  is  a  model  which  computes 
the  hourly  concentrations  of  non- 
reactive  pollutants  downwind  of 
roadways.  It  is  applicable  for  uniform 
wind  conditions  and  level  terrain. 
Although  best  suited  for  at-grade 
highways,  it  can  also  be  applied  to 
depressed  highways. 

Specifications:  Diskette.  Language: 
FORTRAN,  ready  for  uploading  to  an 
IBM  3090. 

Historic  S02  and  NOx  Emissions 

Estimates 

(Datafile) 

Environmental  Protection  Agency 
Order  number  PB89-103956HCR 
Price  code:  D02 

The  S02  and  NOx  Emissions  Estimates 
contain  the  results  of  a  comparisoin  of 
historic  S02  and  NOx  emission  data 
sets.  During  the  past  few  years,  several 
research  projects  have  been  conducted 
to  reconstruct  historic  air  pollution 
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emission  trends  in  the  U.S.  The  data  is 
presented  in  Appendix  A  of  the  EPA 
report  'Comparison  of  Historic  S02 
and  NOx  Emissions  Data  Sets'. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB89-103964.  Issued 
annually. 

Historic  Volatile  Organic  Compounds 
(VOCS)  Emissions  Estimates  and 
Activity  Data 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB88-250311HCR 
Price  code:  D03 

Lotus  spreadsheets  containing  the  data 
presented  in  Appendix  B  of  the  EPA 
report  'Historic  Emissions  of  Volatile 
Organic  Compounds  in  the  United 
States  from  1900  to  1985'  . 

Specifications:  Diskette.  0  operating 
system.  Language:  LOTUS  1-2-3. 

Indoor  Air  Quality,  Simulator  for 
Personal  Computers,  Version  1 
(Software) 

Environmental  Protection  Agency 
Order  number  PB91 -50787 1HCR 
Price  code:  D03 

IAQPC  gives  concentration  profiles  of 
up  to  6  pollutants  for  up  to  62  days  in 
up  to  20  rooms.  The  model  includes 
the  effects  of  building  layout,  sources, 
sinks,  and  the  heating,  ventilating,  and 
air-conditioning  system  on  pollutant 
concentration.  The  calculated  results 
can  be  displayed  as  graphs  on  the 
screen. 

Full  documentation  is  provided.  The 
technical  manual  provides  the  theoreti- 
cal background  for  the  model, 
including  details  of  the  algorithms  and 
the  program  source  code  listing.  The 
user  guide  provides  instruction  on 
running  the  model  and  example  runs. 
This  disk  contains  the  executable  files 
for  the  indoor  air  quality  model, 
IAQPC.  IAQPC  is  designed  for  MS-DOS 
computers.  The  minimum  hardware  is 
an  MS-DOS  computer  with  DOS  2.0  or 
higher,  350  K  of  Memory  and  two 
floppy  disk  drive.  A  hard  disk  and  EGA 
or  better  graphics  card  and  color 
monitor  are  recommended. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB91-205153  (Technical 
Manuel)  PB91-205161  (User's  Guide) 


System:  IBM-PC;  PC  DOS  3.1  operating 
system.  EPA/600/8-91/014c. 

Industrial  Source  Complex  LongTerm 

(ISCLT) 

(Software) 

Environmental  Sciences  Research 
Laboratory,  Meteorology  and 
Assessment  Division 
Order  number  PB93-500239HCR 
Price  code:  D03 

This  is  a  steady-state  Gaussian  plume 
model  which  can  be  used  to  assess 
pollutant  concentrations  from  a  wide 
variety  of  sources  associated  with  an 
industrial  source  complex.  This  model 
can  account  for  settling  and  dry 
deposition  of  particulates,  downwash, 
area,  line  and  volume  sources,  plume 
rise  as  a  function  of  downwind 
distance,  separation  of  point  sources, 
and  limited  terrain  adjustment.  ISCLT  is 
designed  to  calculate  the  average 
seasonal  and/or  annual  ground  level 
concentration  or  total  deposition  from 
multiple  continuous  point,  volume 
and/or  areas  sources.  Provision  is 
made  for  special  discrete,  X,  Y  receptor 
points  that  may  correspond  to  a 
sampler  sites,  points  of  maxima,  or 
special  points  or  interest.  Sources  can 
be  positioned  anywhere  relative  to  the 
grid  system. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB92-232446,  PB92- 
232453,  PB92-232461  and  PB92- 
232479.    System:  IBM  PC  or  compat- 
ible; MS  DOS  operating  system. 
Language:  FORTRAN.  Data  is  in 
compressed  format.  Model  contains 
executable  files  for  microcomputer. 

Industrial  Source  Complex  Short 

Term  (ISCST) 

(Software) 

Environmental  Sciences  Research 
Laboratory,  Meteorology  and 
Assessment  Division 
Order  number  PB93-500221HCR 
Price  code:  D03 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB92-232446,  PB92- 
232453,  PB92-232461,  and  PB92- 
232479.   System:  IBM  PC  or  compat- 
ible; MS  DOS  operating  system. 


Language:  FORTRAN.  Data  is  in 
compressed  format.  Model  contains 
executable  files  for  microcomputer. 

Integrated  Air  Pollution  Control 
System  (IAPCS),  Executable  Model 
(Version  4.0) 
(Software) 

Environmental  Protection  Agency 
Order  number  PB91-506469HCR 
Price  code:  D02 

The  Integrated  Air  Pollution  Control 
System  (IAPCS)  Cost  Model  is  an  IBM 
PC  cost  model  that  can  be  used  to 
estimate  the  cost  of  installing  S02, 
NOx,  and  particulate  matter  control 
Systems  at  coal-  fired  utility  electric 
generating  facilities.  The  model 
integrates  various  combinations  of  the 
following  technologies:  physical  coal 
cleaning,  coal  switching,  overfire  air/ 
low  NOx  burners,  natural  gas 
reburning,  LIMB,  ADVACATE,  electro- 
static precipitator,  fabric  filter,  gas 
conditioning,  wet  lime  or  limestone 
FGD,  lime  spray  drying/duct  spray 
drying,  dry  sorbent  injection,  pressur- 
ized fluidized  bed  combustion, 
integrated  gasfication  combined  cycle, 
and  pulverized  coal  burning  boiler. 
The  model  generates  capital,  annual- 
ized, and  unitized  pollutant  removal 
costs  in  either  constant  or  current  $  for 
any  year. 

Specifications:  Diskette.  File  format: 
ASCII.  Documentation  included;  may 
be  ordered  separately  as  PB91-133512 
and  PB91-133520.    System:  IBM  PC  / 
AT;  MS  DOS  operating  system,  640K. 
Language:  Fortran  and  C. 

Integrated  Air  Pollution  Control 
System  (IAPCS),  Executable  Model 
and  Source  Model  (Version  4.0) 
(Software) 

U.S.  Environmental  Protection  Agency, 

Office  of  Air  Quality  Planning  and 

Standards 

Order  number  PB91-506477HCR 

Price  code:  D03 

Specifications:  Diskette.  File  format: 
ASCII.  Documentation  included;  may 
be  ordered  separately  as  PB91-133512, 
PB91-133520,  and  PB9M33538. 
System:  IBM  PC/AT;  MS  DOS  operating 
system,  640K.  Language:  Fortran  and  C. 
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♦  Interactive  Computer  Model 
Calculating  V-1  Curves  in  ESPS, 
Version  1 .0 

(Software) 

Environmental  Protection  Agency 
Order  number  PB87-126025HCR  $90 
The  two  microcomputer  programs  are 
written  to  estimate  the  perfonnance  of 
electrostatic  precipitators  (ESPs):  the 
first,  to  estimate  the  electrical  condi- 
tions for  round  discharge  electrodes  in 
the  ESP;  and  the  second,  a  modifica- 
tion of  the  EPA/SRI  ESP  model,  to 
estimate  the  particle  collection 
efficiency  of  the  ESP  operating  with 
the  electrical  conditions  predicted  by 
the  first  program.  The  models  are  quite 
useful  and  allow  rapid  assessment  of 
expected  ESP  performance  under  a 
wide  variety  of  conditions. 

Specifications:  Diskette.   +  operating 
system,  256K.  Language:  BASIC. 
Advanced  BASIC  and  a  color  graphics 
adaptor  are  required. 

♦  Landfill  Air  Emissions  Estimation 
Model,  Version  1.1 

(Software) 

Environmental  Protection  Agency 
Order  number  See  below  for  each 
format 

Price  code:  D02 

The  Landfill  Air  Emissions  Estimation 
Model  is  an  aid  for  local  and  State 
agencies  in  estimating  landfill  air 
emission  rates  for  nonmethane  organic 
compounds  and  individual  air  toxics. 
The  program  will  also  be  helpful  to 
landfill  owners  and  operators  affected 
by  the  upcoming  New  Source  Perfor- 
mance Standard  (NSPS)  and  Emission 
Guidelines  for  Municipal  Solid  Waste 
Landfill  Air  Emissions.  The  model  is 
based  on  the  Scholl  Canyon  Gas 
Generation  Model,  used  in  develop- 
ment of  the  soon-to-be-proposed 
regulation  for  landfill  air  emissions. 
The  Scholl  Canyon  Model  is  a  first 
order  decay  equation  that  uses  site- 
specific  characteristics  for  estimating 
the  gas  generation  rate.  In  the  absence 
of  site-specific  data,  the  program 
provides  conservative  default  values 
from  the  soon-to-be-proposed  NSPS  for 
new  landfills  and  emission  guidelines 
for  existing  landfills.  These  default 
values  may  be  revised  based  on  future 
information  collected  by  the  Environ- 
mental Protection  Agency. 


Specifications:  Diskette.  System:  IBM 
PC;  DOS  2.0  operating  system,  512K. 
Language:  C  . 

LNG  Vapor  Dispersion  Prediction  with 
the  DEGADIS  Dense  Gas  Dispersion 
Model. 
(Software) 

Gas  Research  Institute 
Order  number  PB91-509711HCR 
Price  code:  D03 

The  DEGADIS  model  is  consistent  with 
a  wide  range  of  laboratory  and  field 
test  data  for  dense  gas  releases  on  a 
flat  surface  with  dispersion  over 
unobstructed  flat  terrain.  Comparisons 
indicate  that  the  DEGADIS  model  is 
superior  in  performance  to  the 
Gaussian  line  source  (GLS)  model 
prescribed  in  liqified  natural  gas  (LNG) 
storage  facility  standards  (49  CFR  193). 
DEGADIS  was  modified  to  operate  on 
either  an  IBM-PC  or  VAX  computer. 
DEGADIS  source  and  executable  code 
is  provided,  along  with  a  user  manual 
which  includes  example  problems  for 
flammable  gas  dispersion  with 
emphasis  on  LNG  vapor. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB91-220111.   System: 
IBM  compatible;  MS  DOS  30  or  higher 
operating  system.  Language:  Microsoft 
Fortran. 


LNGFIRE:  A  Thermal  Radiation  Model 
for  LNG  (Liquified  Natural  Gas)  Fires, 
Version  4.5 
(Software) 

Gas  Research  Institute 
Order  number  PB91-509737HCR 
Price  code:  D03 

Results  of  Liquified  Natural  Gas  (LNG) 
fire  tests  conducted  since  1962  were 
reviewed  and  an  improved  model  for 
predicting  exclusion  distances  was 
developed  and  verified.  The  model 
assumes  that  the  flame  takes  the  shape 
of  a  cylinder  or  a  parallelepiped, 
depending  on  whether  the  fuel 
impoundment  area  is  circular  or 
rectangular  in  shape.  The  model  allows 
for  flame  drag  and  tilt  in  the  presence 
of  wind. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB91-220137.   System: 
IBM  PC  or  compatible;  MS  QUICK 
BASIC  Version  4.5  operating  system. 


384K.  Language:  BASIC.  LNGFIRE  is  a 
stand-alone  user-friendly  program 
written  and  compiled  in  BASIC  using 
Microsoft's  Quick  BASIC  Version  4.5. 

LONGZ  and  SHORTZ 
(Software) 

Environmental  Protection  Agency 
Order  number  PB90-500265HCR 
Price  code:  D03 

LONGZ  is  designed  to  calculate  the 
long-term  pollutant  concentration 
produced  at  a  large  number  of 
receptors  by  emissions  from  multiple 
stack,  building,  and  area  sources. 
LONGZ  uses  statistical  wind  summaries 
to  calculate  long-term  (seasonal  or 
annual)  average  concentrations.  The 
model  is  applicable  in  areas  of  both 
flat  and  complex  terrain,  including 
areas  where  terrain  elevations  exceed 
stack-top  elevations.  The  program 
requires  random-access  mass  storage 
capability. 

SHORTZ  is  designed  to  calculate  the 
short-term  pollutant  concentration 
produced  at  a  large  number  of 
receptors  by  emissions  from  multiple 
stack,  building,  and  area  sources.  It 
uses  sequential  short  term  (usually 
hourly)  meteorological  inputs  to 
calculate  concentrations  for  averaging 
times  ranging  from  1  hour  to  1  year. 
The  model  is  applicable  in  areas  of 
both  flat  and  complex  terrain,  includ- 
ing areas  where  terrain  elevations 
exceed  stack-top  elevations.  The 
program  requires  random-access  mass 
storage  capability.  An  associated 
compatible  meteorological  data 
processor  is  METZ. 

Specifications:  Diskette.   System:  IBM- 
PC  or  compatible  operating  system. 
Language:  FORTRAN.  Ready  for 
uploading  to  an  IBM  model  3090 
computer.  This  cannot  be  used  on  a 
PC  since  the  program  requires  random- 
access  mass  storage  capability. 

MESOPUFF 
(Software) 

Environmental  Sciences  Research 
Laboratory,  Meteorology  and 
Assessment  Division 
Order  number  PB93-500247HCR 
Price  code:  D02 

This  model  is  a  Lagrangian  variable- 
trajectory  puff  superposition  model 
suitable  for  modeling  the  transport. 
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diffusion,  and  removal  of  air  pollutants 
from  multiple  point  and  area  sources  at 
transport  distances  beyond  the  range 
of  conventional  straight-line  Gaussian 
plume  models  (i.e.  beyong  1-50). 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB84-181775.   System: 
IBM  compatible;  MS  DOS  operating 
system.  Language:  FORTRAN.  Model 
contains  executable  files  for  microcom- 
puter. 

Microcomputer  Programs  for  Particu- 
late Control:  Section  Failure, 
Baghouse,  Plume  Opacity  Prediction, 
and  In-stack  Opacity  Calculator 
(Software) 

Environmental  Protection  Agency 
Order  number  PB86-146511HCR  $120 
These  programs  provide  models  useful 
in  particulate  control.  Some  small 
machine  language  routines  are  used  to 
format  the  screen  for  data  entry.  These 
routines  limit  the  programs  to  IBM-PC 
and  close  clones.  The  following 
computer  programs  are  provided  in  the 
four-disk  package:  (1)  ESP  section 
failure  model,  (2)  GCA/EPA  baghouse 
model,  (3)  Plume  opacity  prediction 
model,  and  (4)  In-stack  opacity 
calculator.  All  the  models  are  docu- 
mented in  EPA  report  Microcomputer 
Programs  for  Particulate  Control,  EPA- 
600/8-85-025a  (PB86-1 46529). 

Specifications:  Diskette.  ,  PC-DOS  2.X 
operating  system,  256K.  Language: 
FORTRAN. 


MQBILE4.1:  Highway  Vehicle  Mobile 
Source  Emission  Factor  Model  (Apple 
Macintosh  Version) 
(Software) 

Environmental  Protection  Agency 
Order  number  PB91-510016HCR 
Price  code:  D05 

MOBILE4.1  is  the  latest  revision  to 
EPA's  highway  vehicle  mobile  source 
emission  factor  model.  Relative  to 
MOBILE4,  it  contains  numerous 
revisions  and  provides  the  user  with 
additional  options  for  modeling 
highway  vehicle  emission  factors.  It 
will  calculate  emission  factors  for 
hydrocarbons  (HC),  carbon  monoxide, 
(CO),  and  oxides  of  nitrogen  (NOx) 
from  highway  motor  vehicles.  It 
calculates  emission  factors  for  eight 
individual  vehicle  types,  in  two  regions 


of  the  country  (low  and  high  altitude). 
The  emission  factors  depend  on 
various  conditions  such  as  ambient 
temperature,  fuel  volatility,  speed,  and 
mileage  accrual  rates.  It  will  estimate 
emission  factors  for  any  calendar  year 
between  I960  and  2020  inclusive.  The 
25  most  recent  model  years  are 
considered  in  operation  in  each 
calendar  year.  EPA  is  requiring  that 
states  and  others  preparing  emission 
inventories  for  nonattainment  areas  for 
CO  and  ozone  to  use  MOBILE4.1  in 
the  development  of  the  base  year  1990 
emission  inventories  required  under 
the  Clean  Air  Act  of  1990. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB91-228759.   System: 
Apple  Macintosh;  Apple  DOS  6.0.2 
operating  system,  1000K.  Language: 
FORTRAN77.  Many  of  the  files  on  this 
diskette  are  in  compressed  form.  They 
must  be  decompressed  to  operate  the 
program. 

MOBILE4.1:  Highway  Vehicle  Mobile 
Source  Emission  Factor  Model  (IBM 
PC  Compatible)  (for  microcomputers) 
(Software) 

Environmental  Protection  Agency 
Order  number  PB91-510008HCR 
Price  code:  D05 

Specifications:  Diskette.  File  format: 
ASCII.  Documentation  included;  may 
be  ordered  separately  as  PB91-228759. 
System:  IBM-PC  XT,  AT,  or  P/S2 
compatibles;  MS  DOS  4.00  operating 
system,  530K.  Language:  FORTRAN77. 
Many  of  the  files  on  this  diskette  are  in 
compressed  form.  They  must  be 
decompressed  to  operate  the  program. 

MOBILE4.1:  Highway  Vehicle  Mobile 
Source  Emission  Factor  Model 
Source  Code 
(Software) 

Environmental  Protection  Agency 
Order  number  PB91-509992HCR 
Price  code:  T05 

Specifications:  Magnetic  tape.   System: 
Amdahl  5890-180E;  Michigan  Terminal 
System  (MTS)  operating  system. 
Language:  FORTRAN77.  This  program 
is  in  source  code  and  is  not  machine 
specific. 


MPTDS  Version  1.0 
(Software) 

Environmental  Protection  Agency 
Order  number  PB90-500836HCR 
Price  code:  D01 

MPTDS  is  a  modification  of  MPTER  to 
explicitly  account  for  gravitational 
settling  and/or  deposition  loss  of  a 
pollutant.  Surface  deposition  fluxes  can 
be  printed  under  an  optional  output 
feature.  MPTDS  is  a  multiple  point 
source  code  with  an  optional  terrain 
adjustment  feature.  The  code  is 
primarily  based  upon  MPTER  which 
has  Gaussian  modeling  assumptions. 
Execution  is  limited  to  a  maximum  of 
250  point  sources  and  180  receptors. 
Hourly  meteorological  data  are 
required.  Period  of  simulation  can  vary 
from  one  hour  to  one  year. 

Specifications:  Diskette.  Language: 
FORTRAN,  ready  for  uploading  to  an 
IBM  3090. 

♦  MPTER  EPA/ORD  Air  Quality 
Simulation  Model 
(Software) 

Environmental  Protection  Agency 
Order  number  PB90-500356HCR 
Price  code:  D02 

Is  a  multiple  point-source  Gaussian 
model  with  optional  terrain  adjustment. 
Program  estimates  concentration  on  an 
hour-by-hour  basis  for  relatively  inert 
pollutants  (i.e.  S02  and  TSP).  It  uses 
Pasquill-Gifford  or  Briggs  urban 
dispersion  parameters  and  Briggs 
plume  rise  methods  to  calculate  the 
spreading  and  the  rise  of  plumes.  The 
model  is  most  applicable  for  source- 
receptor  distances  less  than  10 
kilometers  and  for  locations  with  level 
or  gently  rolling  terrain.  Terrain 
adjustments  are  restricted  to  receptors 
whose  elevation  is  no  higher  than  the 
lowest  stack  top.  In  addition  to  terrain 
adjustments,  options  are  also  available 
for  wind  profile  exponents,  buoyancy 
induced  dispersed,  gradual  plume  rise, 
stack  downwash,  and  plume  half  life. 

Specifications:  Diskette.   System:  IBM- 
PC  or  compatible;  DOS  operating 
system.  Language:  FORTRAN. 
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National  Acid  Precipitation  Assess- 
ment Program  (NAPAP)  Emissions 
Inventory  1985  (Version  2)  Develop- 
ment of  the  Annual  Data  and  Model- 
ers' 

(Datafile) 

Environmental  Protection  Agency 
Order  number  PB92-501139HCR 
Price  code:  D04 
The  National  Acid  Precipitation 
Assessment  Program  1985  (Version  2) 
Development  of  the  Annual  Data  and 
Modelers  data  summary  tables  are 
included  in  Appendix  A  of  the  report. 
Each  of  the  files  represent  one  table 
from  the  appendix,  with  the  exception 
of  the  tables  covering  the  point  source 
summaries  for  the  US  by  SCC.  These 
tables  are  quite  lengthy  and  have  been 
divided  into  lists  for  all  SCCs  by  the 
pollutant  groups  as  represented  in  the 
Appendix  tables.  The  naming  conven- 
tion of  the  files  is  as  follows: 
TABLA##*.WK1  where  ##  indicates  the 
tables  number  and  *  indicates  by  letter 
designation  from  A  to  the  highest  letter 
requireed  following  the  order  of 
pollutant  appearance  in  the  Appendix 
tables. 

Specifications:  Diskette.  1).   System: 
IBM-PC;  MS  DOS  operating  system. 

National  Ambient  Volatile  Organic 
Compounds  Database,  1970-1987 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB88-189022HCR 
Price  code:  D07 

The  National  Ambient  Volatile  Organic 
Compounds  (VOCS)  Data  Base  update 
is  the  result  of  an  ongoing  effort  to 
gather,  evaluate,  and  compile  the 
measured  concentrations  of  a  large 
number  of  VOCs.  Data  on  the  ob- 
served concentrations  of  three  hundred 
twenty  (320)  volatile  organic  com- 
pounds (VOCs)  were  compiled, 
critically  evaluated,  and  assembled  into 
a  relational  data  base.  Ambient 
(outdoor)  measurements,  indoor  data, 
and  data  collected  with  personal 
monitors  are  included.  The  data  are 
primarily  from  the  period  1970-1987 
and  for  locations  within  the  United 
States.  In  order  to  compare  data  from 
many  different  sources,  each  concen- 
tration record  in  the  data  base  repre- 
sents the  daily  average  for  a  single 
chemical,  wherever  feasible.  The  total 
data  base  contains  more  than  175,000 


concentration  records. 

Specifications:  Diskette.  The 

diskette(s)  are  in  dbase  III  plus  format. 
Documentation  included;  may  be 
ordered  separately  as  PB88-195631. 
System:  IBM  PC-compatible;  DOS  31 
or  higher  operating  system.  19.4 
Megabytes  of  storage  space  required. 
The  data  base  consists  of  42  files  for 
use  with  dBASE  III.  Files  include  both 
data  files  and  programs  for  searching 
and  maintaining  the  data  base.  The 
files  require  19,400,704  bytes  of  storage 
capacity. 

National  Radon  Database  -  Volume  1, 
The  EPA/State  Residential  Radon 
Survey:  AL,  CO,  CT,  KS,  KY,  Ml,  Rl, 
TN,  Wl,  and  WY,  1986  - 1987  (  3  1/2 
inch  1.44Mb) 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-502573HCR 
Price  code:  D01 

The  National  Radon  Database  (NRDB) 
was  developed  by  the  United  States 
Environmental  Protection  Agency 
(USEPA)  to  distribute  information  in 
two  recent  radon  surveys:  the  EPA/ 
State  Residential  Radon  Surveys  and 
the  National  Residential  Radon  Survey. 
The  National  Residential  Radon 
Surveys  collected  annual  average 
radon  measurements  on  all  levels  of 
approximately  5,700  homes  nation- 
wide. Information  collected  during 
survey  includes  a  detailed  question- 
naire on  house  characteristics,  as  well 
as  radon  measurements.  The  radon 
survey  data  for  Volume  6  is  contained 
on  two  diskettes.  The  data  diskettes 
are  accompanied  by  comprehensive 
documentation  on  the  design  and 
implementation  of  the  survey,  the 
development  and  use  of  sampling 
weights,  a  summary  of  survey  results, 
and  information  concerning  the 
household  questionnaire 

Specifications:  Diskette.  File  format: 
ASCII.  Documentation  included;  may 
be  ordered  separately  as  PB93- 134781. 
System:  IBM  PC  or  Compatible;  MS 
DOS  operating  system,  64K. 
National  Radon  Database  -  Volume  2, 
The  EPA/State  Residential  Radon 
Surveys:  AZ,  IN,  MA,  MN,  MO,  ND,  PA 
and  EPA  Region  5  Indian  Lands,  1987 
-1988  (3  1/2  inch,  1.44Mb) 
(Datafile) 


Order  number  PB93-502581HCR 
Price  code:  D01 

National  Radon  Database  -  Volume  3, 

The  EPA/State  Residential  Radon 

Surveys:  AK,  GA,  IA,  ME,  NM,  OH,  VT, 

WV,  and  EPA  Region  6  and  7  Indian 

Lands  1988  -  1989  (3  1/2  inch  , 

1.44Mb) 

(Datafile) 

Order  number  PB93-502599HCR 

Price  code:  D01 

National  Radon  Database  -  Volume  4, 
The  EPA/State  Residential  Radon 
Surveys:  CA,  HI,  ID,  LA,  NE,  NV,  NC, 
OK,  SC,  the  Navajo  Nation,  and  the 
Billings,  MT  IHS  Area  1989  - 1990  (  3 
1/2  inch  ,  1.44Mb) 
(Datafile) 

Order  number  PB93-502607HCR 
Price  code:  D01 

National  Radon  Database  -  Volume  5, 
The  EPA/State  Residential  Radon 
Surveys:  AR,  IL,  MD,  MT,  MS,  TX,  VA, 
WA  and  the  Eastern  Cherokee  Nation, 
1990 -1992  (3  1/2  inch,  1.44Mb) 
(Datafile) 

Order  number  PB93-502615HCR 
Price  code:  D01 

National  Radon  Database  -  Volume  6, 

The  National  Residential  Radon 

Survey:  1989  - 1990  (3  1/2  inch, 

1.44Mb) 

(Datafile) 

Order  number  PB93-502623HCR 

Price  code:  D01 

National  Radon  Database  -  Volumes  1 

-  6,  The  EPA/State  Residential  and 

National  Radon  Surveys,  1986  - 1992  ( 

3  1/2  inch  ,  1.44Mb) 

(Datafile) 

Order  number  PB93-502565HCR 

Price  code:  D04 


OZIPM-4  (Ozone  Isopleth  Plotting  with 
Optional  Mechanisms,  Version  4) 
Source  Code 
(Software) 

Environmental  Protection  Agency 
Order  number  PB88-221940HCR 
Price  code:  T08 

A  software  package  has  been  devel- 
oped to  enable  a  user  to  estimate 
EKMA  control  strategies  using  a  new 
Carbon  Bond  Mechanism  known  as 
CBM-IV.  The  program  is  called  Ozone 
Isopleth  Plotting  With  Optional 
Mechanisms/Version  4  (OZIPM-4).  The 
program  has  the  capability  of  accepting 
a  chemical  mechanism  other  than  the 
default  CBM-IV  that  is  stored  internally 
in  the  program.  Included  with  the 
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source  code  are  five  examples  of 
OZPIM-4  simulations.  The  use  of  the 
OZIPM-4  program  is  described  in  the 
EPA  Report  'User's  Guide  for  Executing 
OZIPM-4  with  CBM-PV  or  Optional 
Mechanisms.' 

Software  Description:  The  program  is 
written  in  the  FORTRAN  programming 
language  for  implementation  on  a 
PRIME  750+  computer  using  the  REV 
19  +  operating  system.  400K  bytes  of 
core  storage  are  required  to  operate 
the  model. 

Specifications:  Magnetic  tape. 

Documentation  included;  may  be 
ordered  separately  as  PB88-221957, 
PB88-221965.    System:  Prime  Computer 
-  750;  REV  19.4  operating  system, 
400K.  Language:  FORTRAN. 

OZiPR:  Ozone  Isopleth  Plotting 
Package  (Research  Version) 
(Software) 

Environmental  Protection  Agency 
Order  number  PB91-507376HCR 
Price  code:  D03 

OZIPR  is  a  trajectory-based  air  quality 
simulation  model  that  can  be  used 
with  complex  chemical  kinetics 
mechanisms  to  relate  ozone  concentra- 
tions to  initial  levels  of  organic  and 
oxides  of  nitrogens  (NOx)  precursors. 
OZIPR  is  based  on  previous  versions 
of  EPA's  Ozone  Isopleth  Plotting 
Program  (OZIPR),  but  it  contains 
improved  and  expanded  capabilities 
that  make  the  model  useful  for 
research  purposes.  It  serves  the  dual 
purpose  of  providing  (1)  a  simple 
moving  box  model  capable  of  using 
detailed  chemistry,  emissions  and 
various  meteorological  parameters  to 
predict  oxidant  formation  and  (2) 
procedures  through  which  the  Empiri- 
cal kinetics  Modeling  Approach 
(EKMA)  can  be  implemented  for 
calculating  emission  reductions  needed 
to  achieve  the  National  Ambient  Air 
Quality  Standard  for  ozone.  The 
program  is  designed  to  run  on  an  IBM 
PC/AT  or  hilly  compatible  personal 
computer.  The  software  package 
includes  the  executable  program  as 
well  as  the  source  code  and  input/ 
output  files  for  nine  examples. 
Instructions  for  using  OZIPR  are 
contained  in  the  EPA  Report  'User's 
Guide  for  Executing  OZIPR'. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 


separately  as  PB91-175877.   System: 
IBM  or  IBM  Compatible;  PC  DOS  or 
MS-DOS  Versio  2.0  or  higher  operating 
system,  256K.  Language:  FORTRAN. 

Photochemical  Box  Model  (PBM) 
(Software) 

Environmental  Protection  Agency 
Order  number  PB90-500786HCR 
Price  code:  D01 

The  PBM  (Photochemical  Box  Model) 
is  a  simple  stationary  single-cell  model 
with  a  variable  height  lid  designed  to 
provide  volume-integrated  hour 
averages  of  03  and  other  photochemi- 
cal smog  pollutants  of  interest  for  an 
urban  area  for  a  single  day  of  simula- 
tion. The  PBM  is  most  appropriate  for 
application  in  air  stagnation  conditions 
with  light  and  variable  winds.  Software 
Description:  The  model  is  written  in 
the  FORTRAN  programming  language 
for  implementation  on  an  IBM  3090 
computer.  The  software  is  distributed 
on  a  5  1/4-inch  IBM/PC  compatible 
diskette. 

Specifications:  Diskette.  Language: 
FORTRAN,  ready  for  uploading  to  an 
IBM  3090. 

♦  Plume  Visual  Impact  Screening  and 

Analysis 

(Software) 

Environmental  Protection  Agency 
Order  number  PB89-151278HCR 
Price  code:  D01 

The  Prevention  of  Significant  Deterio- 
ration and  Visibility  regulations  of  the 
U.S.  Environmental  Protection  Agency 
require  the  evaluation  of  a  type  of 
visibility  impairment  which  can  be 
traced  to  a  single  source  of  small 
group  of  sources  known  as  'plume 
blight'.  The  VISCREEN  model  is  used 
for  both  Level-1  and  Level-2  screening 
analyses,  and  is  designed  to  evaluate 
plume  visual  effects  along  multiple 
viewing  backgrounds  and  for  two 
different  scattering  angles.  It  also 
provides  for  the  evaluation  of  the 
potential  perceptibility  of  plumes  using 
recent  psychophysical  concepts.  The 
workbook  provides  the  technical  basis 
for  the  model  and  contains  several 
example  applications  to  illustrate  the 
use  of  these  methods. 

Specifications:  Diskette.  Math 
coprocessor  and  hard  disk  will  greatly 
enhance  speed. 


PLUVUE 
(Software) 

Environmental  Protection  Agency 
Order  number  PB90-500778HCR 
Price  code:  D01 

PLUVUE  is  a  visibility  model  designed 
to  predict  transport,  atmospheric 
diffusion,  chemical  conversion,  optical 
effects,  and  surface  deposition  of 
point-source  emissions.  PLUVUE 
performs  plume  optics  calculations  in 
two  modes.  In  the  Plume-based  mode, 
the  visual  effects  are  calculated  for  a 
variety  of  lines  of  sight  and  observer 
locations  relative  to  the  plume  parcel; 
in  the  observer-based  mode,  the 
observer  position  is  fixed  and  visual 
effects  are  calculated  for  the  specific 
geometry  defined  by  the  positions  of 
the  observer,  plume,  and  sun.  Software 
Description:  The  model  is  written  in 
the  FORTRAN  programming  language 
for  implementation  on  an  IBM  3090 
computer.  The  software  is  distributed 
on  a  5  1/4-inch  IBM/PC  compatible 
diskette. 

Specifications:  Diskette.  Language: 
FORTRAN,  ready  for  uploading  to  an 
IBM  3090  . 

PM-10  Open  Fugitive  Dust  Source 

Computer  Model 

(Software) 

Environmental  Protection  Agency 
Order  number  PB90-502022HCR 
Price  code:  D02 
The  computer  programs  in  this 
package  are  based  on  the  material 
presented  in  the  document  'Control  of 
Open  Fugitive  Dust  Sources,  EPA-450/ 
3-88-008'.  The  programs  on  these 
diskettes  serve  two  purposes.  Their 
primary  purpose  is  to  facilitate  the 
process  of  data  entry,  allowing  the  user 
not  only  to  enter  and  verify  the  data 
which  he/she  possesses,  but  also  to 
access  additional  data  which  might  not 
be  readily  available.  The  second 
purpose  is  to  calculate  emission  rates 
for  the  particular  source  category 
selected  using  the  data  previously 
entered  and  verified. 

Specifications:  Diskette.  +  operating 
system.  Language:  Basic. 
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Pollution  Episodic  Model  (PEM) 
(Software) 

Environmental  Protection  Agency 
Order  number  PB9O-500760HCR 
Price  code:  D02 

This  is  an  urban  scale  air  pollution 
model  capable  of  predicting  short-term 
(1  to  24  hour)  average  concentrations 
and  deposition  fluxes  of  two  gaseous 
or  particulate  pollutants  at  up  to  a 
maximum  of  2500  ground-level 
receptors  located  on  a  50km  by  50km 
square  receptor  grid.  Predictions  are 
based  on  steady-state  Gaussian  plume 
assumptions.  Briggs'  plume  rise 
formulations,  and  Pasquill-Gifford  (P- 
G)  dispersion  parameters.  The  surface 
concentration  and  deposition  flux 
estimates  of  two  independent  non- 
reactive  (gaseous  or  particulate) 
pollutants  or  one  pollutant  with  first- 
order  chemical  decay  can  be  obtained 
as  special  cases  of  the  model.  Up  to 
300  point  sources  and  up  to  50  area 
sources  may  be  included  in  the  model 
inputs. 

Specifications:  Diskette.  Language: 
FORTRAN.  'Transport  diskette.  Not  for 
use  with  microcomputers.  Diskette 
must  be  uploaded  to  an  IBM  main- 
frame. 

Port  Vessel  Emissions  Model,  EPA/ 
ORD  Air  Quality  Simulation  Model 
(Software) 

Department  of  Transportation 
Order  number  PB87-127601HCR  $90 
Port  Vessel  Emissions  Model  (PVEM)  is 
a  computer  program  that  calculates  air 
pollutant  emissions  associated  with 
vessel  activity  in  ports  for  various 
operational  scenarios.  PVEM  can  easily 
be  adapted  for  application  to  any  port 
through  the  use  of  port-specific  input 
data  on  vessel  movements  and  berth 
pathways. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB87- 127619;  PB87- 
127627;  PB87-1 27635;  .  Issued  N/A. 
System:  IBM-PC/XT/ AT  or  compatible; 
MS-DOS  operating  system,  300K. 


Program  to  Calculate  Size  Specific 
Particulate  Emission  Factors  for 
Mobile  Sources 
(Software) 

Environmental  Protection  Agency 
Order  number  PB87-230660HCR 
Price  code:  D02 

The  methodology  and  sources  of  data 
for  the  program  are  described  in  detail 
in  the  report,  Size  Specific  Total 
Particulate  Emission  Factors  for  Mobile 
Sources,  prepared  in  August  1984  for 
EPA  by  EEA.  That  report  describes  the 
calculation  of  particulate  emission 
factors  for  each  of  the  six  vehicle 
classes  used  in  the  program.  It  also 
provides  emission  factors  for  each 
major  type  of  particulate  (lead,  organic, 
sulfate,  and  diesel  composite).  The 
program  inputs  and  format  are 
designed  to  parallel  those  found  in 
MOBILE  3-  User  inputs  include 
scenario  year,  vehicle  speed,  driving 
conditions,  and  particulate  size  range. 
By  setting  control  flags  the  user  can 
elect  to  replace  the  default  data  with 
locality  specific  data. 

Specifications:  Diskette.   System:  IBM- 
XT  or  compatible.  Language:  FOR- 
TRAN. 


PTPLU 
(Software) 

Environmental  Protection  Agency 
Order  number  PB90-500331HCR 
Price  code:  D01 

Is  a  point  source  dispersion  Gaussian 
screening  model  for  estimating 
maximum  surface  concentrations  for  1 
hour.  It  is  based  upon  Brigg'  plume 
rise  methods  and  can  use  either 
Pasquill-Gifford  or  Briggs  urban 
dispersion  coefficients.  It's  an  adaption 
and  improvement  of  PTMAX  which 
allows  for  wind  profile  exponents  and 
other  optional  calculations  such  as 
buoyancy  induced  dispersion,  stack 
downwash,  and  gradual  plume  rise. 
PTPLU  produces  an  analysis  of 
concentration  as  a  function  of  wind 
speed  and  stability  class  for  both  wind 
speeds  constant  with  height.  Use  the 
extrapolated  wind  speeds  and  the 
options  allows  the  model  the  model 
user  a  more  accurate  selection  of 
distances  to  maximum  concentration. 
PTPLU  1  is  the  interactive  version  of 
this  model. 

Specifications:  Diskette.  Language: 
FORTRAN.  IBM  3090  for  uploading. 


RAM 
(Software) 

Environmental  Protection  Agency 
Order  number  PB90-500315HCR 
Price  code:  D01 

Gaussian-plume  multiple-source  air 
quality  algorithm.  RAM,  a  sort-term 
Gaussian  steady-state  algorithm 
estimates  concentrations  of  stable 
pollutants  from  urban  point  and  area 
sources.  Hourly  meteorological  data 
are  used.  Hourly  concentrations  and 
averages  over  a  number  of  hours  can 
be  estimated.  Briggs  plume  rise  is 
used.  Pasquill-Gifford  dispersion 
equations  with  dispersion  parameters 
thought  to  be  valid  for  urban  areas  are 
used.  Concentrations  from  area  sources 
are  determined  using  the  method  of 
Hanna,  that  is,  sources  directly  upwind 
are  considered  representative  of  area 
source  emissions  affecting  the  receptor. 
Special  features  include  determination 
of  receptor  locations  downwind  of 
significant  sources  and  determination 
of  locations  of  uniformly  spaced 
receptors  to  ensure  good  area  cover- 
age with  a  minimum  number  of 
receptors.  RAMMET  processes  hourly 
surface  meteorological  observation 
data  to  determine  a  Pasquill  stability 
class  for  each  hour  and  interpolates 
between  twice-a-day  mixing  height 
data  to  obtain  a  mixing  height  value 
for  each  hour. 

Specifications:  Diskette.  Language: 
FORTRAN.  IBM  3090  for  uploading. 

RAMS  Model  for  Terrestrial  Pathways 
(Software) 

Environmental  Protection  Agency 
Order  number  PB89-138739HCR  $50 
A  computer  program  for  calculation  of 
numeric  criteria  for  land  application 
and  distribution  and  marketing  of 
sludges  under  the  sewage  sludge 
regulations  at  40  CFR  Part  503.  The  risk 
assessment  models  covered  assume 
that  municipal  sludge  with  specified 
characteristics  is  spread  across  a 
defined  area  of  ground  at  a  known  rate 
once  each  year  for  a  given  number  of 
years.  The  contaminants  in  the  sludge 
are  incorporated  into  the  soil,  and 
through  physical  and  biological 
processes  are  moved  from  the  primary 
site  through  the  action  of  wind  and 
surface  runoff,  or  and  transferred  up 
the  food  chain.  Risks  associated  with 
direct  land  application  of  sludge 
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applied  after  distribution  and  market- 
ing are  both  calculated.  Twelve 
pathways  are  considered  in  this 
program.  Each  program  is  considered 
independently  of  every  other  pathway, 
but  values  of  coefficients  in  equations 
that  represent  transfers  or  effects  are 
forced  to  be  consistent  across  path- 
ways. The  program  uses  the  models  in 
the  'inverse'  mode,  i.e.,  it  calculates  the 
maximum  annual  loading  of  contami- 
nants that  can  be  land  applied  and  still 
meet  criteria  specified  as  output. 

Specifications:  Diskette.   +  operating 
system,  512K.  Math  coprocessor  highly 
recommended  but  not  required. 

♦  Reasonable  Further  Progress  (RFP) 
Tracking  System,  Clean  Air  Act 
Amendments  (CAAA)  of  1990 
(Datafile) 

Order  number  PB94-500204HCR 
Price  code:  D02 

This  personal  computer  based  RFP 
tracking  system  is  used  by  EPA  in  the 
evaluation  of  the  progress  non 
attainment  areas  are  making  towards 
meeting  the  15%  reduction  specified  in 
the  Clean  Air  Act  Amendments 
(CAAA). 

The  Tracking  System  can  project 
emissions  out  to  the  year  2010.  Output 
from  the  System  is  in  the  form  of  tables 
or  graphs,  which  can  be  directed  to  the 
computer  screen  or  to  a  printer. 
Tabular  results  can  also  be  output  to 
an  ASCII  file,  allowing  the  user  to 
subsequently  impon  the  reported 
information  into  other  software.  In 
addition  to  projecting  emissions,  the 
System  can  make  projections  in  the 
form  of  percent  relative  to  base  year 
emissions.  The  interactive  mode  of  the 
Tracking  System  was  created  with  the 
following  basic  capabilities:  import 
emissions  data  for  1990  and  growth 
factor,  control  efficiency,  rule  effective- 
ness, and  rule  penetration  data  for  later 
years;  accept  user-specified  criteria  for 
selecting  imported  records;  allow 
editing  of  imported  rule  effectiveness, 
rule  penetration,  control  efficiency,  and 
growth  factor  data  to  projection  of 
future  emissions;  project  future 
emissions  for  the  selected  records 
based  on  these  data;  export  projected 
emissions  data  as  DBase3,  Lotus,  and 
Excel  files;  generate  tabular  reports  of 
projected  emissions  out  to  the  year 
2010;  generate  graphs  depicting 


projected  emissions  out  to  the  year 
2010. 

Specifications:  Diskette.  File  format: 
Superbase  and  C.  Documentation 
included;  may  be  ordered  separately  as 
PB94-104650.   System:  IBM  386  SX  or 
100%  Compatible;  Windows  3.x 
Required  operating  system,  4MB. 
Windows  3.1  or  greater,  5  MB  Hard 
Disk  Space.  Files  are  compressed. 


Regional  Oxidant  Model  (ROM), 

(Source  Code  Only) 
(Software) 

Environmental  Protection  Agency 
Order  number  PB92-500842HCR  $1,500 
The  Regional  Oxidant  Model  (ROM)  is 
a  three-dimensional  photochemical 
Eulerian  grid  model  designed  to 
simulate  ambient  concentrations  of 
ozone  and  related  species.  ROM  is  a  3- 
layer  model  with  a  horizontal  resolu- 
tion of  approximately  19  km;  each  grid 
cell  has  dimensions  of  1/6  degree 
latitude  by  1/4  degree  longitude.  The 
typical  horizontal  extent  of  the 
modeling  domain  is  1000  km.  The 
model  is  designed  to  simulate  hourly 
regional  concentrations  of  ozone 
during  largely  stagnant  summertime 
conditions  that  are  associated  with 
elevated  smog  episodes.  The  model  is 
designed  so  that  its  preprocessors  run 
on  a  VAX  and  the  core  model  runs  on 
an  IBM  mainframe.  A  typical  3-day 
simulation  of  the  core  model  for  the 
northeastern  U.S.  uses  9.5  hours  of 
CPU  on  an  IBM  3090.  A  total  of  19 
computer  tapes  comprise  this  release 
of  the  ROM  (Version  2.1).  Six  of  the 
tapes  were  generated  on  an  IBM,  and 
13  tapes  were  generated  on  a  VAX. 
The  tape  s  contain  source  code, 
sample  runstreams,  and  test  data  for  a 
3-day  simulation.  Potential  users  of  the 
ROM  should  be  aware  that  the 
modeling  system  is  complex  and 
requires  extensive  computer  resources. 
The  services  of  engineers,  meteorolo- 
gists, or  computer  scientists  experi- 
enced in  photochemical  grid  modeling 
are  required. 

Specifications:  Magnetic  tape.  System: 
VMS  5.1  and  MVS/ESA  Version  3.1.3 
operating  system.  Language:  FOR- 
TRAN. File  format:  ASCII.  Software 
developed  on  IBM  and  VAX  comput- 
ers. Users  may  have  difficulty  adapting 
to  other  computers.  AVAILABLE  6250 
BPI  ONLY!. 


Regional  Oxidant  Model  (ROM), 
Source  Code  and  Test  Data 
(Software) 

Environmental  Protection  Agency 
Order  number  PB92-500859HCR  $4,000 

Specifications:  Magnetic  tape.  System: 
VMS  5.1  and  MVS/ESA  Version  3.1.3 
operating  system.  Language:  FOR- 
TRAN. File  format:  ASCII  and  EBCDIC. 
Software  developed  on  IBM  and  VAX 
computers.  Users  may  have  difficulty 
adapting  to  other  computers.  AVAIL- 
ABLE IN  6250  BPI  ONLY!. 


Relief  Valve  Discharge  Screening 

Model  -  RVD2.0 

(Software) 

Environmental  Protection  Agency 
Order  number  PB89-151062HCR 
Price  code:  D01 

A  model  which  provides  estimates  of 
short-term  ambient  concentrations  for 
the  screening  of  pollution  sources 
which  emit  denser-than-air  gases 
through  vertical  releases.  The  calcula- 
tions are  based  on  empirical  equations 
derived  from  wind  tunnel  tests. 

Specifications:  Diskette.  Language: 
BASIC. 


Retrofit  Costs  for  S02  and  NOx 
Control  Options  at  Coal-Fired  Plants 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB91-506295HCR 
Price  code:  D02 

The  cost  results  for  all  the  technologies 
presented  in  the  report  entitled,  ' 
Retrofit  Costs  for  S02  and  NOx  Control 
Options  at  Coal-Fired  Plants',  are 
available  in  three  DBASE  III+  files. 
Disks  1  and  2  are  high  density 
diskettes  which  contain  the  following: 
plant  name,  technology,  boiler 
number,  capacity  in  megawatts, 
capacity  factor,  removal  efficiency  for 
both  S02  and  NOx  removed  per  year, 
tons  of  NOx  removed  per  year,  capital 
cost  in  dollars,  annual  cost  in  dollars, 
dollars  per  kilowatt,  mills  per  kilowatt 
hour,  dollars  per  ton  of  S02  removed 
and  dollars  per  ton  of  NOx  removed. 
Disk  1  is  in  current  1988  dollars,  and 
Disk  2  is  in  constant  1988  dollars.  Disk 
3  contains  a  third  DBASE  file 
(200.  DBF)  with  general  plant  boiler 
and  company  information  based  on 
Department  of  Energy  Form  767  data. 
It  also  contains  an  ASCII  file 
( README. ASC)  with  a  list  of  abbrevia- 
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tions  used  in  all  three  database  files. 
The  cost  result  database  can  be  used  to 
estimate  total  costs  and  emissions  for 
individual  or  combined  control 
technologies  for  the  200  plants 
presented  in  this  report 

Specifications:  Diskette.  File  format: 
ASCII.    System:  IBM  /PC  AT;  MS  DOS 
operating  system. 

Rough  Terrain  Diffusion  Model  (RTDM 

3.2) 

(Software) 

Environmental  Protection  Agency 
Order  number  PB90-500372HCR 
Price  code:  D01 

The  Rough  Terraine  Diffusion  Model 
(RTDF)  is  a  sequential  Gaussian-plume 
model  designed  to  estimate  ground- 
level  concentrations  in  rough  (or  flat) 
terrain  in  the  vicinity  of  one  or  more 
co-located  point  sources.  It  is  designed 
for  applications  involving  chemically 
stable  atmospheric  pollutants  and  is 
best  suited  for  elevation  of  buoyant 
plume  behavior  within  about  15  km 
from  the  source(s).  RTDM  has  special 
algorithms  to  deal  with  plume  behavior 
in  complex  terrain. 

Specifications:  Diskette.  Language: 
FORTRAN.  'Transport  diskette.  Not  for 
use  with  microcomputers.  Must  be 
uploaded  to  an  IBM  mainframe. 

♦  SCREEN  Model,  Version  1.1 
(Software) 

Environmental  Protection  Agency 
Order  number  PB89-159388HCR 
Price  code:  D01 

Program  estimates  the  maximum 
ground-level  concentration  for  sources 
in  simple  flat  or  elevated  terrain, 
accepts  user-specified  distances, 
performs  inversion  break-up  and 
shoreline  fumigation  estimates, 
includes  building  downwash  effects  in 
the  wake  region  and  performs  calcula- 
tions for  the  cavity  region,  and 
includes  an  optional  complex  terrain 
screening  procedure  based  on  the 
VALLEY  Model  240  hour  screening 
technique. 

Specifications:  Diskette.   System:  IBM- 
PC  or  compatible;  DOS  operating 
system,  256K.  Language:  FORTRAN. 


Simple  Approach  Smoke  Estimation 
Model  (SASEM),  Version  3.0 
(Software) 

Department  of  Interior 
Order  number  PB92-502079HCR 
Price  code:  D01 

The  Simple  Approach  Smoke  Estima- 
tion Model  (SASEM)  was  designed  to 
provide  a  tool  for  the  analysis  of 
smoke  dispersion  from  prescribed 
burns.  In  particular,  it  was  intended  to 
serve  as  a  screening  level  model  which 
provides  a  conservative  estimate  of  the 
possibility  that  a  given  burn  will  cause 
an  exceedence  of  air  quality  standards 
or  be  a  public  nuisance  due  to 
visibility  impairment  of  public  high- 
ways or  residential  areas.  By  compari- 
son with  currently  available  dispersion 
models  which  include  line  sources, 
SASEM  appears  to  fufill  this  purpose. 
Furthermore,  because  of  the  extremely 
simple  data  requirements,  all  of  which 
are  already  being  collected  for 
purposes  of  making  fire  accessible  to 
those  who  can  make  the  best  use  of  it. 
This  note  has  also  demonstrated  how, 
through  the  application  of  SASEM  , 
smoke  management  can  become  a 
practical  part  of  prescribed  burning 
rather  than  merely  an  ideal  discussed 
in  the  abstract.  One  of  the  advantages 
of  SASEM  is  that  the  simplicity  allows 
the  information  required  by  the  model 
to  be  largely  self-explanatory.  Thus,  for 
most  fire  managers,  it  is  possible  to  just 
plunge  in,  start  the  model  and  answer 
the  questions 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB90-185653.   System: 
IBM  PC  or  Compatible  operating 
system.  Language:  ANSI  Stan  FOR- 
TRAN-77. 


Sludge  Incineration  Model;  SIM 
(Software) 

Environmental  Protection  Agency 
Order  number  PB89-138762HCR  $120 
Program  for  calculation  of  numeric 
criteria  for  incineration  of  sewage 
sludge  under  sewage  sludge  regula- 
tions at  40  CFR  Part  503. 

Specifications:  Diskette.   System:  IBM- 
PC/XT/ AT  or  compatible;  DOS  2.2+ 
operating  system,  640K.  Language: 
Turlx)  Pascal.  Math  coprocessor  and  a 
graphics  display  adapter  are  required.. 


Staten  Island/New  Jersey  Urban  Air 
Toxics  Assessment  Project  -  Quar- 
terly and  Summary  Data 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB92-504174HCR 
Price  code:  D02 

This  is  a  compilation  of  quarterly  and 
summary  data  reports  of  air  toxic 
monitoring  data  from  the  Staten  Island/ 
New  Jersey  Urban  Air  Toxics  Assess- 
ment Project.  The  following  categories 
of  air  pollutants  were  monitored: 
ambient  air  volatile  organic  com- 
pounds (VOCs),  metals, 
benzo(a)pyrene,  formaldehyde;  and 
indoor  air  VOCs  and  radon.  Monitoring 
was  performed  at  a  number  of  sites  in 
Staten  Island,  New  York,  and  nearby 
New  Jersey.  Air  monitoring  and  sample 
analysis  were  performed  by  several 
organizations  and  the  results  were 
compiled  by  the  U.S.  Environmental 
Protection  Agency  Region  II  in  New 
York,  NY.  Complete  details  of  the 
project  are  available  in  The  Staten 
Island/New  Jersey  Urban  Air  Toxics 
Assessment  Project  (EPA  902-R-92-001a 
through  g). 

Specifications:  Diskette.   System:  IBM 
compatible;  MS  DOS  33  operating 
system.  Disk  1  is  in  WordPerfect  and 
has  26  files.  Disk  2  is  in  LOTUS  1-2-3 
and  has  36  files. 
Documentation  is  on  Disk  1  - 
INFO.WP. 


Steam-Electric  Plant  Operation  & 
Design  Report  (EIA-767)  Extract  Data 
Tape,  1985-1987 
(Datafile) 

Department  of  Energy,  Energy 
Information  Administration 
Order  number  PB90-501339HCR 
Price  code:  T03 

The  first  file  contains  the  1985  data 
from  704  electric  generating  plants 
whose  fossil  or  nuclear  steam  generat- 
ing nameplate  rating  is  100  megawatts 
or  larger.  These  plants  represent  209 
utilities. 

Data  include  plant  information  and 
individual  equipment  design  param- 
eters and  annual  operational  data  for 
boilers,  generators,  cooling  systems, 
flue  gas  particulate  collectors,  flue  gas 
desulfurization  units,  flue,  and  stacks. 
The  remaining  three  files  contain  the 
1986-1988  data,  respectively.  An 
additional  200  plants  between  10  MW 
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and  100  MW  capacity  are  included  in 
these  files  starting  in  1986.  These 
plants  complete  only  pages  1,  6,  and  if 
applicable,  13  and  14.  These  200  plants 
represent  approximately  100  utilities. 

Specifications:  Magnetic  tape.   System: 
IBM  3090;  MVS  operating  system. 

Surface  Impoundment  Modeling 
System  (SIMS)  Version  2.0 
(Software) 

Environmental  Protection  Agency 
Order  number  PB91-506998HCR 
Price  code:  D02 

The  Surface  Impoundment  Modeling 
System  (SIMS)  estimates  volatile 
organic  compound  (VOC)  emissions 
and  toxic  air  pollutant  emission  from 
surface  impoundments  and  collection 
system  components  individually  or  in 
series.  It  can  be  used  to  estimate 
emissions  from  wastewater  sources  at 
hazardous  waste  treatment  works, 
storage  and  disposal  facilities  (TSDFs)  , 
publicly  owned  treatment  works 
(POTW's),  and  industrial  wastewater 
treatment  facilities.  The  minimum 
information  required  to  use  SIMS  is  the 
type  of  device  to  be  modeled,  the  total 
flow  to  the  device,  the  total  surface 
area  of  the  device,  and  the  type  of 
industry  discharging  wastewater  to  the 
device.  Default  values  for  water 
discharged  from  typical  industries  are 
supplied  by  the  program.  The  user  can 
adjust  these  default  values  to  match 
their  particular  system. 
Surface  impoundments  are  used  to 
treat,  store,  and  dispose  of  wastewater 
generated  by  facilities  in  many 
different  industries.  Because  surface 
impoundments  are  normally  open  to 
the  atmosphere,  the  potential  for  air 
emissions  of  volatile  organic  com- 
pounds (VOC's)  and  toxic  air  pollut- 
ants exists.  As  such,  state  and  local  air 
pollution  control  agencies  need  a 
methodology  to  estimate  the  air 
emissions  from  surface  impoundments. 
The  SIMS  is  a  personal  computer  based 
program  designed  to  estimate  the  air 
emissions  from  surface  impoundments. 
The  emission  estimates  are  based  on 
mass  transfer  models  developed  by  the 
Emissions  Standards  Division  (ESD)  of 
EPA  during  the  evaluation  of  hazard- 
ous waste  treatment,  storage,  and 
disposal  facilities  (TSDFs).  SIMS  allows 
the  user  to  specify  all  the  required 
inputs  to  these  emission  models  when 


this  information  is  available,  or  when 
only  limited  information  is  available, 
provides  default  values  for  most  of  the 
model  inputs. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB91-156711  and  PB91- 
156729.   System:  IBM  Compatible  PC; 
DOS  2.0  operating  system,  512K. 
Language:  C-compiled. 

♦  TANKS:  Storage  Tank  Emission 
Estimation  Software,  Version  2.0 
(Software) 

U.S.  Environmental  Protection  Agency, 

Office  of  Air  Quality  Planning  and 

Standards 

Order  number  PB94-500584HCR 

Price  code:  D01 

TANKS  estimates  air  emission  of 

organic  chemicals  from  storage  tanks. 

The  calculations  are  performed 

according  to  equations  presented  in 

Chapter  12  of  AP-42, 

Specifications:  Diskette.   System:  IBM 
Compatible  PC;  DOS  3.0  or  higher 
operating  system,  2MB.  Files  are 
compressed. 

TUPOS 
(Software) 

Environmental  Protection  Agency 
Order  number  PB90-500877HCR 
Price  code:  D02 

Program  estimates  dispersion  directly 
from  fluctuation  statistics  at  plume 
level  and  calculates  plume  rise  and 
partial  penetration  of  the  plume  into 
stable  layers  using  vertical  profiles  of 
wind  and  temperature.  The  model  user 
is  thus  required  to  furnish  meteorologi- 
cal information  for  several  heights 
above-ground  in  a  separate  input  file. 
TUPOS  can  be  used  for  short-term 
(hours  to  days)  impact  assessment  of 
inert  pollutants  from  single  or  multiple 
sources  and  can  be  expected  to  have 
greatest  accuracy  for  locations  within 
10  km  of  the  source.  Although  TUPOS 
will  make  computations  for  receptors 
having  any  ground  level  elevation,  it  is 
not  intended  as  a  complex  terrain 
model,  but  rather  as  a  model  for 
calculations  over  flat  or  gently  rolling 
terrain.  TUPOS  will  optionally  treat 
buoyancy-induced  dispersion  but  does 
not  include  building  downwash, 
deposition,  or  fumigation. 
TUPOS-P  is  a  post-processor  program 


for  analyzing  concentration  files 
produced  by  the  air  quality  dispersion 
model  TUPOS.  It  reads  either  hourly 
concentration  or  hourly  partial 
concentration  files. 

Specifications:  Diskette.  Language: 
FORTRAN,  ready  for  uploading  to  an 
IBM  3090. 


Urban  Airshed  Model 
(Software) 

Environmental  Protection  Agency 
Order  number  PB91-505578HCR 
Price  code:  T18 

The  Urban  Airshed  Model  and  user's 
guide  consists  of  five  volumes:  (one 
volume  per  magnetic  tape) 

1.  Model  description  and  a  user's 
manual  describing  how  to  run  the  core 
model  using  pre-prepared  air  quality, 
meteorological,  topographical,  and 
emissions  input  files. 

2.  A  summary  description  and  user's 
manual  for  all  UAM  preprocessor 
programs  and  their  input  requirements. 
These  preprocessors  can  be  used  to 
generate  the  input  files  needed  to  run 
the  core  model  described  in  volume  1. 

3.  The  Diagnostic  Wind  Model  (DWM) 
user's  manual  contains  a  detailed 
description  of  the  DWM  (summarized 
in  volume  11),  its  underlying  rationale 
and  input  requirements.  The  DWM  is 
used  to  generate  three  dimensional 
wind  fields. 

4.  The  Emissions  Preprocessor  System 
(EPS)  user's  manual  contains  a  detailed 
description  of  the  EPS  (summarized 
briefly  in  volume  11),  including  required 
emission  inputs  and  their  format.  A 
description  of  the  biogenics  emissions 
processor,  its  operation  and  how  it  is 
eventually  merged  within  the 
manmade  area  sources  emissions  file 
to  produce  the  gridded,  hourly 
speciated  emissions  data  required  by 
the  core  model,  is  contained  in  volume 
IV  as  an  appendix. 

5.  ROM/UAM  Interface  Program  System 
user's  manual  describes  prcxedures  for 
using  Regional  Oxidant  Model  (ROM) 
simulations  to  generate  required  air 
quality,  meteorological,  and  biogenic 
emissions  files  to  operate  the  UAM 
core  model  described  in  volume  I 

Specifications:  Magnetic  tape.   System: 
MVS/ESA  operating  system.  Language: 
FORTRAN. 
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UTIL-1 
(Software) 

Environmental  Protection  Agency 
Order  number  PB90-500828HCR 
Price  code:  D01 

CALMPRO,  Version  1.0,  is  a  post- 
processor for  MPTER,  CRSTER,  or  ISC 
that  reads  data  from  an  hourly 
concentration  file  (output  from  MPTER, 
CRSTER,  or  ISC).  The  influence  of 
CALMS  is  eliminated  by  zeroing  hourly 
concentrations  at  all  receptors  if  the 
corresponding  hour  of  met  data  is 
CALM.  The  program  outputs  an  MPTER 
format  printout  of  annual  averages  and 
high  five  1,  3,  8  and  24  hour  average 
concentrations  and  an  ISC  format  tape. 
RUNAVG,  Version  1.0,  is  a 
postprocessor  program  for  determining 
the  highest  and  second-highest  non- 
overlapping  running  average,  RUNAVG 
accepts  hourly  concentration  file 
output  from  either  ISCT,  TUPOS,  RAM, 
MPTER,  or  CRSTER.  It  can  handle  an 
averaging  time  from  2  hours  to  24 
hours  for  up  to  30  receptors.  The 
algorithm  used  in  RUNAVG  for 
determining  running  averages  is 
substantially  faster  than  the  algorithm 
used  in  CHANVG.  Instructions  for 
executing  RUNAVG  are  contained  in 
the  source  listing. 
UTCON,  Version  1.0,  is  a  utility 
program  to  convert  from  latitude  and 
longitude  to  UTM  coordinates  and  vice 
versa. 

CHAVG,  Version  1.0,  is  a 
postprocessor  program  for  computing 
running  averages  (averages  that  begin 
each  hour  and  overlap)  and  end-to- 
end  averages  (averages  that  do  not 
overlap)  from  hourly  concentration 
disk  or  tape  files.  Calculations  are 
made  for  selected  receptors,  and  these 
values  are  ranked  for  each  of  four 
averaging  periods  plus  a  fifth  perkxl 
selected  by  the  user.The  program  as 
written  is  compatible  with  hourly 
output  generated  by  RAM  and  MPTER. 

Specifications:  Diskette.  Language: 
FORTRAN.  'Transport  copy.  Not  for 
use  with  microcomputers.  The  diskette 
must  be  uploaded  to  an  IBM  main- 
frame. 


Volatile  Organic  Compond  Model 

Version  1.8 

(Software) 

Environmental  Protection  Agency 
Order  number  PB88-157888HCR  $100 
Future  emissions  of  volatile  organic 
compounds  (VOCs)  and  costs  of  their 
control  can  be  estimated  by  applying 
growth  factors,  emission  constraints, 
control  cost  functions,  and  capacity 
retirement  rates  to  the  base  line 
estimates  of  VOC  emissions  and 
industrial  VOC  source  capacity  in  1980. 
A  personal  computer  model  has  been 
developed  by  the  U.S.  EPA  to  automate 
the  forecasting  procedure.  The  report 
provides  guidelines  for  installing  and 
operating  the  volatile  organic  com- 
pound model  (VOCM)  on  an  IBM-PC 
or  IBM-PC  compatible  computer.  The 
report  describes  how  a  VOCM  user  can 
create  his  own  data  files  or  use  those 
supplied  with  VOCM  for  preparing 
forecasts. 

Specifications:  Diskette.   +  operating 
system,  320K.  Language:  PASQUAL 

Volatile  Organic  Compund/Particulate 
Matter  Speciation  Data  Base  Manage- 
ment System  (SPECIATE),  Version  1 .5 
(Software) 

U.S.  Environmental  Protection  Agency, 
Office  of  Air  Quality  Planning  and 
Standards 

Order  number  PB93-505238HCR 
Price  code:  D02 

SPECIATE  presents  Volatile  Organic 
Compound  (VOC)  and  Particulate 
Matter  (PM)  species  profiles  for  more 
than  400  source  categories.  The  species 
profiles  consist  of  weight  percentages 
of  individual  compounds  of  total  VOC 
and  total  PM.  Speciation  factors  are 
used  to  estimate  emissions  of  air  toxics 
from  emission  factors  or  estimates  of 
total  VOCs  and  PM.  Speciated 
emission  factors  are  also  presented  in 
the  data  base. 

Specifications:  Diskette.  File  format: 
Wordperfect.    System:  IBM  compatible; 
DOS  30  or  greater  operating  system, 
8K.  File  contains  compressed  data. 
User  will  follow  instructions  and 
unpack  file  according  to  directions  on 
diskette.  System  will  then  build 
indexes. 


GENERAL 


4  ABEL  Model:  Evaluates  Claims  of 
Inability  to  Afford  Penalties  and 
Compliance  Costs  (Version  2.4) 
(Software) 

Environmental  Protection  Agency, 
Office  of  Enforcement 
Order  number  PB94-501004HCR  $140 
The  easy-to-use  ABEL  software 
evaluates  for-profit  company  claims  of 
inability  to  afford  penalties,  clean-up 
costs,  or  compliance  costs.  Violators 
raise  the  issue  of  inability  to  pay  in 
most  of  EPA's  enforcement  actions 
regardless  of  whether  there  is  any  hard 
evidence  supporting  those  claims.  The 
program  enables  Federal,  State  and 
local  enforcement  professionals  to 
quickly  determine  if  there  was  any 
validity  to  those  claims.  ABEL  is  a  tool 
that  promotes  quick  settlements  by 
performing  screening  analyses  of 
defendants  and  potentially  responsible 
parties  (PRP's)  to  determine  their 
financial  capacity.  If  ABEL  indicates  the 
firm  can  afford  the  full  penalty, 
compliance  or  clean-up  costs,  then 
EPA  makes  no  adjustments  for  inability 
to  pay.  If  it  indicates  that  the  firm 
cannot  afford  the  full  amount,  it  directs 
the  enforcement  personnel  to  review 
other  financial  reports  before  making 
any  adjustments. 

After  analyzing  some  basic  financial 
ratios  that  reflect  a  company's  sol- 
vency, ABEL  assesses  the  firm's  ability 
to  pay  by  focusing  on  projected  cash 
flows.  The  model  explicitly  calculates 
the  value  of  projected,  internally 
generated  cash  flows  from  historical 
tax  information,  and  compares  these 
cash  flows  to  the  proposed  environ- 
mental expenditure(s). 
The  software  is  extremely  easy  to  use. 
Users  are  taken  through  a  series  of 
prompts  to  enter  specified  data.  On 
screen  'help'  information  is  available  at 
any  time. 

Specifications:  Diskette.  Software  valid 
through  August  1994  when  an  updated 
isue  will  be  released.   System:  DOS 
3-30  or  greater  operating  system. 
Requires  376K  of  hard  drive  space. 
Includes  search  software. 


Subscription 
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ADL  Migration  Estimation  Model 
(Software) 

Environmental  Protection  Agency, 
Office  of  Pollution,  Prevention,  and 
Toxics 

Order  number  PB93-500684HCR 
Price  code:  D02 

ADL  Migration  Estimation  Model 
(AMEM)  is  a  user  friendly  software 
package  programmed  for  an  IBM 
personal  computer  that  provides  the 
user  with  the  ability  to  estimate  the 
weight  fraction  of  a  chemical  migrating 
from  a  polymeric  material.  The 
chemical  may  be  an  additive  (e.g.,  a 
platicizer)  or  unreacted  monomer  (e.g., 
styrene).  The  program  estimates  the 
migration  of  chemicals  based  on 
mathematical  equations  derived  using 
diffusion  and  mass  transfer  theories. 
The  user  is  prompted  for  chemical 
specific  data  such  as  molecular  weight 
and  vapor  pressure  of  the  migrant.  The 
user  may  enter  the  diffusion  coefficient 
for  the  polymer  of  interest  or  may  use 
one  of  the  default  values  provided  by 
the  software  for  six  generic  types  of 
polymers  with  a  wide  range  of 
diffusion  coefficients.  Background 
information,  model  development, 
mathematical  calculations,  example 
scenarios,  and  a  user's  guide  are 
provided  in  the  documentation 

Specifications:  Diskette.  File  format: 
ASCII.  Documentation  included;  may 
be  ordered  separately  as  PB93-134096. 
System:  IBM  PC  AT  or  compatible; 
Memory:  504MB.  Language:  FORTRAN. 


AutoMOUSE  (Modular  Oriented 
Uncertainty  SystEm)  -  An  Improve- 
ment to  the  MOUSE  Computerized 
Uncertainty  Analysis  Program 
(Software) 

Environmental  Protection  Agency,  Risk 
Reduction  Engineering  Laboratory 
Order  number  PB93-500O07HCR 
Price  code:  D03 

The  original  MOUSE( Modular  Oriented 
Uncertainty  SystEm)  system  was 
designed  to  deal  with  the  problem  of 
uncertainties  inenvironmental  engi- 
neering calculations,  such  as  a  set  of 
engineering  cost  or  risk  analysis 
equations.  It  was  especially  intended 
for  use  by  individuals  with  little  or  no 
knowledge  of  computer  languages, 
programming,  or  simulation.  The 
MOUSE  system  runs  on  MS-DOS  based 
personal  computers.  It  is  easy  and  fast 


to  learn  and  has  all  of  the  features 
needed  for  substantive  uncertainty 
analysis,  such  as  built-in  probability 
distributions,  plotting  and  graphing 
capabilities,  sensitivity  analysis,  and 
interest  functions  for  cost  analyses.  A 
series  of  unique  companion  utility 
programs  help  (1)  analyze  sample  data 
to  determine  the  probability  distribu- 
tions that  best  fit  those  data  and  (2) 
check  each  program  for  errors  in 
syntax.  AutoMOUSE  is  a  significant 
improvement  to  the  original  MOUSE 
system.  It  actually  writes  the  computer 
program  necessary  to  carry  out  the 
uncertainty  analysis.  The  input  to 
AutoMOUSE  consists  of  the  equations 
of  the  model  and  requires  no  knowl- 
edge of  compuiter  programming.  It  is 
designed  primarily  for  beginners  but  is 
also  of  value  for  those  who  have  some 
programming  experience  and  wish  to 
construct  MOUSE  programs  more 
quickly  and  with  fewer  errors 

Specifications:  Diskette.  File  format: 
ASCII.  Documentation  included;  may 
be  ordered  separately  as  PB93-100113- 
System:  MS  DOS  based  computer;  MS 
DOS  3.x  or  later  operating  system, 
512K.  Language:  FORTRAN/ Assembly. 
MOUSE  is  written  and  based  upon 
FORTRAN  and  therefore  requires  a 
FORTRAN  Compiler  as  pan  of  its 
system. 

+  BEN  Model:  Calculates  Violators' 
Economic  Benefits  from  Noncompli- 
ance (Version  4.0) 
(Software) 

Environmental  Protection  Agency, 
Office  of  Enforcement 
Order  number  PB94-500998HCR  $140 
The  model  calculates  the  economic 
benefit  that  a  company  gains  by 
delaying  payment  necessary  for 
compliance  with  environmental 
regulations  or  permits.  While  the 
primary  purpose  of  the  BEN  model  is 
to  calculate  the  economic  benefit  of 
EPA  regulation  noncompliance,  the 
model  may  also  be  used  to  calculate 
the  after  tax  net  present  value  of  a 
pollution  prevention  or  mitigation 
project  and  to  calculate  'cash  outs'  in 
Superfund  cases.  BEN  is  not  limited  to 
just  environmental  regulations;  rather, 
it  is  a  cost  analysis  model  that  presents 
savings  from  delaying  or  avoiding  any 
expenditures. 
The  software  is  extremely  easy  to  use. 


Users  are  taken  through  a  series  of 
prompts  to  enter  specified  costs 
including  initial  capital  investment, 
nondeprecialbe  expenditure,  annual 
expenses,  dates  of  compliance  and 
noncompliance,  date  of  penalty 
payment,  useful  life  of  pollution 
control  equipment,  income  tax  rates, 
inflation  rate,  and  discount  rate.  The 
savings  from  not  paying  are  then 
calculated.  In  cases  of  U.S.  EPA 
violations,  this  number  becomes  the 
agency's  bottom  line  penalty  number 
in  any  settlement  negotiations.  If  EPA 
actually  goes  to  hearing  or  coun,  it 
uses  an  expert  witness  to  present  the 
defendant's  economic  gain  from 
noncompliance,  not  the  BEN  model. 
The  user's  manual  contains  all  the 
formulas  that  make  up  the  BEN 
computer  model.  On  screen  'help' 
information  is  available  at  any  time. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB94-141652.   System: 
DOS  3-30  or  greater  operating  system. 
Requires  232K  of  hard  drive  space. 
Includes  search  software. 


♦  CASHOUT  Model:  Calculates 
Current  Value  of  Superfund  Cleanup 
Costs  (Version  1.2) 
(Software) 

Environmental  Protection  Agency, 
Office  of  Enforcement 
Order  number  PB94-501012HCR 
Price  code:  D02 

CASHOUT  determines  in  current  year 
dollars  what  all  the  future  clean-up 
costs  of  a  Superfund  site  will  be.  Since 
those  costs  could  be  a  much  as  50 
years  in  the  future,  this  allows  the 
enforcement  professionals  in  the 
Superfund  program  to  quickly  deter- 
mine what  the  total  current  cost  of  a 
clean-up  would  be.  Then  they  can  use 
that  numl->er  to  'cash  out'  of  the  case 
the  small  contributors.  The  small 
contributors  just  pay  an  appropriate 
portion  of  the  CASHOUT  number,  and 
then  they  are  out  of  the  case.  The 
other  contributors  usually  are  respon- 
sible for  the  site  for  a  substantial 
amount  of  time. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB94-141678.  Software 
valid  through  August  1994  when  an 
updated  isue  will  be  released.   System: 
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DOS  3-30  operating  system.  Requires 
69K  of  hard  drive  space.  Includes 
search  software. 


♦  Chemical  Evaluation  Search  and 
Retrieval  System  (CESARS)  Data 
Base 
(Datafile) 

Department  of  Commerce 
Order  number  PB93-506277HCR  $1,000 
The  Chemical  Evaluation  Search  and 
Retrieval  System  (CESARS)  is  part  of 
the  ongoing  cooperative  effort  to 
regulate  toxic  chemicals  in  the 
environment  by  the  Michigan  Depart- 
ment of  Natural  Resources  and  the 
Ontario  Ministry  of  the  Environment 
and  Energy  (MOEE).  CESARS  contains 
information  on  approximately  300 
chemicals  of  environmental  concern. 
Data  are  collected  on  physical/ 
chemical  properties;  acute  and  chronic 
toxicity  to  humans,  experimental 
animals,  plants  and  aquatic  life;  and 
environmental  fate  processes.  A  short 
summary  containing  key  information 
on  the  experimental  design  and  results 
is  presented  for  most  studies.  CESARS 
chemical  files  (dossiers)  are  designed 
to  contain,  in  standardized  format,  the 
relevant  information  to  support  hazard 
and  risk  assessment  and  criteria 
derivation.  CESARS  contains  toxicologi- 
cal  data  on  chemicals  which  are  mainly 
environmental  contaminants  that  have 
been  discharged  to  or  detected  in 
Great  Lakes  Basin.  Professional  staff 
collect  relevant  information  from  the 
published  literature  and  summarize  the 
data  in  the  appropriate  CESARS  data 
fields.  References  are  fully  cited.  Each 
chemical  record  includes  information 
when  available  on  the  chemical  and 
physical  properties,  general  toxicity, 
carcinogenicity,  mutagenicity,  teratoge- 
nicity and  environmental  fate  of  the 
substance.  For  example,  the  carcinoge- 
nicity data  summaries  provide  informa- 
tion on  experimental  species,  routes  of 
chemical  administration,  doses,  dosing 
schedules,  test  conditions  and  results. 
A  summary  of  results  of  each  carcino- 
genicity study  is  included. 


•  Enforcement  Document  Retrieval 
System  (EDRS)  Master  File 
(Datafile) 

Environmental  Protection  Agency, 
Office  of  Enforcement 
Order  number  PB92-592381HCR 
Price  code:  T03 

The  Enforcement  Document  Retrieval 
System  (EDRS)  is  a  full  text  database 
for  documents  related  to  enforcement 
policy  and  procedures,  administrative 
decisions,  judicial  decisions,  and 
model/sample  forms.  All  environmen- 
tal statutes  EPA  enforces  are 
covered. There  are  approximately  3500 
EPA  enforcement  related  documents 
covering  the  time  period  from  approxi- 
mately 1972  to  current  quarter  avail- 
able. Each  document  has  been  retyped 
in  order  to  upload  it  to  the  mainframe 
so  it  may  not  be  exactly  like  the 
original.  Any  graphics  and/or  extensive 
tables  or  exhibits  were  not  uploaded 
from  the  original  document.  EPA  uses 
BASIS  software  as  its  text  retrieval 
package  on  their  mainframe  computer. 
Any  commercially  available  mainframe 
text  retrieval  package  can  be  used. 
Please  note  that  the  database  is  not 
indexed. 

Specifications:  Magnetic  tape. 

Canada,  and  Mexico  price  $1,440;  price 
for  others  $2,880.  Issued  quarterly. 
Available  in  9-track,  ASCII  character  set 
tape,  1600  bpi  or  6250  bpi.     System: 
IBM  9021;  MVS  operating  system. 

•  Enforcement  Document  Retrieval 
System  (EDRS)  Update  File 
(Datafile) 

Environmental  Protection  Agency, 
Office  of  Enforcement 
Order  number  PB92-592391HCR 
Price  code:  T02 

Specifications:  Magnetic  tape. 

Canada,  and  Mexico  price  $960;  price 
for  others  $1,920.  Issued  quarterly. 
Available  in  9-track,  ASCII  character 
set,  1600  bpi.  The  6250  bpi  price  is 
$960.     System:  IBM  ES  9021;  MVS 
operating  system. 


♦  •  Environmental  Chemical  Lists 
and  Information  Pointer  System™ 
(ECLIPS™)  for  EPA  Regulated 
Chemicals 
(Datafile) 

Environmental  Protection  Agency  and 
Microreg,  Inc. 

Order  number  PB94-592671HCR  $395 
Protecting  your  company  from 
environmental  violations  is  much 
easier  now  with  the  ECLIPS  informa- 
tion database.  No  longer  do  you  have 
to  wade  through  volumes  of  reference 
books  (or  pay  high  priced  personnel) 
to  find  what  EPA  regulations  affect  the 
chemicals  you  use.  With  ECLIPS  it  only 
takes  seconds. 

ECLIPS  answers  five  questions:  (1) 
Does  EPA  regulate  a  particular 
chemical  or  substance?  (2)  What 
regulations  cover  these  chemicals?  (3) 
Which  EPA  office  regulates  a  chemical? 
(4)  Who  can  be  called  for  more  details? 
and  (5)  What  chemicals  are  common 
to  specific  regulatory  lists? 
ECLIPS  is  an  easy  to  use,  fast,  and 
accurate  database  with  quarterly 
updates  compiled  directly  from  the 
source — EPA.  More  than  30  EPA 
regulatory  lists,  3400  chemicals  and 
substances,  and  9000  synonyms  are 
included  to  keep  you  up-to-date.  All  of 
EPA's  regulatory  lists  are  contained  in 
ECLIPS  including  CAIR,  CERCLA, 
NAAQS,  NPDWR,  NSDWR,  RCRA, 
SARA,  and  TSCA. 

With  ECLIPS  you  can  find  all  of  the 
following  information: 
For  REGULATORY  LISTS:  the  statute 
under  which  the  list  is  regulated;  the 
citation  code  and  the  focus  of  the  list; 
all  reporting  forms  associated  with  the 
chemicals  and  statute;  the  reporting 
requirements  due  dates;  the  legal  status 
of  the  list;  and  the  associate  Govern- 
ment office,  contact,  and 
telephonenumber. 

For  SPECIFIC  CHEMICALS:  Chemical 
Abstract  Service  (CAS)  number;  and 
CAS  preferred  name;  chemical  formula 
if  available  and  relevant;  the  RCRA 
code;  presence  in  the  Integrated  Risk 
Information  System  (IRIS),  the  RQ 
(reportable  quantity);  threshold 
planning  quantities;  plus  any  additional 
relevant  information. 
As  an  added  feature,  users  can  use 
ECLIPS  to  create  their  own  database  of 
products  and  link  the  chemicals  and 
substances  in  them  to  the  appropriate 
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regulations. 

ECLIPS  uses  recursive  searching  when 
looking  for  the  regulations  associated 
with  a  chemical.  It  first  finds  the 
regulations  directly  associated,  then  it 
looks  to  see  if  the  chemical  is  a 
component  of  a  broader  chemical  class 
that  is  regulated  and  locates  appropri- 
ate regulations. 

Because  everyone  has  a  different  need, 
many  search  and  retrieval  options  are 
available.  ECLIPS  quickly  generates 
printed,  screen,  or  downloadable 
reports  from  search  results  including 
EPA  regulatory  lists  by  your  products' 
chemicals,  product  chemicals  by  list, 
summaries  and  contacts  of  regulations 
listing  selected  chemicals,  and  many 
more. 

Specifications:  Diskette.  Available  on 
subscription,  U.S.,  Canada,  and  Mexico 
price  $895;  price  for  others  $1,095. 
Issued  quarterly.  Unlimited  LAN 
subscription  ($2295,  order  number 
PB94-592680);  Single  issue  LAN  ($995, 
order  number  PB94-592681).    Requires 
6  MB  of  space  on  a  hard  drive,  DOS 
>3.2,  3  MB  extended  memory,  and  an 
EGA  monitor  or  better  (color  or 
mono).  Works  with  or  without  a 
mouse.  The  files  are  XBase  compatible. 
For  more  information,  call  NTIS  FAX 
Direct  at  (703)  487-4140;  ask  for 
product  code  #8496.  Includes  search 
software.  Files  are  compressed. 

♦  Environmental  Fate  Data  Base 
(ENVIROFATE)  Complete:  XREF, 
CASLST,  DATALOG,  BIOLOG, 
CHEMFATE,  and  BIODEG 
(Datafile) 

Environmental  Protection  Agency, 
Office  of  Pollution,  Prevention,  and 
Toxics 

Order  number  PB93-506426HCR 
Price  code:  T05 

The  Environmental  Fate  Database 
(EFDB)  is  a  data  bank  containing  data 
or  pointers  to  data  on  physical/ 
chemical  properties  and  environmental 
fate  of  several  thousand  chemicals.  It 
was  designed  to  provide  an  easily 
accessible  source  of  information  useful 
for  describing  the  environmental 
behavior  of  chemicals.  EFDB  consists 
of  6  interrelated  files:  CASLST  is  a 
listing  of  CAS  Registry  Numbers, 
molecular  formulae,  and  names  for 
chemicals  included  in  the  other  tapes 
(except  for  XREF).  They  are  linked  by 


CAS  Registry  Number;  DATALOG 
provides  a  pointer  to  various  data 
reported  in  the  open  literature  pertain- 
ing to  environmental  fate  of  chemicals. 
A  reference  number  of  up  to  six  digits 
links  this  file  to  the  XREF  file,  below, 
to  provide  the  full  journal  citation; 
BIOLOG  provides  a  pointer  to  data  on 
microbial  degradation  or  toxicity 
reported  in  the  open  literature  pertain- 
ing to  particular  chemicals.  A  reference 
number  of  up  to  six  digits  links  this  to 
the  XREF  file,  below,  to  provide  the 
full  journal  citation;  CHEMFATE  is  a 
file  containing  actual  literature-derived 
data  pertinent  to  the  environmental 
fate  of  more  than  500  chemicals,  from 
a  diverse  group  of  chemical  classes. 
Each  record  is  a  miniature  paper,  with 
a  summary,  results,  and  experimental 
conditions.  A  reference  number  of  up 
to  six  digits,  below,  to  provide  the  full 
journal  citation;  BIODEG  is  an 
experimental  value  file,  like 
CHEMFATE.  It  contains,  for  each  of 
several  hundred  chemicals,  (1) 
summaries  of  all  available  mixed 
culture  biodegradation  studies;  (2) 
summary  judgments  of  biodegradability 
based  on  this  literature;  and  (3) 
judgments  of  the  reliability  of  the 
summary  biodegradability  codes.  A 
reference  number  of  up  to  six  digits 
links  this  to  the  XREF  file,  below,  to 
provide  the  full  journal  citation;  XREF 
provides  complete  citations  for  the 
journal  articles  referenced  in  the  other 
tapes. 

Specifications:  Magnetic  tape. 

operating  system.  Utility  program:  VMS 
Copy  Utility. 

♦  Field  Certification  Tracking  System 

(FCTS),  Version  2.1 

(Software) 

Environmental  Protection  Agency, 
Office  of  Emergency  and  Remedial 
Response 

Order  number  PB93-506582HCR 
Price  code:  D02 

The  Field  Certification  Tracking  System 
(FCTS)  is  a  computer  program  de- 
signed to  automate  the  tracking  of 
certification  training.  Each  employee 
has  a  training  category  which  specifies 
what  training  elements  that  need  to  be 
accomplished  in  order  to  maintain  field 
certification.  Each  category  contains  a 
variable  number  of  requirements.  Each 
requirement  within  a  category  can  be 


very  flexible  in  the  amount  and 
frequency  of  training  required.  It  can 
cover  as  wide  a  variety  from  first  aid 
training  yearly  to  urinalysis  quarterly. 
Because  of  the  flexibility  of  the 
requirements  FCTS  can  be  used  for 
most  any  industry  although  it  was 
designed  by  the  EPA  for  the  hazardous 
waste  industry. 

In  addition  to  tracking  training 
requirements,  FCTS  will  provide  the 
user  with  several  useful  reports.  It  can 
list  employees  and  needed  training,  or 
employees  and  projected  needs  for 
training  in  order  to  maintain  certifica- 
tion. The  reports  can  be  useful 
management  tools  to  maintain  up  to 
date  training  on  all  employees. 

Specifications:  Diskette.   Require- 
ments: a  minimum  of  1.5  MB  of 
available  disk  space;  640  K  of  installed 
RAM,  DOS  3.3  or  greater. 


Food  Consumption  Files  Used  in  the 
Tolerance  Assessment  System  (TAS) 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB87-142352HCR 
Price  code:  T13  1600  bpi,  $820  6250 
bpi 

The  Office  of  Pesticide  Programs 
(OPP)  of  the  U.S.  Environmental 
Protection  Agency  has  the  responsibil- 
ity for  regulation  of  the  application  of 
pesticides  to  raw  agricultural  commodi- 
ties (RACs).  The  decision  as  to  whether 
or  not  to  permit  the  use  of  a  particular 
chemical  is  based,  in  part,  upon 
exposure  analyses  that  combine 
information  about  predicted  residues  in 
food  with  food  consumption  data  to 
produce  an  estimate  of  exposure.  The 
Tolerance  Assessment  System  (TAS)  is 
an  automated  system  designed  by 
Research  Triangle  Institute  (RTI)  to 
support  OPP's  decision-making 
process.  The  accompanying  tape  files 
represent  the  food  consumption  data 
files  employed  in  the  TAS  exposure 
analyses. 

The  Nationwide  Food  Consumption 
Survey  of  1977-78,  conducted  by  the 
U.S.  Department  of  Agriculture 
(USDA),  was  selected  as  the  primary 
source  of  food  consumption  informa- 
tion. These  data,  which  constituted  a 
probability  sample  of  U.S.  households 
in  the  48  contiguous  states  and  which 
involved  3-day  food  consumption 
records  for  some  30,770  individuals, 
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were  used  to  compute  daily  food-form 
consumption  estimates  (adjusted  for 
body  weight)  for  a  total  of  87,668 
person-days.  Various  aggregations  and/ 
or  averages  of  these  data  were 
perfonned  to  create  the  seven  analysis 
data  files  used  in  the  TAS  exposure 
analyses. 

Specifications:  Magnetic  tape. 

Documentation  included;  may  be 
ordered  separately  as  PB87-142360. 

Geophysics  Advisor  Expert  System 

Version  2.0 

(Software) 

Environmental  Protection  Agency 
Order  number  PB93-505162HCR 
Price  code:  D02 

This  program  aids  in  the  sampling  and 
monitoring  of  hazardous  waste  sites.  It 
asks  questions  about  the  site,  cultural 
noise,  and  the  contamination  problem. 
The  program  builds  upon  the  user's 
answers  to  early  questions  and  poses 
subsequent  questions  on  the  this  basis. 
At  the  end  of  the  run,  the  program  will 
indicate  any  inconsistencies  in  the 
user's  responses.  The  user  may  then 
return  to  specific  questions  and 
consider  changing  the  answer. 
The  program  considers  several 
geophysical  methods:  electromagnetic 
induction;  resistivity;  ground-penetrat- 
ing radar;  magnetic;  seismic;  soil  gas; 
gravity;  and  radiometric. 
Geophysics  Advisor  recommends  the 
type(s)  of  geophysics  that  will  most 
likely  fit  the  site  requirements  for 
determining  the  location  of  contamina- 
tion and  providing  site  characteriza- 
tion. 

The  program  will  also  tell  the  user  if 
the  use  of  geophysics  is  not  suitable 
for  the  site.  A  relative  numerical 
ranking  of  the  various  methods  is 
shown  on  screen,  indicating  the  degree 
of  superiority  of  one  method  over 
another.  Methods  are  also  categorized 
as  'recommended,'  'not  recommended,' 
or  uncertain  of  effectiveness'. 
Additionally,  the  software  tells  the  user 
why  the  various  methods  will  or  will 
not  work  at  the  site. 
Geophysics  Advisor  allows  the  user  to 
make  soft-responses  such  as  'maybe' 
and  'don't  know'  so  novice  users  or 
those  lacking  specific  knowledge  about 
the  site  can  access  some  of  the  power 
of  the  program.  The  user  will  be  asked 


about  soil  type,  cultural  noise,  contami- 
nant identity  and  level,  the  presence  of 
underground  tanks  or  drums,  and  the 
distance  between  various  buried  items. 
If  a  site  is  extremely  complex,  it  is 
recommended  that  the  user  divide  the 
site  into  several  subsite  problems.  The 
program  for  each  subsite. 
This  version  contains  a  database  of  the 
physical  and  chemical  properties  of  94 
substances  selected  from  EPA's  first 
priority  list.  The  properties  in  the 
database  were  compiled  from  over  270 
peer-reviewed  references.  In  addition 
to  the  questions  asked  in  the  previous 
version,  the  program  now  presents  a 
list  of  contaminants  from  which  a 
selection  may  be  made.  Answers  to 
questions  in  the  program  regarding  the 
contaminants  are  automatically 
entered. 

Specifications:  Diskette.   System:  IBM 
compatible;  MS  DOS  3.0  +  operating 
system.  Language:  True  Basic. 

♦  Information  Systems  Inventory, 

1993 

(Datafile) 

Environmental  Protection  Agency, 
Office  of  Research  and  Development 
Order  number  PB94-500501HCR 
Price  code:  D02 

he  EPA  Information  Systems  Inventory 
(LSI)  is  maintained  on  an  IBM  PC 
which  currently  holds  approximately 
496  records.  The  ISI  was  developed  to 
enhance  the  Agency's  ability  to  track 
major  information  systems,  facilitate 
sharing  of  information  across  media 
and  program  boundaries  and  improve 
the  Agency's  oversight  of  information 
systems  development.  For  each  system 
in  the  Inventory  the  following  informa- 
tion is  included:  system  identification, 
descriptors  of  database  content,  and 
administrative  data  about  access  and 
legal  authorities.  The  database  is 
available  in  the  EPA  Headquarters 
library,  Regional  libraries  and  is 
managed  by  the  information  Manage- 
ment and  Services  Division  within 
OIRM. 

Specifications:  Diskette.  File  format: 
dBase/Clipper.  Documentation 
included;  may  be  ordered  separately  as 
PB94-107711  and  PB94-104783. 
System:  MS  DOS  operating  system, 
2MB.  See  README  DOC  for  Installa- 
tion Instructions.  Files  are  compressed. 


+  Inorganic  Contract  Compliance 
Screening  System  (ICCSS)  Software 
(ILM02.1  Version  4) 
(Software) 

Environmental  Protection  Agency 
Order  number  PB94-500642HCR 
Price  code:  D02 

OCCSS  software  is  a  version  of  a 
mainframe-based  application  devel- 
oped for  the  U.S.  Environmental 
Protection  Agency's  National  Contract 
Laboratory  Program  (CLP).  OCCSS  is 
designed  to  automate  the  determina- 
tion of  contractual  compliance  and 
completeness  of  data  submitted  to  the 
EPA  under  the  Routine  Analytical 
Services  (RAS)  programs  of  CERCLA 
(Comprehensive  Emergency  Response 
Clean-up  and  Liability  Act).  In  order  to 
remain  consistent  with  the  mainframe 
system,  this  PC  version  of  OCCSS  is 
written  in  SAS,  and  requires  that  SAS/ 
PC  be  installed  on  the  host  PC.  It  will 
load  analytical  data  from  diskettes  into 
SAS  file  format,  perform  technical  edits 
on  data,  produce  technical  defect  and 
summary  reports,  and  reproduce  forms 
which  contain  defects.  In  addition, 
OCCSS  includes  software  to  assist  in 
identifying  these  critical  structural 
defects  in  the  data  format,  to  assist  in 
identifying  these  for  correction  prior  to 
performing  technical  edits. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB92-145598.   System: 
IBM  compatible;  MS  DOS  operating 
system,  585K.  Language:  Base  SAS.  2 
megabytes  of  RAM  with  memory  over 
640K  configured  as  expanded  memory. 
Hard  disk  with  at  least  10  megabytes  of 
available  space.  Printer  with  wide 
carriage  or  ability  to  compress  print. 
Other  software  which  are  memory 
resident  will  use  up  base  memory  and 
should  not  be  on  the  same  machine  as 
ICCSS.  SAS  required,  not  available 
NTLS. 


♦  •  Integrated  Risk  Information 

System  (IRIS) 

(Datafile) 

Environmental  Protection  Agency 
Order  number  PB91-591331HCR 
Price  code:  D03 

IRIS  provides  information  on  how 
chemicals  affect  human  health  and  is  a 
primary  source  of  EPA  risk  assessment 
infonnation  on  chemicals  of  environ- 
mental concern.  The  database  serves  as 
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a  guide  for  the  hazard  identification 
and  dose-response  assessment  steps  of 
EPA  risk  assessments.  IRIS  makes 
chemical-specific  risk  information 
readily  available  to  those  who  must 
perform  risk  assessments  and  also 
increases  consistency  in  risk  manage- 
ment decisions. 

The  principal  section  of  IRIS  is  the 
chemical  files.  The  chemical  files 
contain: 

-  oral  reference  doses  (RfD)  and 
inhalation  reference  concentrations 
(RfC)  for  noncarcinogens 

-  oral  and  inhalation  carcinogen 
assessments 

-  summarized  Drinking  Water  Health 
Advisories 

-  summaries  of  selected  EPA  regula- 
tions 

-  supplementary  data  (for  example, 
acute  toxicity  information  and  physical- 
chemical  properties)  and 

-  full  bibliographic  citations 

The  primary  types  of  health  assessment 
information  in  IRIS  are  oral  RfDs, 
inhalation  RfCs  and  carcinogen 
assessments.  Reference  doses  and 
concentrations  are  estimated  human 
chemical  exposures  over  a  lifetime 
which  are  just  below  the  expected 
threshold  for  adverse  health  effects. 
The  carcinogen  assessments  include:  a 
weight-of-evidence  classification,  oral 
and  inhalation  quantitative  risk 
information,  including  slope  factors, 
along  with  unit  risks  calculated  from 
those  slope  factors.  A  slope  factor  is 
the  estimated  lifetime  cancer  risk  per 
unit  of  the  chemical  absorbed, 
assuming  lifetime  exposure.  The  health 
assessment  information  contained  in 
IRIS,  except  as  noted,  has  been 
reviewed  and  agreed  upon  by  two 
interdisciplinary  review  groups  of  EPA 
scientists  who  have  extensive  experi- 
ence in  risk  assessment.  Thus,  the 
information  in  IRIS  represents  and 
expert  Agency  consensus.  This 
Agency-wide  agreement  on  risk 
information  is  one  of  the  most  valuable 
aspects  of  IRIS.  Chemicals  are  added  to 
IRIS  on  a  regular  basis.  Chemical  file 
sections  in  the  system  will  be  updated 
as  new  information  is  made  available 
to  the  two  review  groups. 
Because  exposure  assessment  pertains 
to  exposure  at  a  particular  place,  IRIS 
cannot  provide  situational  information 
on  exposure.  IRIS  can  be  used  with  an 


exposure  assessment  to  characterize 
the  risk  of  chemical  exposure.  This  risk 
characterization  can  be  used  to  decide 
what  must  be  done  to  protect  human 
health. 

There  are  currently  over  450  chemicals 
in  IRIS.  For  these  chemicals,  oral  RfDs 
are  provided  for  340,  inhalation  RfC 
summaries  for  25  and  carcinogen  slope 
factors  are  provided  for  180. 

Specifications:  Diskette.  File  format: 
ASCII.  Available  as  a  standing  order, 
NTIS  deposit  account  or  credit  card 
required.  Price  based  on  number  of 
issues.  Approximate  annual  cost  for 
U.S.,  Canada,  and  Mexico  $560.00; 
price  for  others  $1120.00.     System: 
IBM-PC/ AT  operating  system. 

♦  Organic  Contract  Compliance 
Screening  System  (OCCSS)  Software 
(OLM01.8Version5) 
(Software) 

Environmental  Protection  Agency 
Order  number  PB93-506053HCR 
Price  code:  D02 

OCCSS  software  is  a  version  of  a 
mainframe-based  application  devel- 
oped for  the  U.S.  Environmental 
Protection  Agency's  National  Contract 
Laboratory  Program  (CLP).  OCCSS  is 
designed  to  automate  the  determina- 
tion of  contractural  compliance  and 
completeness  of  data  submitted  to  the 
EPA  under  the  Routine  Analytical 
Services  (RAS)  programs  of  CERCLA 
(Comprehensive  Emergency  Response 
Clean-up  and  Liability  Act).  In  order  to 
remain  consistent  with  the  mainframe 
system,  this  PC  version  of  OCCSS  is 
written  in  SAS,  and  requires  that  SAS/ 
PC  be  installed  on  the  host  PC.  It  will 
load  analytical  data  from  diskettes  into 
SAS  file  format,  perform  technical  edits 
on  data,  produce  technical  defect  and 
summary  reports,  and  reproduce  forms 
which  contain  defects.  In  addition, 
OCCSS  includes  software  to  assist  in 
identifying  these  critical  structural 
defects  in  the  data  format,  to  assist  in 
identifying  these  for  correction  prior  to 
performing  technical  edits. 

Specifications:  Diskette.  File  format: 
Executable  code.  Documentation 
included;  may  be  ordered  separately  as 
PB92-169564.    System:  IBM  AT  /  PS2  or 
compatible;  MS  DOS  Version  33 
operating  system.  Language:  Base  SAS. 


Organic  Contract  Compliance 
Screening  System  (OCCSS)  Software 
(SOW  2/88) 

Order  number  PB92-501501HCR 
Price  code:  D02 

Specifications:  Diskette.  File  format: 
ASCII.  Documentation  included;  may 
be  ordered  separately  as  PB92-1 45580. 
System:  IBM  AT/PS2  or  compatible;  MS 
DOS  Version  3.3  operating  system. 
Language:  Base  SAS. 
Organic  Contract  Compliance 
Screening  System  (OCCSS)  Software 
(SOW  3/90) 

Order  number  PB92-501527HCR 
Price  code:  D02 

Specifications:  Diskette.  File  format: 
ASCII.  Documentation  included;  may 
be  ordered  separately  as  PB92-145572. 
System:  IBM  AT  /  PS2  or  compatible; 
MS  DOS  Version  33  operating  system. 
Language:  Base  SAS. 

Remediation  Alternatives  And  Costs 
for  the  Restoration  of  MGP  Sites,  and 
GRI  Remediation  Cost  Spreadsheet 
for  the  Restoration  of  MGP  Sites. 
Lotus  Version  2.2 
(Software) 

Gas  Research  Institute 
Order  number  PB91-509729HCR 
Price  code:  D03 

This  report  and  spreadsheet  present  a 
methodology  for  rapidly  generating  an 
order-of-magnitude  cost  estimate  for 
the  remediation  of  an  MGP  site.  The 
methodology  includes  the  develop- 
ment of  a  source-waste  matrix,  the 
identification  and  costing  of  waste- 
specific  remediation  technology 
options,  and  the  formulation  and 
costing  of  integrated  site  remediation 
strategies.  The  application  of  the 
methodology  to  a  'generic"  MGP  site  is 
utilized  throughout  the  report  to 
demonstrate  and  development  and  use 
of  each  of  these  elements.  To  aid  in 
the  application,  a  Computerized  Cost 
Spreadsheet  was  developed  and  is 
enclosed  with  the  document.  Appendi- 
ces are  provided  which  summarize  the 
waste  quantity  calculations,  key 
conversions  and  cost  factors,  and  the 
use  of  the  Computerized  Costing 
Spreadsheet. 

Specifications:  Diskette.  .  Documenta- 
tion included;  may  be  ordered 
separately  as  PB91-220129.   System: 
IBM  compatible;  MS  DOS  operating 
system. 
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Roadmaps  to  Sources  of  Information 
on  Chemicals  Listed  in  the  Emer- 
gency Planning  Community  and 
Community  Right-to-Know  Act  (Also 
Known  as  SARA  Title  III),  Section  313. 
Toxic  Release  Inventory 
(Datafile) 

Environmental  Protection  Agency, 
Office  of  Pollution,  Prevention,  and 
Toxics 

Order  number  PB92-501972HCR 
Price  code:  D04 

EPA  has  developed  a  database  of 
sources  of  information  on  the  chemi- 
cals listed  in  section  313  of  the 
Superfund  Amendments  and  Reauthori- 
zation Act  (SARA).  This  database  is 
intended  to  assist  users  of  section  313 
Toxic  Release  Inventory  data  to 
perform  exposure  and  risk  assessments 
of  these  chemicals.  The  Roadmaps 
system  displays  and/or  prints  informa- 
tion for  the  SARA  section  313  chemi- 
cals on  health  and  environmental 
effects,  Federal  regulations,  and  state 
air  and  water  regulations,  monitoring 
data,  and  state  contacts. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB92-169523.    System: 
IBM  PC  or  compatible;  Memory:  512K. 
Hard  drive  with  at  least  2.7  MB 
available  space,  &  at  least  one  5  1/4' 
floppy  disk  drive  are  needed  for  the 
database.  Roadmaps  is  stored  in 
compressed  format. 

SCOUT:  A  Data  Analysis  Program 

(Version  1.40) 

(Software) 

Environmental  Protection  Agency 
Order  number  PB93-505303HCR 
Price  code:  D02 

The  complexities  of  correct  data 
interpretation  challenge  environmental 
scientists  everywhere.  Environmental 
software  packages  have  been  devel- 
oped to  address  the  various  needs  of 
data  analysts  and  decision  makers.  One 
frequent  need  is  for  the  reliable 
determination  of  outliers  in  a  data  set. 
Scout  is  user  friendly  and  menu  driven. 
It  was  developed  to  identify  multivari- 
ate or  univariate  outliers,  to  test 
variables  for  lack  of  normality,  to 
graph  raw  data  and  principal  compo- 
nent scores,  and  to  provide  output  of 
the  results  of  principal  component 
analysis.  Scout  provides  interactive 
graphics  in  two  and  three  dimensions. 
There  are  many  advantages  of  a 


graphical  display  of  data  in  a  multidi- 
mensional format:  it  allows  a  quick 
visual  inspection  of  data,  it  accentuates 
obvious  outliers,  and  it  provides  an 
easy  means  of  comparing  one  data  set 
with  another.  Scout  has  the  flexibility 
to  allow  viewing  and  limited  editing  of 
a  data  set.  Scout  features  on-line 
help,  with  a  'built  in'  user  guide. 

Specifications:  Diskette,   or  higher 
operating  system.  Language:  PASCAL. 
A  math  coprocessor  is  recommended 
but  not  required.  EGA  or  VGA  graphics 
is  required. 

♦  Site  Assessment  Information 
Directory  (SAID)  Region  1 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-506111HCR 
Price  code:  D03 

The  Site  Assessment  Information 
Directory  (SAID)  is  a  database  of 
information  sources  designed  to 
support  EPA  Regional,  state,  and 
contractor  staff  in  data  collection 
efforts  for  site  investigation  activities. 
SAID  is  designed  to  assist  data 
collection  activities,  especially  during 
Preliminary  Assessments  (PAs)  and  Site 
Inspections  (Sis),  and  to  support 
Hazard  Ranking  system  (HRS)  package 
preparation.  SAID  entries  are  cross- 
referenced  according  to  categories  of 
information  and  geographical  areas 
and  may  be  accessed  in  a  variety  of 
ways.  The  SAID  database  system  is 
supplemented  by  a  User's  Guide  and 
EPA  region  specific  'Phone  book' 
listing  of  information  sources. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB93- 192797.    System: 
IBM  compatible;  MS  DOS  operating 
system.  480K  RAM  required  (550+ 
recommended). 

♦  Site  Assessment  Information 
Directory  (SAID)  Region  2 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-506129HCR 
Price  code:  D03 

♦  Site  Assessment  Information 
Directory  (SAID)  Region  3 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-506137HCR 
Price  code:  D03 


♦  Site  Assessment  Information 
Directory  (SAID)  Region  4 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-506145HCR 
Price  code:  D03 

+  Site  Assessment  Information 
Directory  (SAID)  Region  5 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-506152HCR 
Price  code:  D03 

♦  Site  Assessment  Information 
Directory  (SAID)  Region  6 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-506160HCR 
Price  code:  D03 

♦  Site  Assessment  Information 
Directory  (SAID)  Region  7 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-506178HCR 
Price  code:  D03 

♦  Site  Assessment  Information 
Directory  (SAID)  Region  8 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-506186HCR 
Price  code:  D03 

♦  Site  Assessment  Information 
Directory  (SAID)  Region  9 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-506194HCR 
Price  code:  D03 

♦  Site  Assessment  Information 
Directory  (SAID)  Region  10 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-506202HCR 
Price  code:  D03 


Toxic  Substances  Control  Act  (TSCA) 

Chemical  Substances  Inventory: 

Reissued  Inventory  Production 

Information  File,  May  1986 

(Datafile) 

Environmental  Protection  Agency 

Order  number  PB86-220803HCR 

Price  code:  T03 

The  Toxic  Substances  Control  Act 

(TSCA)  Chemical  Substances  Inventory: 

Reissued  Inventory  Production 

Information  File  contains  production 

information  for  more  than  50,000 

chemicals. 

Specifications:  Magnetic  tape. 

Approximate  bytes:  57,868,720. 
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Toxic  Substances  Control  Act  (TSCA) 
Chemical  Substances  Inventory: 
Reissued  Inventory  Plantsite  Informa- 
tion, May  1986 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB86-220795HCR 
Price  code:  TO 2 

The  Toxic  Substances  Control  Act 
(TSCA)  Chemical  Substances  Inventory: 
Reissued  Inventory  Plantside  Informa- 
tion File  lists  names  and  addresses  for 
more  than  7000  processors  and 
manufacturers  of  chemicals. 


4  Toxic  Substances  Control  Act 
(TSCA)  Chemical  Substances 
Inventory:  Revised  Inventory  Syn- 
onym and  Preferred  Name  File,  June 
30,  1993 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-504595HCR 
Price  code:  T05 

This  computer  tape  contains  the 
Inventory  Synonym  Name  File  and  the 
Inventory  Preferred  Name  File  of  the 
Toxic  Substances  Control  Act  (TSCA) 
Toxic  Substance  Inventory.  These  files 
reflect  the  61,556  substances  on  the 
non-confidential  Inventory  file  as  of 
June  30,  1993.  The  EPA  'N*  flag,  which 
indicates  a  polymeric  substance 
containing  no  free-radical  initiator  in  its 
Inventory  name,  but  is  considered  to 
cover  the  desigated  polymer  made 
with  any  free-radical  initiator  regardless 
of  the  amount  used,  appears  on  these 
tapes  for  the  appropriate  polymers  that 
were  included  in  the  1990  Supplement. 
The  tapes  do  not  include  this  flag  for 
polymers  that  were  listed  in  the  1985 
Edition.  A  review  of  the  statistics  for 
the  amounts  of  CBI  and  non-CBI 
records  on  the  source  file  and  the  file 
that  produced  these  tapes,  as  well  as 
the  types  of  data  elements  selected, 
confirms  that  no  TSCA  CBI  data  are  on 
the  tapes. 

Specifications:  Magnetic  tape.  System: 
IBM  3090  500E;  MVS/XA  SP  3.1.E 
operating  system.  File  format:  EBCDIC. 
Utility  program:  See  Documentation. 
Tape  not  available  in  ASCII. 


♦  Toxic  Substances  Control  Act 
(TSCA)  Test  Submissions  Database 
(TSCATS)  -  Comprehensive  Update 
(Datafile) 

Environmental  Protection  Agency, 
Office  of  Pollution,  Prevention,  and 
Toxics 

Order  number  PB94-500147HCR 
Price  code:  T03 

The  Toxic  Substances  Control  Act  Test 
Submissions  Database  (TSCATS)  was 
developed  to  make  unpublished  test 
data  available  to  the  public.  The  test 
data  is  submitted  to  the  U.S.  Environ- 
mental Protection  Agency  by  industry 
under  the  Toxic  Substances  Control 
Act.  Test  is  broadly  defined  to  include 
case  reports,  episodic  incidents,  such 
as  spills,  and  formal  test  study  presen- 
tations. The  database  allows  searching 
of  test  submissions  according  to 
specific  chemical  identity  or  type  of 
study  when  used  with  an  appropriate 
search  retrieval  software  program. 
Studies  are  indexed  under  three  broad 
subject  areas:  health  effects,  environ- 
mental effects  and  environmental  fate. 
Additional  controlled  vocabulary  terms 
are  assigned  which  describe  the 
experimental  protocol  and  test 
observations.  Records  identify  refer- 
ence information  needed  to  locate  the 
source  document,  as  well  as  the 
submitting  organization  and  reason  for 
submission  of  the  test  data. 

Specifications:  Magnetic  tape. 

operating  system.  Utility  program:  VMS 
Copy  Utility. 

♦  •  U.S.  Environmental  Protection 
Agency  Civil  Enforcement  Docket 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB9 1-591 97 1HCR 
Price  code:  D02 

The  Civil  Enforcement  Docket  is  the 
U.S.  Environmental  Protection  Agency's 
system  for  tracking  civil  judicial  cases 
filed  on  the  Agency's  behalf  by  the 
Department  of  Justice.  This  Docket 
contains  information  on  civil  cases  filed 
from  1972  to  the  present.  It  includes  all 
case  information,  facility  information, 
and  defendant  information.  Case 
Information  contains  data  on  a  case 
such  as  it's  name, date  filed,  date 
concluded,  laws/sections  violated,  and 
penalty  information.  Facility  informa- 
tion contains  data  related  to  the  facility 
including  a  complete  address  and  EPA 


identification  number.  Finally,  defen- 
dant information  includes  all  the 
defendants  associated  with  the  case. 

Specifications:  Diskette.  File  format: 
ASCII.  Available  on  subscription,  U.S., 
Canada,  and  Mexico  price  $360;  price 
for  others  $720.  Issued  quarterly. 
System:  IBM  Compatible;  DOS  3.0  or 
greater  operating  system,  640K. 
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CLUSTER:  Software  to  Facilitate 
Analysis  of  Disease  Clusters  from 
Epidemiological  Data  (Version  3.1) 
(Software) 

Department  of  Health  and  Human 
Services,  Agency  for  Toxic  Substances 
and  Disease  Registry 
Order  number  PB93-502680HCR 
Price  code:  D03 

To  the  epidemiologist,  especially  those 
working  with  cancer,  birth  defects,  or 
environmental  or  occupational 
exposures,  disease  clusters  are  an 
enigma.  This  software  is  designed  to 
help  the  researcher  determine  if  there 
is  a  statistically  significant  chance  that  a 
cluster  occurred  other  than  by  random 
phenomenon.  Since  the  evaluation  of 
disease  clusters  is  a  complex  task,  it  is 
also  important  that  the  users  have 
familiarity  with  cluster  investigation 
and  analysis  before  attempting  to  use 
this  software.  The  software  includes  12 
statistical  methods  that  analyze  the 
significance  of  a  cluster  using  tech- 
niques that  evaluate,  time,  space,  and 
both  time  and  space  clustering.  The 
software  is  programmed  with  three 
major  categories  and  six  subcategories. 
The  major  categories  of  the  software 
are  (1)  CASE  DATA  (Case  Pairs  and 
Moving  Window),  (2)  CELL  DATA 
(Probability  Cell  and  Geographic  Cell), 
and  (3)  SURVEILLANCE  (Time  Series 
and  Birth  Defects).  There  are  twelve 
analysis  procedures  consisting  of  the 
(1)  KNOX,  (2)  BARTON,  (3)SCAN,  (4) 
CHEN,  (5)  PEARSON,  (6)  REMSA,  (7) 
OHNO,  (8)  GRIMSON,  (9)  TEXAS,  (10) 
POISSON,  (11)  SETS,  and  (12)  CUSUM 
methods.  Selection  of  method  of 
analysis  may  be  based  on  the  type  of 
data  available.  Methods  can  be 
grouped  into  two  categories  based  on 
whether  individual  data  is  available 
(KNOX,  BARTON,  SCAN,  CHEN, 
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PEARSON,  REMSA,  POISSON,  SETS, 
AND  CUSUM)  or  just  population  rates 
of  morbidity  or  mortality  (TEXAS, 
OHNO,  GRIMSON).  Examples  of  each 
method  are  presented  in  the  manual 
along  with  sample  datasets. 

Specifications:  Diskette.  System:  IBM 
compatible;  MS  DOS  32  or  higher 
operating  system.  Requires  51 2K  of 
RAM. 


Formaldehyde  and  Cancers  of  the 
Pharynx,  Sinus  and  Nasal  Cavity 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB87-148292HCR 
Price  code:  T04 

This  tape  contains  eight  files  of  data 
collected  for  an  EPA-sponsored  case- 
control  study  of  nasal  and  pharyngeal 
cancer  and  formaldehyde  associations. 
The  study  was  conducted  by  the  Fred 
Hutchinson  Cancer  Research  Center 
between  December,  1982  and  Febru- 
ary, 1986  through  a  subcontract  from 
Science  Applications  International 
Corporation.  The  study  attempted  to 
include  all  incident  cases  of  cancer  of 
the  nasal  cavity  and  sinus  occurring 
between  1/1/79  -  12/31/83,  and  cancer 
of  the  pharynx  occurring  between  1/1/ 
80  -  12/31/83.  The  study  population 
included  residents  of  13  counties  in 
western  Washington  who  were 
between  the  ages  of  20-74  at  the  time 
of  diagnosis.  The  study  data  were 
collected  through  interviews,  and 
include  information  on  the  demo- 
graphic, chemical  exposure,  smoking, 
alcohol,  and  medical  histories  of  the 
persons  interviewed. 


Gastrointestinal  Chemical  Absorption 
Database  1967  -  March  1985 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB86-146230HCR 
Price  code:  T02 

The  data  file  contains  3273  articles  on 
the  absorption,  distribution,  metabo- 
lism, and  excretion  of  approximately 
2600  chemicals  for  oral  routes  of 
administration  in  laboratory  animals  or 
in  man.  Both  quantitative  and  qualita- 
tive studies  were  included.  Extracted 
data  fields  include  number  of  figures, 
CAS  registry  number,  chemical  name, 
chemical  type,  chemical  characteristics, 
study  purpose,  organism  class,  species 


name,  strain,  test  duration,  and  route/ 
method.  Articles  were  selected  from  a 
literature  search  of  Chemical  Abstracts 
from  1967  -  March  1985. 

Specifications:  Magnetic  tape. 

Approximate  bytes:  15,679,920. 

Gastrointestinal  Chemical  Absorption 
Database  Supplement,  March  1987 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB87-202370HCR 
Price  code:  T02 

The  update  brings  the  total  coverage  of 
the  data  file  to  4078  articles  on  the 
absorption,  distribution,  metabolism, 
and  excretion  of  approximately  3000 
chemicals  for  oral  routes  of  administra- 
tion in  laboratory  animals  or  in  man. 
Both  quantitative  and  qualitative 
studies  are  included.  Extracted  data 
fields  include  number  of  figures,  CAS 
registry  number,  chemical  name, 
chemical  type,  chemical  characteristics, 
study  purpose,  organism  class,  species 
name,  strain,  test  duration,  and  route/ 
method.  Articles  were  selected  from  a 
literature  search  of  Chemical  Abstracts 
from  1967-April  1985. 

Specifications:  Magnetic  tape. 

Approximate  bytes:  3,742,160. 

Gastrointestinal  Chemical  Absorption 

Database,  1985-1987 

(Datafile) 

Environmental  Protection  Agency 
Order  number  PB88-245188HCR 
Price  code:  T02 

The  update  for  1985-1987  covers  863 
articles  on  the  absorption,  distribution, 
metabolism,  and  excretion  of  chemicals 
for  oral  routes  of  administration  in 
laboratory  animals  or  in  man.  Both 
quantitative  and  qualitative  studies  are 
included.  Extracted  data  fields  include 
number  of  figures,  CAS  registry 
number,  chemical  name,  chemical 
type,  chemical  characteristics,  study 
purpose,  organism  class,  species  name, 
strain,  test  duration,  and  route/method. 
Articles  were  selected  from  a  literature 
search  of  Chemical  Abstracts  from  May 
1985  -  December  1987.  A  correction 
file  to  previous  data  is  also  included  in 
the  tape. 

This  update  brings  the  total  datafile  to 
4941  articles  and  approximately  3000 
chemicals  for  the  period  1967-1987. 

Specifications:  Magnetic  tape.  .5 


operating  system.  File  format:  Unla- 
beled (Tape).  Approximate  bytes: 
1,275,040. 


Protein  Adducts  for  Exposure 
Monitoring:  A  Computerized  Data- 
base (CPAD) 
(Software) 

Environmental  Protection  Agency 
Order  number  PB92-501873HCR 
Price  code:  D02 

The  Computerized  Protein  Adducts 
Database  (CPAD)  was  created  to 
provide  an  efficient  means  of  updating 
and  disseminating  information  on 
protein  adducts  relating  to  their  utility 
as  dosimeters  of  exposure  to  environ- 
mental contaminatnts,  especially 
genotoxic  and/or  carcinogenic 
compounds.  The  programs  that  enable 
the  user  to  search,  modify,  or  update 
the  database  and  display  its  contents 
were  originally  written  in  the  DBASE 
III  PLUS  TM  programming  language, 
then  converted,  compiled  and  linked 
by  DBASE  IV  TM,  version  1.1.  The  final 
product  is  a  user-friendly,  menu- 
driven,  stand-alone  DBASE  application 
that  requires  little  from  the  user 
beyond  the  ability  to  read  the  screen 
and  operate  a  keyboard.  Even  a  'User's 
Manual'  is,  to  some  extent,  superflu- 
ous. The  present  document  largely 
represents  a  'hard'  copy  of  documenta- 
tion that  is  already  provided  within  the 
program  itself.  The  CPAD  diskette  also 
contains  a  copy  of  this  document 
which  may  be  viewed  on  screen  or 
printed  out  as  a  WORDPERFECT  TM 
5.0  document  file. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB92-155431.   System: 
IBM/PC;  MS  DOS  operating  system. 
Language:  dBase  III  Plus.  The  diskette 
contains  two  versions  of  this  software: 
dBASE  III  plus  and  dBASE  IV  ver- 
sion 1.1.  The  dBASE  III  plus  version 
may  be  used  with  or  without  dBASE  III 
plus.  However,  the  dBASE  IV  version 
only  works  if  dBASE  IV,  version  1.1  is 
installed  on  your  computer. 
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•  Quick  Guide  (NIOSH  Pocket  Guide 
to  Chemical  Hazards  including  EPA 
SARA  Title  III  Consolidated  Chemi- 
cals) 

(Datafile) 

Industrial  Hygiene  Services,  Inc. 
Order  number  See  below  for  each 
format 

Quick  Guide'  is  information  software 
developed  especially  for  industrial 
hygiene,  safety,  and  environmental 
professionals.  'Quick  Guide'  provides 
fast  and  easy  access  to  valuable 
chemical  information  derived  from  a 
variety  of  resources  including  NIOSH 
criteria  documents  and  Current 
Intelligence  Bulletins,  and  recognized 
references  in  the  fields  of  industrial 
hygiene  occupational  medicine, 
toxicology,  and  analytical  chemistry. 
'Quick  Guide'  presents  all  information 
contained  in  the  'NIOSH  Pocket  Guide 
to  Chemical  Hazards'.  With  'Quick 
Guide',  gain  easy  access  to  industrial 
hygiene  information  for  chemicals 
found  in  the  work  environment, 
including  substances  that  are  part  of 
Tables  Z-l-A  or  Z-2  of  the  OSHA 
General  Industry  Air  Contaminants 
Standard. 

FIND  THE  INFORMATION  YOU  NEED 
EASILY:  'Quick  Guide'  is  ideal  for  both 
novice  and  experienced  computer 
users.  With  a  few  simple  keystrokes 
you  can  select  any  one  or  more  of  the 
following  information  for  viewing: 

•  OSHA  permissible  exposure  limits 
(PELS)  and  NIOSH  recommended 
exposure  limits  (RELS); 

•  Chemical  &  Physical  properties, 
including  flammability  ratings; 

•  Synonyms  and  trade  names; 

•  Recommendations  for  personal 
protection; 

•  Recommendations  for  respirator 
selections  by  chemical  concentra- 
tions; 

•  DOT  and  RTECS®  numbers; 

•  Health  hazards  and  target  organs; 

•  Symptoms  and  routes  of  exposure 

•  Incompatibility  and  reactivity 
information; 

•  Odor  thresholds; 

•  Measurement  methods; 

•  SARA  Title  III  reporting  thresholds; 

•  First  aid  recommendations  and 
other  data. 

A  free  demonstration  disk  is  available. 
Call  NTIS  at  (703)  487-4650  and  ask  for 


Quick  Guide'  package,  PR-957. 

Specifications:  Diskette.  Includes 
search  software. 


Terrestrial  Toxicity  Database  (Terre- 

Tox),  1970-1985 

(Datafile) 

Environmental  Protection  Agency 
Order  number  PB86-178043HCR 
Price  code:  T03 

TERRE-TOX  is  a  new  data  base 
developed  for  the  U.S.  Environmental 
Protection  Agency  to  aid  in  evaluating 
pre-manufacturing  notices  and 
research.  TERRE-TOX  contains 
published  (1970  to  present)  informa- 
tion on  toxicity  of  anthropogenic 
substances  to  terrestrial  animals. 
Currently,  species  are  limited  to 
wildlife,  bees,  earthworms,  and 
laboratory  rodents  where  the  substance 
involved  is  likely  to  affect  wildlife.  The 
studies  deal  with  acute  toxicity, 
behavior,  reproduction,  physiological 
and  biochemical  responses.  Additional 
information  on  the  chemical  used  for 
each  study  (CAS  number,  purity, 
synonyms),  test  organisms  (species, 
common  name,  age),  and  test  condi- 
tions (route  of  administration,  dose 
regimen,  range  of  doses)  is  also 
provided.  TERRE-TOX  is  designed  to 
become  part  of  SPHERE  (Scientific- 
Parameters  for  Health  and  Environ- 
ment, Retrieval  and  Estimation)  within 
the  Chemical  Information  System  (CIS). 
In  addition,  capabilities  for  research 
into  structural  activity  relationships 
(SAR)  will  be  possible  after  link-up 
with  SANSS  (Structure  and  Nomencla- 
ture Search  System). 


U.S.  Cancer  Death  Counts,  1950-1979 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB84-236942HCR 
Price  code:  T05 

Death  counts  by  five  year  age  groups 
ending  with  age  85  and  older  by 
county,  state  and  the  U.S.,  by  race-sex 
(white/non-white  for  male,  female)  for 
35  groupings  of  cancers,  for  each  year 
from  1950  through  1979. 


U.S.  Cancer  Mortality  Rates  &  Trends, 

1950-1979 

(Datafile) 

Environmental  Protection  Agency 
Order  number  PB84-196914HCR 
Price  code:  T10 

This  report  contains  cancer  mortality 
rates  and  changes  in  rates  for  counties 
of  the  United  States  for  1950-1959, 
1960-1969,  and  1970-1979.  This  report 
includes  the  number  of  deaths  and 
cancer  mortality  rates  age-adjusted  to 
the  1970  U.S.  population  for  each  of  35 
site-specific  cancers  for  four  race-sex 
groups.  Further,  counties  are  ranked 
nationally  by  percentile  for  1970-1979 
age-adjusted  death  rates  and  for 
percent  change  from  1950-1959  to 
1970-1979. 


PESTICIDES 


General  Information  on  Applying  for 
Registration  of  Pesticides  in  the 
United  States 
(Datafile) 

Environmental  Protection  Agency, 
Office  of  Pesticide  Programs 
Order  number  PB92-504356HCR 
Price  code:  D02 

This  instruction  diskette,  which  is 
divided  into  18  chapters,  is  intended  to 
provide  a  general  overview  and 
guidance  for  persons  seeking  to 
register  a  pesticide  in  the  United  States. 
Every  attempt  has  been  made  to  make 
the  information  contained  in  this 
Instruction  Diskette  accurate  and 
current.  However,  changes  in  the 
Federal  Pesticide  Law  (Federal 
Insecticide,  Fungicide,  and  Rodenticide 
Act  (FIFRA),  regulations,  policies,  and 
requirements  are  an  ongoing  process 

Specifications:  Diskette.  File  format: 
WordPerfect  5.1.    System:  IBM  PC/AT 
286  or  higher;  H.P.  LaserJet  Series  11 
operating  system. 

Natural  Enemy  Risk  Assessment 

(NERISK) 

(Software) 

Environmental  Protection  Agency 
Order  number  PB92-500446HCR 
Price  code:  D06 
Natural  Enemy  Risk  Assissment 
(NERISK)  is  a  computer-aided  decision- 
support  system  designed  to  assist  the 
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user  in  examining  the  potential  risks  of 
pesticides  to  arthropod  natural  enemies 
(i.e.,  predators  and  parasitoids)  in 
agricultural  systems.  It  is  a  tool  that 
helps  to  organize,  store,  and  recall 
large  amounts  of  information  and 
make  it  readily  available  to  even 
novice  users.  It  is  also  a  mechanism  to 
integrate  diverse  information  sources, 
particularly  databases,  simulation 
models,  and  expert  opinions,  and  to 
provice  quantitative  estimates  of 
pesticide  risk  based  on  these  sources. 
NERISK  is  based  on  a  'shell'  expert 
system  called  RECOG,  and  was 
designed  and  developed  by  a  team 
workers  at  Oregon  State  University 
(Messing  et  al,  1989) 

Specifications:  Diskette.  File  format: 
ASCII.  Documentation  included;  may 
be  ordered  separately  as  PB92-1 14990. 
System:  IBM  PC/XT,  AT  or  com- 
patibles; PC  DOS  3-30  operating 
system,  640K.  Language:  Pascal.  A 
Math  co-processor  chip  and  EGA  color 
monitor  are  useful  in  operating  the 
simulation  model,  but  are  not  neces- 
sary to  run  the  program. 


SOLID  WASTE  &  HAZARDOUS 
MATERIALS 


♦  Biennial  Reporting  System  (BRS) 

1989 

(Datafile) 

Environmental  Protection  Agency, 
Office  of  Solid  Waste 
Order  number  PB93-507044HCR 
Price  code:  T04 

Product  contains  data  compiled  by  the 
Biennial  Reporting  System  (BRS)  for 
the  'National  Biennial  RCRA  Hazardous 
Waste  Report  (Based  on  1991  data)'. 
The  data  were  collected  by  states  using 
the  T991  National  Hazardous  Waste 
Report  Instructions  and  Forms'  (EPA 
Form  8700-13-A/B  (Revised  08-91),  or 
the  state's  equivalent  information 
source.  Data  for  all  states  are  included. 
Data  for  reports  protected  by  RCRA 
Confidential  Business  Information 
(CBI)  claims  not  included.  The  data 
contains  information  describing  the 
RCRA  wastes  generated  and/or 
managed  during  1991  by  RCRA 
Treatment,  Storage  and  Disposal 
Facilities  (TSDFs)  and  RCRA  Large 
Quantity  Generators  (LQGs).  Data  are 


reported  by  sites  meeting  the  LQG 
and/or  TSDF  definitions.  Sites  are 
identified  by  their  EPA/RCRA  identifi- 
cation number.  Response  codes  match 
those  of  the  '1991  Hazardous  Waste 
Report:  Instructions  and  Forms'  (EPA 
Form  8700-13-A/B  (5/80)  (Revised  08- 
91). 

Specifications:  Magnetic  tape.  System: 
IBM  ES/9000  operating  system.  Utility 
program:  IEBGENER. 

♦  Biennial  Reporting  System  (BRS) 
Data:  Generation  and  Management  of 
Hazardous  Waste,  1991 
(Datafile) 

Environmental  Protection  Agency, 
Office  of  Solid  Waste 
Order  number  PB94-500758HCR 
Price  code:  T04 

Product  contains  data  compiled  by  the 
Biennial  Reporting  System  (BRS)  for 
the  'National  Biennial  RCRA  Hazardous 
Waste  Report  (Based  on  1991  data)'. 
The  data  were  collected  by  states  using 
the  '1991  National  Hazardous  Waste 
Report  Instructions  and  Forms'  (EPA 
Form  8700-13-A/B  (Revised  08-91),  or 
the  state's  equivalent  information 
source.  Data  for  all  states  are  included. 
Data  for  reports  protected  by  RCRA 
Confidential  Business  Information 
(CBI)  claims  not  included.  The  data 
contains  information  describing  the 
RCRA  wastes  generated  and/or 
managed  during  1991  by  RCRA 
Treatment,  Storage  and  Disposal 
Facilities  (TSDFs)  and  RCRA  Large 
Quantity  Generators  (LQGs).  Data  are 
reported  by  sites  meeting  the  LQG 
and/or  TSDF  definitions.  Sites  are 
identified  by  their  EPA/RCRA  identifi- 
cation number.  Response  codes  match 
those  of  the  '1991  Hazardous  Waste 
Report:  Instructions  and  Forms'  (EPA 
Form  8700-13-A/B  (5/80)  (Revised  08- 
91). 

Specifications:  Magnetic  tape.   System: 
IBM  ES/9000  operating  system.  Utility 
program:  IEBGENER. 


♦  •  CERCLIS  (Comprehensive 
Environmental  Response,  Compensa- 
tion, and  Liability  Information 
System)  Site  Location  Extract 
(Datafile) 

Environmental  Protection  Agency, 
Office  of  Pesticide  Programs 
Order  number  PB91-5913HHCR 
Price  code:  T02 

This  file  contains  data  on  potentially 
hazardous  waste  sites  that  have  been 
reported  to  the  Environmental  Protec- 
tion Agency  by  states,  municipalities, 
private  companies  and  private  persons, 
persuant  to  Section  103  of  the  Compre- 
hensive Environmental  Response, 
Compensation  and  Liability  Act 
(CERCLA)  of  1980,  as  amended.  The 
file  contains  information  on  the  name 
and  alias  names,  location,  and  indica- 
tors for  National  Priority  Status  and 
Federal  Facility.  We  cannot  claim  that 
CERCLIS  contains  all  the  potential 
hazardous  sites  that  exist.  Therefore, 
although  the  property  in  which  you  are 
interested  in  is  not  currently  listed  in 
this  database,  this  is  NOT  a  guarantee 
that  a  hazardous  waste  problem  does 
not  exist  there. 

Specifications:  Magnetic  tape. 

Canada,  and  Mexico  price  $2,880;  price 
for  others  $5,760.  Issued  monthly. 
Available  in  9-track,  EBCDIC  character 
set  tape,  1600  bpi  or  6250  bpi. 
Documentation  included;  may  be 
ordered  separately  as  PB90-215120. 
System:  IBM  3090-300;  MVS/XA 
operating  system.  Also  available  as  a 
quarterly  subscription  for  $960. 

Closure  Evaluation  System  (CES) 
Version  1.1  (5  1/4  inch)(for  microcom- 
puters) 
(Software) 

Environmental  Protection  Agency,  Risk 
Reduction  Engineering  Laboratory 
Order  number  PB93-502888HCR 
Price  code:  D02 

The  Closure  Evaluation  System  (CES)  is 
a  decision  support  tool  designed  to 
serve  as  a  checklist  for  identifying 
potential  design  problems  in  landfill 
closures.  The  system  is  comprised  of 
three  component  systems  designed  to 
provide  advice  about  closure  of 
hazardous  waste  land  disposal  sites. 
The  Vegetative  Cover  Evaluation 
System  advises  whether  a  proposed 
vegetation  will  meet  basic  EPA  criteria 
such  as  drought  resistance,  protection 


•  —  Subscription  ♦  —  New  since  last  edition 
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against  erosion,  and  minimum  contin- 
ued maintenance.  It  confirms  that  the 
planting/seeding  plan  is  consistent 
with  horticulture  practices  and  that  the 
selected  plant  species  is  compatible 
with  regional  climate  characteristics. 
The  Final  Cover  Evaluation  System 
advises  whether  a  proposed  final  cover 
design  includes  the  minimum  compo- 
nents required  by  EPA,  whether  the 
system  will  function  as  required  by 
EPA,  and  if  it  adheres  to  basic  con- 
struction principles  for  RCRA  caps  as 
outlined  in  EPA  technical  resource 
documents.  The  Leachete  Collection 
Evolution  System  advises  whether  a 
proposed  leachete  collection  design 
will  perform  satisfactorily.  It  perform  a 
number  of  calculations  intended  to 
expose  potential  design  flaws.  It  is  a 
design  review  tool  that  screens  various 
characteristics  of  a  leachete  collection 
system  including  hydraulic  capacity  of 
the  system,  pipe  strength,  and  potential 
for  clogging.  Since  each  component  is 
a  'stand  alone'  system,  you  can  work 
with  one  component  during  a  CES 
consultation  or  work  with  all  three 
components  in  any  order. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB93-144533-   System: 
IBM  PC  or  compatible;  DOS  50  or 
greater  operating  system,  500K. 
Language:  Knowledge  Pro. 


♦  Consolidated  List  of  Chemical 
Subject  to  Reporting  Under  the 
Emergency  Planning  and  Community 
Right  to  Know  Act:  SARA  Section  302 
Extremely  Hazardous  Substances, 
CERCLA  Hazardous  Substances  and 
SARA  Section  313  Toxic  Chemicals 
(Title  III,  List  of  Lists) 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB92-501774HCR 
Price  code:  D02 

This  is  the  diskette  based  version  of 
the  Office  of  Toxic  Substances 
Consolidated  List  of  Chemicals  Subject 
to  Reporting  Under  Title  III  of  the 
Superfund  Amendments  and  Reauthori- 
zation Act  of  1986  (SARA)  and  SARA 
Section  302  Extremely  Hazardous 
Substances,  as  well  as  CERCLA 
Hazardous  Substances.  Title  III  is  also 
known  as  the  Emergency  Planning  and 
Community  Right  to  Know  Act.  The 
diskette  is  designed  to  generate  either 
a  printout  or  a  dBase  III  file  from  any 


IBM  or  IBM  compatible 

Specifications:  Diskette.  File  format: 
ASCII  text  and  dBase  III.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB92- 155399.   System: 
IBM/PC;  MS  DOS  operating  system, 
diskette  contains  self  extracting 
compressed  files.   Requires  6.5Mb  of 
hard  disk  storage,  Print  software 
produces  printed  output  from  the 
dBase  files  for  those  who  do  not  have 
dBase.  No  software  other  than  DOS  is 
required  to  use  print  program. 

Flexible  Membrane  Liner  Advisory 
Expert  System  (FLEX) 
(Software) 

Environmental  Protection  Agency,  Risk 
Reduction  Engineering  Laboratory 
Order  number  PB93-502631HCR 
Price  code:  D02 

Flexible  Membrane  Liner  Advisory 
Expert  System  (FLEX),  assists  in  the 
interpretation  of  the  data  from  EPA 
Method  9090  tests.  The  U.S.  Environ- 
mental Protection  Agency  uses  Method 
9090  as  the  standard  test  for  determin- 
ing the  chemical  compatibility  of 
flexible  membrane  liners  used  in  solid 
waste  containment  applications. 
The  FLEX  system  uses  artificial 
intelligence  techniques  to  analyze 
selected  EPA  Method  9090  test  results. 
The  program's  design  enables  the 
system  to  quickly  run  the  9090  test 
data  through  a  large  number  of  rules 
representing  conventional  liner 
standards.  It  then  generates  a  report 
detailing  data  ommissions,  inconsisten- 
cies, and  any  indications  that  the  liner 
may  be  unsuitable  for  containment  of 
the  test  leachate  or  a  chemically  similar 
substance 

Specifications:  Diskette.  File  format: 
ASCII.  Documentation  included;  may 
be  ordered  separately  as  PB93-134872. 
System:  IBM  80386  or  Compatible; 
DOS  5.0  operating  system,  500K. 
Language:  C. 


Geosynthetic  Modeling  System  (GM) 
Version  1.1  (5  1/4  inch) 
(Software) 

Environmental  Protection  Agency,  Risk 
Reduction  Engineering  Laboratory 
Order  number  PB93-502870HCR 
Price  code:  D02 

In  cooperation  with  Robert  Hartley  of 
the  Land  Pollution  Control  Division 
(LPCD)  of  the  Hazardous  Waste 
Engineering  Research  Laboratory 
(HWERL)  in  Cincinnati,  Ohio,  Gregory 
N.  Richardson  of  Soil  and  Material 
Engineers,  Inc.,  and  Robert  M.  Koerner 
of  the  Geosynthetic  Research  Institute 
at  Drexel  University,  have  completed  a 
document  entitled  'Geosynthetic 
Design  Guidance  for  Hazardous  Waste 
Landfill  Cells  and  Surface  Impound- 
ments'. In  an  effort  to  computerize  the 
document's  design  problems,  the 
Geosynthetic  Modeling  System  (GM 
system)  was  produced.  The  objectives 
of  this  modeling  system  are  to  increase 
the  speed  of  calculation  of  results  and 
to  reduce  the  frequency  of  human 
error  resulting  from  manual  calcula- 
tions. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB93-144525.   System: 
IBm-PC  or  comptaible;  DOS  5.0  or 
greater  operating  system,  200K. 
Language:  Basic. 

♦  •  Hazardous  Materiel  Data  File 
(HMDF),  Quarterly  Update 
(Datafile) 

Department  of  Defense 

Order  number  PB91-59H61HCR 

Price  code:  TO 2 

Tine  Hazardous  Materiel  Data  File 

(HMDF)  purpose  is  to  provide  storage 

and  transportation  information  on 

chemical,  radioactive  and  ammunition 

items  in  the  Army  inventory.  Data  is 

taken  from  the  Army  Central  Logistics 

Data  Bank  (ACLDB). 

Specifications:  Magnetic  tape. 

Canada,  and  Mexico  price  $960;  price 
for  others  $1,920.  Issued  quarterly. 
Available  in  9-track,  EBCDIC  character 
set  tape,  1600  bpi,  6250  bpi,  or  3480 
cartridge.     System:  AMDAHL  5890; 
MVS/XA  operating  system. 
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Hazardous  Waste  Treatment,  Storage, 
and  Disposal  Facilities  (TSDF)  Air 
Emmission  Models 
(Software) 

Environmental  Protection  Agency 
Order  number  PB88-198601HCR 
Price  code:  D02 

Analytical  Models  are  presented  for 
estimating  air  emissions  from  Hazard- 
ous Waste  Treatment,  Storage,  and 
Disposal  Facilities  (TSDF).  Air  emission 
models  have  been  developed  for 
aerated  and  nonaerated  surface 
impoundments,  land  treatment 
facilities,  landfills,  and  wastepiles. 
Emission  model  predictions  are 
compared  to  available  field  data. 
The  models  have  been  assembled  into 
a  spreadsheet  (Lotus  1-2-3)  that  is 
included  in  this  report  as  floppy 
diskette  for  use  on  microcomputer. 

Specifications:  Diskette.   Diskettes  are 
in  the  Lotus  1-2-3  spreadsheet  format 
for  implementation  on  IBM-PC. 

♦  Hyperventilate  -  Decision  Support 
Software  for  Soil  Vapor  Extraction 
Technology  Application  (IBM  and 
Macintosh  Versions)(Version  2.0)(for 
microcomputers) 
(Software) 

Environmental  Protection  Agency,  Risk 
Reduction  Engineering  Laboratory 
Order  number  PB93-502664HCR 
Price  code:  D03 
Soil  Vapor  Extraction  (SVE)  is  a 
proven,  in  site  corrective  action 
technology  that  can  remove  Volatile 
Organic  Compounds  (VOC)  and 
selected  residual  petroleum  hydrocar- 
bons from  unsaturated  soils.  To  assist 
regulators,  investigators,  and  Under- 
ground Storage  Tanks  (UST)  owners  in 
evaluating  whether  SVE  is  an  appropri- 
ate cleanup  technology  for  use  at  UST 
sites,  decision  support  software  entitled 
Hyperventilate  has  been  developed. 
Hyperventilate  is  an  interactive, 
software  guidance  system  for  evaluat- 
ing the  feasibility  of  using  SVE  at  a 
specific  site  based  on  site  and  contami- 
nant characteristics.  Hyperventilate  is 
designed  to  :  (1)  identify  the  level  of 
site  data  required  to  evaluate  SVE 
systems,  (2)  evaluate  soil  penneability 
test  results,  (3)  approximate  the 
minimum  number  of  extraction  wells 
likely  to  be  needed,  and  (4)  provide  a 
rough  approximation  of  the  system's 
desired  and  maximum  removal  rates. 


Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB93-134880.   System: 
IBM  compatible  or  Apple  Macintosh; 
MS  DOS  or  Apple  Macintosh  operating 
system,  24MB.  Language:  Fortran  C++. 
The  IBM  compatible  version  requires  a 
computer  equipped  with  at  least  80386 
processor,  4Mb  RAM,  and  VGA.  The 
use  of  Spinnaker  PLUS  (a  run-time 
version)  in  a  Microsoft  Windows  (3-0 
version)  is  mandatory  in  order  for  the 
program  to  operate.  Information  on 
Spinnaker  PLUS  can  be  obtained  from: 
Spinnaker  Software,  201  Broadway, 
Cambridge,  MA  02139,  (617)  494-1200. 

National  Sewage  Sludge  Survey 

(NSSS),  1988 

(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-500403HCR 
Price  code:  D05 
Under  the  direction  of  the  U.S. 
Environmental  Protection  Agency 
(EPA),  SAIC  conducted  the  1988 
National  Sewage  Sludge  Use  and 
Disposal  Questionnaire  Survey.  The 
main  objective  of  this  survey  was  to 
collect  data  on  sewage  sludge  genera- 
tion and  use  or  disposal  practices  to 
support  the  development  of  standards 
for  the  use  or  disposal  of  sewage 
sludge. The  Questionnaire,  Data 
Conventions,  and  Analytical  Databases, 
in  ASCII  format,  for  the  1988  National 
Sewage  Sludge  Use  and  Disposal 
Survey  (NSSS)  are  available  on  35' 
diskettes.  Data  collected  in  the 
questionnaire  component  of  the  survey 
are  contained  in  the  Questionnaire 
Database.  Revised  questionnaire  data, 
including  regulatory  analytical  use  or 
disposal  practices,  followup  informa- 
tion from  the  Publicly  Owned  Treat- 
ment Works  (POTWs),  and  imputed 
values  for  missing  or  improbable 
responses  which  could  not  be  re- 
solved, are  recorded  in  the  Data 
Conventions  Database.  Chemical 
concentrations  from  sewage  sludge 
samples  collected  just  prior  to  disposal 
are  recorded  in  the  Analytical  Database 

Specifications:  Diskette.  File  format: 
ASCII.  Documentation  included;  may 
be  ordered  separately  as  PB93-H1607 
and  PB93-1 11615.   System:  IBM  PC  or 
Compatible;  MS  DOS  operating  system. 


PA-Score  (Preliminary  Assessment 
Score),  Version  2.1,  3  1/2  inch 
(Software) 

Environmental  Protection  Agency 
Order  number  PB93-500353HCR 
Price  code:  D02 

The  PA-Score  computer  program  has 
been  developed  to  assist  Superfund 
site  assessment  investigations  in  the 
Hazard  Ranking  System  (HRS)  at  the 
Preliminary  Assessment  stage  of  site 
scoring.  The  Preliminary  Assessment  is 
used  to  assess  the  relative  threat 
associated  with  actual  or  potential 
releases  of  hazardous  substances  to 
ground  water,  surface  water,  soil,  and 
air.  Version  2.1  is  an  update  that 
resolves  a  programming  error  in  the 
scoring  of  the  resident  population 
targets  for  soil  exposure. 

Specifications:  Diskette.  File  format: 
ASCII  .  Documentation  included;  may 
be  ordered  separately  as  PB93-108322. 
System:  IBM  compatible;  MS  DOS 
operating  system,  384K.  Language: 
Compiled  C. 

Planning  a  Port  Interface  for  an 
Ocean  Incineration  System 
(Software) 

Department  of  Transportation 
Order  number  PB86-228152HCR 
Price  code:  D02 

The  model  has  been  written  to  assist 
potential  incinerator  ship  owners, 
government  officials,  port  developers 
and  the  general  public  in  planning  the 
port  interface  for  ocean  incineration 
systems.  The  port  is  an  integral 
component  of  the  logistic  system.  A 
logistical  system  provides  means  for 
transporting  wastes  from  waste 
generators'  facilities  to  final  open 
ocean  incineration,  including  tempo- 
rary storage  functions  required  en 
route.  The  system  performs  all 
functions  required  to  get  wastes 
aboard  a  vessel  in  a  form  which  will 
allow  their  safe,  successful  and  legal 
incineration.  The  model  focuses  more 
on  a  methodology  for  dealing  with  the 
controversial  situation  surrounding 
ocean  incineration. 

Specifications:  Diskette.  Language: 
FORTRAN.  Software  requires  the  use  of 
Symphony. 


•  —  Subscription 


♦  —  New  since  last  edition 


U.S.  Government  Environmental  Datafiles  &  Software 


30     SOLID  WASTE  &  HAZARDOUS  MATERIALS 


•  Preliminary  Ranking  Evaluation 
Score  (PREscore)  Version  2.0 
(Software) 

Environmental  Protection  Agency 
Order  number  PB93-505915HCR 
Price  code:  D03 

The  PREscore  computer  program  has 
been  developed  to  assist  Superfund 
site  assessment  investigations  in 
Hazard  Ranking  System  (HRS)  site 
scoring.  The  HRS  is  used  to  assess  the 
relative  threat  associated  with  actual  or 
potential  releases  of  hazardous 
substances  to  ground  water,  surface 
water,  soil,  and  air.  The  HRS  is  the 
primary  means  by  which  EPA  evaluates 
sites  for  the  National  Priorities  List 
(NPL),  the  list  of  the  hazardous  waste 
sites  that  are  eligible  for  remedial 
funding  under  the  Superfund  program. 
PREscore  is  designed  to  be  user- 
friendly,  operating  via  hierarchically- 
dependent  spreadsheets  that  allow 
data  to  be  entered  quickly  and 
efficiently.  Significant  program  features 
include: 

•  Instant  score  calculation  and 
continuous  score  display 

•  Multiple  site-scenario  testing 
capability 

•  Extensive  Help  screens 

•  Comprehensive  documentation 
ability 

PREscore  fully  automates  the  HRS, 
allowing  for  the  entry  and  evaluation 
of  all  types  of  site-related  information 
including  sampling  data,  waste 
quantities  and  waste  characteristics, 
physical  parameters  of  the  site, 
population  data,  and  administrative 
information.  In  addition,  PREscore 
contains  HRS-related  hazardous 
substance  information  derived  from  the 
Agency's  Superfund  Chemical  Data 
Matrix  (SCDM),  which  includes 
substance  characteristics  such  as 
toxicity  and  persistence,  and  concen- 
tration benchmarks  for  the  substances 
commonly  encountered  at  Superfund 
sites  (Currently  over  300  substances). 
PREscore  is  accompanied  by  PREprint, 
a  program  that  produces  an  extensive 
documentation  record  for  sites 
evaluated  by  PREscore. 
PREscore  requires  no  specialized 
computer  experience  and  has  no 
additional  software  requirements. 
However,  PREscore  does  require  the 
user  to  be  familiar  with  the  HRS. 
PREscore  Version  2.0  updates  the 


previous  PREscore  versions  1.0  and  1.1 
with  program  modifications  and 
information  on  hazardous  contami- 
nants from  the  March  1993  Superfund 
Chemical  Data  Matrix. 

Specifications:  Diskette.   System:  IBM- 
PC  or  compatible;  MS  DOS  3.1 
operating  system,  384K.  Language: 
Compiled  'C. 


Problem  Principal  Organic  Hazardous 
Constituents  (POHC)  Reference 
Directory 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB91-507749HCR 
Price  code:  D04 

The  hazardous  waste  incineration 
program  is  highly  dependent  on  the 
regional  permit  writers  and  their 
knowledge  of  analytical  methods  for 
determining  principal  organic  hazard- 
ous constituents  (POHC's).  Every  trial 
burn  plan  must  be  approved  by  the 
regional  permit  writer.  Because  of  the 
myriad  of  compounds  that  are  pro- 
posed as  test  chemicals  and  because  of 
the  everchanging  status  of  analytical 
methodology  for  trace  organic  analysis, 
a  tremendous  burden  is  placed  on  the 
permit  writer  to  stay  abreast  of  the 
developments  in  the  field.  Currently 
there  is  no  means  to  keep  permit 
writers  informed  of  advances  in 
measurement  technology. 
Measurement  methods  for  many  of  the 
compounds,  designated  'problem 
POHC's'  are  difficult  to  determine  or 
cannot  be  determined  at  all  with 
current  technology.  The  purppose  of 
this  report  was  to  assemble  data  on  the 
Appendix  VIII  compounds  relative  to 
their  analytical  method  status,  physical 
properties  and  combustion  properties. 
The  objective  is  to  provide  regional 
hazardous  waste  permit  writers  with 
immediate  acccess  to  these  data  to 
assist  them  in  their  review  of  trial  burn 
sampling  and  analysis  plans. 
The  computer  discs  contain  dBase  III 
Plus  compatible  files  containing  the 
information  described  above  and 
search  controlling  program  instruc- 
tions. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB9T201061.    System: 
IBM  XT  and  Compatible;  DOS  2.0  and 
higher  operating  system,  640K. 


♦  Protocol  -  A  Computerized  Solid 
Waste  Quantity  and  Composition 
Estimation  System  (Version  1 .02) 
(Software) 

Environmental  Protection  Agency 
Order  number  PB93-506061HCR 
Price  code:  D03 

This  computer  program  is  concerned 
with  the  design  of  sampling  protocols 
and  the  analysis  of  data  for  the 
estimation  of  solid  waste  quantity  and 
composition.  It  will:  1.  Construct  and 
add  to  a  quantity  data  file;  2.  Construct 
and  add  to  a  composition  data  file;  3- 
Analyze  set  of  raw  solid  waste  quantity 
data  and  make  estimates  of  means  and 
totals;  4.  Analyze  a  set  of  composition 
data  and  make  estimates  of  component 
means  and  totals;  5.  Determine  the 
sample  sizes  necessary  to  determine 
waste  composition.  The  modules  in 
this  program  will  trap  data-entry  errors 
and  illogical  data,  and  a  full-screen 
editor  is  also  provided  so  that  errors  so 
detected  can  be  corrected  by  the  user 
without  leaving  the  program. 

Specifications:  Diskette.   System:  IBM 
compatible;  MS  DOS  operating  system. 
Language:  FORTRAN.  Documentation 
included  in  this  package  as  PB91- 
201699.  Documentation  is  not  available 
separately. 


♦  Regulatory  and  Investigative 
Treatment  Zone  (RITZ)  Model 
(Software) 

Environmental  Protection  Agency 
Order  number  PB88-195532HCR 
Price  code:  Tl  1 

An  interactive  software  system  was 
developed  to  enable  decision  makers 
to  simulate  the  movement  and  fate  of 
hazardous  chemicals  during  land 
treatment  of  oily  wastes.  The  math- 
ematical model  known  as  the  Regula- 
tory and  Investigative  Treatment  Zone 
Model  or  RITZ  was  developed  and 
published  earlier  by  Short  (1985).  The 
model  incorporates  the  influence  of  oil 
in  the  sludge,  water  movement, 
volatilization,  and  degradation  upon 
the  transport  and  fate  of  a  hazardous 
chemical.  The  manual  describes  the 
conceptual  framework  and  assump- 
tions used  by  Short  (1985)  in  develop- 
ing the  model.  It  then  explains  the 
micro-computer  hardware  and  software 
requirements,  the  input  parameters  for 
the  model,  and  the  graphical  and 
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tabular  outputs  which  can  be  selected. 
Illustrations  of  the  use  of  the  software 
are  also  included.  The  computational 
equations  developed  by  Short  (1985) 
are  presented  for  completeness  but  are 
not  derived. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB88-195540.  Issued  N/A. 
System:  IBM-PC,XT,AT;  PC-DOS  or  MS- 
DOS  2.1  +  operating  system,  256K. 
Language:  TurboPascal.  Requires  an 
8087  or  80287  math  coprocessor. 

♦  •  Resource  Conservation  and 
Recovery  Information  System 
(RCRIS)  Extract  Tapes 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-592571HCR 
Price  code:  Tl  1 

RCRIS  contains  information  on 
hazardous  waste  handlers  regulated  by 
the  Environmental  Protection  Agency 
(EPA)  under  the  Resource  Conserva- 
tion and  Recovery  Act  (RCRA),  Data  is 
supplied  by  the  regulated  community 
and  RCRA  permitting  and  compliance 
program  personnel. 
RCRIS  is  a  national  system  which 
supports  the  Resource  Conservation 
and  Recovery  Act  (RCRA)  program 
through  the  tracking  of  events  and 
activities  related  to  facilities  which 
generate,  transport,  and  treat,  store,  or 
dispose  of  hazardous  waste. 
All  hazardous  waste  handlers  are 
required  to  notify  EPA  of  their  exist- 
ence by  submitting  the  Federal 
Notification  of  Regulated  Waste  Activity 
Form  (EPA  Form  8700-12)  or  a  State 
equivalent  form.  The  Notification  form 
provides  basic  identification  informa- 
tion (e.g.,  handler  name  and  location 
address,  and  owner/operator  and 
contact  names,  addresses  and  phone 
numbers),  specific  hazardous  waste 
activities  (e.g.,  generator,  transporter, 
or  treatment/storage/disposal),  and 
wastes  handled.  Treatment,  storage 
and  disposal  facilities  (TSDFs)  are 
further  required  to  submit  Part  A  (EPA 
Form  8700-23)  and  Part  B  of  their 
Hazardous  Waste  Permit  Application. 
The  Part  A  form  provides  more 
detailed  information  concerning  wastes 
handled,  plus  SIC  codes  and  process 
data.  Information  from  the  Notification 
and  Part  A  forms  described  above, 
permit  issuance  data  supplied  by  RCRA 


permit  writers,  and  non-sensitive 
compliance  and  enforcement  data 
collected  by  compliance  program 
personnel  is  included  on  the  tapes. 

Specifications:  Magnetic  tape. 

Approximate  annual  cost  for  U.S., 
Canada,  and  Mexico  $2540;  price  for 
others  $5080.  Available  in  9-track, 
EBCDIC  character  set  tape,  1600  bpi, 
6250  bpi,  or  3480  cartridge.    Documen- 
tation included;  may  be  ordered 
separately  as  PB93-183499  and  PB93- 
192656.    System:  IBM  ES  9021/900; 
MVS/ESA  operating  system.  Utility 
program:  IEBGENER.  Data  Base 
Language:  FOCUS. 

RETC  Code  for  Quantifying  the 
Hydraulic  Functions  of  Unsaturated 
Soils 
(Software) 

Environmental  Protection  Agency 
Order  number  PB92-501329HCR 
Price  code:  D02 
This  report  describes  the  RETC 
computer  code  for  analyzing  the  soil 
water  retention  and  hydraulic  conduc- 
tivity functions  of  unsaturated  soils. 
These  hydraulic  properties  are  key 
parameters  in  any  quantitative  descrip- 
tion of  water  flow  into  and  through  the 
unsaturated  zone  of  soils.  The  program 
uses  the  parametric  models  of  Brooks- 
Corey  and  van  Genuchten  to  represent 
the  soil  water  retention  curve,  and  the 
theoretical  pore-size  distribution 
models  of  Mualem  and  Burdine  to 
predict  the  unsaturated  hydraulic 
conductivity  function  from  observed 
soil  water  retention  data.  The  report 
fives  a  detailed  discussion  of  the 
different  analytical  expressions  used 
for  quantifying  the  soil  water  retention 
and  hydraulic  conductivity  functions.  A 
brief  review  is  also  given  of  the 
nonlinear  least-squares  parameter 
optimization  method  used  for  estimat- 
ing the  unknown  coefficients  in  the 
hydraulic  models.  Several  examples  are 
presented  to  illustrate  a  variety  of 
program  options.  The  program  may  be 
used  to  predict  the  hudraulic  conduc- 
tivity from  observed  soil  water 
retention  data  assuming  that  one 
observed  conductivity  value  (not 
necessarily  at  saturation)  is  available. 
The  program  also  permits  one  to  fit 
analytical  functions  simultaneously  to 
observed  water  retention  and  hydraulic 
conductivity  data.  The  report  serves  as 


both  a  user  manual  and  reference 
document.  Detailed  information  is 
given  on  the  computer  program  along 
with  the  instructions  for  data  input 
preparation  and  sample  input  and 
output  files.  A  listing  of  the  source 
code  is  also  provided. 

Specifications:  Diskette.  System:  IBM 
compatible;  MS  DOS  operating  system, 
640K.  Language:  FORTRAN  /compiled 
an. 

Soiliner  Version  1 
(Software) 

Environmental  Protection  Agency 
Order  number  PB87-126033HCR  $75 
Among  the  provisions  of  the  Hazard- 
ous and  Solid  Waste  Amendments  of 
1984  are  minimum  technological 
requirements  for  hazardous  waste 
landfills,  surface  impoundments  and 
waste  piles.  These  provisions  are 
found  in  Sections  3004(o)  and  3015  of 
the  Resource  Conservation  and 
Recovery  Act  (RCRA)  and  further 
defined  in  the  Part  264  regulation  and 
associated  guidance.  Any  new  surface 
impoundment  must  install  two  or  more 
liners  and  a  leachate  collection  system 
between  such  liners.  The  lower  liner 
must  be  designed,  operated,  and 
constructed  to  prevent  breakthrough  of 
constituents  over  the  period  of 
operation,  including  any  post-closure 
care  period.  A  computer  program, 
SOILINER,  has  been  developed  to 
assist  in  the  evaluation  of  these  liners. 

Specifications:  Diskette.   +  operating 
system,  256K.  Hard  disk  required; 
Lotus  123  recommended  for  graphics 
output;  Math  coprocessor  chip  and 
graphics  board  recommended. 
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ASSESS  1.01  A 
(Software) 

Environmental  Protection  Agency, 
Office  of  Research  and  Development 
Order  number  See  below  for  each 
format 

Price  code:  D02 

ASSESS  is  an  interactive  program 
designed  to  assist  the  user  in  statisti- 
cally determining  the  quality  of  data 
from  soil  samples  taken  at  a  hazardous 
waste  site. This  user-friendly  program 
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was  created  to  assess  precision  and 
bias  in  the  sampling  of  soils.  The  total 
error  in  a  sampling  regimen  is  the  sum 
of  measurement  variability  and  natural 
variability  of  the  contamination.  It  is 
the  field  scientist's  challenge  to 
mitigate  the  measurement  variability  by 
careful  sample-taking,  thoughtful 
sampling  design,  and  the  use  of 
recommended  quality  assessment 
samples.  The  greatest  potential  for 
error,  both  random  and  bias,  is  in  the 
sampling  step.  Field  conditions,  tool 
contamination,  operator  differences,  all 
can  affect  variability  and  bias  in  a 
sample  before  it  gets  to  the  analytical 
step. 

The  value  of  ASSESS  is  its  ability  to 
detect  and  isolate  error  at  critical  steps 
in  the  sampling  and  measurement 
function.  Installation  is  simple  and  is 
described  in  the  User's  Guide  refer- 
enced at  the  end  of  this  text. 
ASSESS  plots  graphics  directly  on  the 
screen  to  give  the  user  a  quick  look  at 
data  or  results.  All  graphics  can  be 
formatted  to  give  hard  copy  via 
plotters  or  other  graphics  printers. 
ASSESS  checks  for  missing  data  and  for 
data  input  errors  of  sufficient  magni- 
tude to  fall  outside  numeric  parameters 
that  have  been  previously  set. 
Reports  and  plots  can  be  incorporated 
in  WordPerfect. 

Specifications:  Diskette.  Math 
coprocessor  is  recommended,  but  not 
required.  Minimum  graphics  hardware 
is  Hercules  graphics  card,  mono- 
chrome display  with  graphics 
capabilites,  CGA  and  EGA. 

Geo-EAS:  Software  for  Geostatistics 
1.2.1  (3  1/2  inch  version) 
(Software) 

Environmental  Protection  Agency, 
Office  of  Research  and  Development 
Order  number  PB93-504967HCR 
Price  code:  D02 
The  complexity  of  contaminant 
distribution  and  migration  at  hazardous 
waste  sites  requires  a  mathematical 
method  that  is  capable  of  interpreting 
raw  data  and  converting  them  to  useful 
information.  Though  the  application  of 
geostatistics  is  crucial  to  the  delineation 
of  buried  contaminants,  not  every  field 
scientist  can  be  expected  to  develop 
customized  geostatistical  algorithms  for 
individual  sites.  This  program  offers 


the  environmental  scientist  an  interac- 
tive tool  for  perfonning  two-dimen- 
sional geostatistical  analyses  of 
spatially  distributed  data. 
Geo-EAS  is  designed  to  make  it  easy 
for  the  novice  to  use  geostatistical 
methods  and  to  learn  by  doing.  It  also 
provides  sufficient  power  and  flexibil- 
ity for  the  experienced  user  to  solve 
practical  problems. 
Geostatistical  methods  are  useful  for 
site  assessment  and  monitoring  where 
data  are  collected  on  a  spatial  network 
of  sampling  locations.  Examples  of 
environmental  applications  include 
lead  and  cadmium  concentrations  in 
soils  surrounding  smelters,  and  sulfate 
deposition  in  rainfall. 
Extensive  use  of  screen  graphics  such 
as  maps,  histograms,  scatter  plots  and 
variograms  help  the  user  search  for 
patterns,  correlations,  and  problems  in 
a  data  set.  Individual  programs  can  be 
nin  independently;  the  statistics  and 
graphics  routines  may  prove  useful 
even  when  a  full  geostatistical  study  is 
not  appropriate.  For  ease  of  use,  the 
programs  are  controlled  interactively 
through  screen  menus  and  use  simple 
ASCII  data  files. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB93- 163236.   System: 
IBM-PC/XT/ AT/PS-2  or  compatible; 
DOS  30+  operating  system,  640K. 
Language:  Executable  FORTRAN.  The 
program  requires  3  MB  of  storage. 
Math  coprocessor  recommended  but 
not  required.  Graphics  support  is 
provided  for  Hercules,  CGA,  and  EGA. 
Support  is  provided  for  plotters  which 
accept  HPGL  plotting  commands. 

Geo-EAS:  Software  for  Geostatistics 
1.2.1  (5  1/4  inch  version) 
(Software) 

Environmental  Protection  Agency, 
Office  of  Research  and  Development 
Order  number  PB93-504959HCR 
Price  code:  D02 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB93-163236.    System: 
IBM-PC/XT/ AT/PS-2  or  compatible; 
DOS  3-0+  operating  system,  640K. 
Language:  Executable  FORTRAN.  The 
program  requires  3  MB  of  storage. 
Math  coprocessor  recommended  but 
not  required.  Graphics  support  is 


provided  for  Hercules,  CGA,  and  EGA. 
Support  is  provided  for  plotters  which 
accept  HPGL  plotting  commands. 

Sampling  Design  Software  Version 

2.0 

(Software) 

Department  of  the  Army,  US  Army 
Corps  of  Engineers 
Order  number  AD-M000  211HCR 
Price  code:  D02 

Four  programs  were  developed  to 
assist  the  user  with  problems  with 
sampling  design  and  its  evaluation. 
The  programs  aid  the  decision-making 
process  in  sampling  design  through  the 
use  of  decision  matrices:  variance 
component  analysis,  error  analysis,  and 
cluster  analysis.  Although  the  examples 
used  relate  to  reservoir  water  quality, 
the  program  is  generic  and  can  be 
used  to  develop  any  sampling  design 
and  evaluation  methodology. 
The  decision  matrix  portion  of  the 
software  aids  in  the  determination  of 
sample  size  for  multi-variable  sampling 
programs  and  can  be  used  for  either 
simple  random  or  stratified  random 
sampling  designs.  The  decision  matrix 
is  simply  a  tabular  presentation  that 
incorporates  the  factors  necessary  to 
determine  sample  size:  (a)  an  estimate 
of  the  mean,  (b)  an  estimate  of  the 
variability  (c)  desired  precision,  (d)  the 
acceptable  probability  of  error,  and  (e) 
the  costs  associated  with  sampling. 
Sample  sizes  and  costs  for  each 
variable  are  presented  with  respect  to 
error  probability  and  precision.  The 
results  of  the  analysis  can  be  used  to 
develop  a  sampling  design  within  both 
statistical  and  financial  constraints. 
A  second  component  allows  for 
variance  component  analysis.  This  is  a 
technique  for  quantifying  the  sources 
of  variability  in  the  data  resulting  from 
a  given  sampling  design.  The  analysis 
results  in  the  determination  of  each 
design  component's  contribution  to  the 
overall  variance.  Based  on  these 
results,  sampling  effort  allcated  to  a 
given  component  of  the  design  could 
be  reduced  or  eliminated. 
The  Error  Analysis  component  can  be 
used  to  improve  an  existing  sampling 
design  that  used  the  observed  distribu- 
tion of  variance  to  redefine  the 
sampling  design.  The  results  of  the 
error  analysis  are  used  to  redistribute 
samples  to  the  existing  strata  to 
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produce  the  minimum  variance  about 
the  mean.  The  technique  can  be 
applied  to  the  data  of  a  stratified 
sampling  design  or  to  the  data  from  a 
simple  random  or  a  systematic  sample 
that  has  been  subjected  to 
poststratification  (i.e.,  defining  strata  a 
posteriori). 

The  final  componet  supports  cluster 
analysis.  Cluster  analysis  is  a  multivari- 
ate classification  technique  that  may  be 
used  to  group  or  identify  similar 
objects  or  entities.  For  the  purposes  of 
sampling  design  evaluation,  cluster 
analysis  can  be  used  to  identify  and 
possibly  reduce  redundancies  in  the 
sampling  design. 

The  CLUSTER  program  can  be  used  to 
identify  redundancies  in  sampling 
programs  and  suggest  ways  in  which 
to  reduce  sampling  effort  in  future 
studies.  CLUSTER  uses  one  of  three 
clustering  methods  (average  linkage, 
centroid,  or  Ward's  method)  to  cluster 
the  data;  outputs  a  tabular  history'  of 
the  clustering;  and  produces  a  dendro- 
gram of  the  clustering. 
All  of  the  programs  provide  easy-to- 
use  input  screens  and  display  output 
both  on  the  screen  or  as  exportable 
files. 

Specifications:  Diskette.   System:  IBM 
compatible;  MS  DOS  operating  system. 
Supports  basic  PC's,  AT  types,  and 
higher  PCs.  Numeric  co-processors  are 
not  required,  but  will  be  used  if 
present.  The  CGA,  RGA,  VGA,  and 
Hercules  graphics  drivers  are  sup- 
ported. 

♦  Updated  User-Friendly  Computer 
Programs  for  Solving  Sampling  and 
Statistical  Problems 
(Software) 

Environmental  Protection  Agency, 
Office  of  Research  and  Development 
Order  number  PB94-500T88HCR 
Price  code:  D02 

A  series  of  user-friendly  computer 
programs  for  solving  sampling  and 
related  statistical  problems.  All  have 
been  updated  as  well  and  more 
programs  have  been  added.  Specific, 
detailed  written  instructions  and 
examples  built  into  the  programs  are 
provided  so  that  the  user  can  review 
them  before  using  the  programs.  The 
programs  are  designed  so  that  people 
without  an  in-depth  understanding  of 
statistics  can  easily  use  them. 


Specifications:  Diskette.  System:  IBM 
compatible;  DOS  operating  system. 
Language:  BASIC.  Files  are  com- 
pressed. 

Statistical  Approach  to  Predicting 
Chronic  Toxicity  of  Chemicals  to 
Fishes  from  Acute  Toxicity  Test  Data 
(Software) 

Environmental  Protection  Agency 
Order  number  PB92-503119HCR 
Price  code:  D02 

A  methodology  was  developed  to 
predict  chronic  toxicity  based  on  acute 
data.  This  method  is  called  Multifactor 
Probit  Analysis  (MPA)  and  uses  the 
iteractive  reweighed  least  squares 
method  to  estimate  parameters  of  the 
probit  surface.  The  independent 
variables  are  time  of  exposure  and 
probit  of  the  proportion  responding  to 
a  concentration.  MPA  allows  the  user 
to  predict  the  concentration  of  toxicant 
at  any  time  and  percent  mortality,  LC 
t,p.  MPA  calculates  a  point  estimate 
and  a  measure  of  dispersion  (95% 
Confidence  limits).  The  MPA  is 
versatile,  entirely  menu-driven  and 
offers  7  probit  models  and  transforma- 
tion combinations  of  the  independent 
variables 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB92-169655.   System: 
IBM  PS2  Model  50;  DOS  4.0  operating 
system,  640K.  Language:  True  BASIC. 
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+  Air  Toxics  Methods 
(Datafile) 

WindowChem  Software,  Inc. 
Order  number  PB94-500378HCR  $495 
Now  you  can  find  the  specific  official 
methods  you  need  in  a  matter  of 
seconds  by  clicking  on  an  icon  from 
Windows.  This  methods  database 
includes  the  complete  methods  as  they 
appear  in  the  manuals.  The  program 
has  been  designed  so  that  it  is  ex- 
tremely fast  whether  searching  by 
method  number,  analyte,  title,  type  of 
instrumentation,  CAS  number  or  by 
key  words  and  phrases.  We  emphasize 
the  word  fast'-it  literally  takes  just 
seconds  using  any  of  these  search 
criteria  to  find  the  method  that  you 
need. 


From  the  list  of  methods  found  using 
the  search  criteria,  you  can  quickly 
page  through  and  select  the  next, 
previous,  first  or  last  method  in  the  list. 
And  all  the  methods  will  be  there-not 
like  the  time  one  page  fell  behind  the 
copier-because  they  can't  accidentally 
be  deleted  or  misfiled. 
Entire  methods  can  be  printed  out  for 
a  hard  copy  to  be  included  in  your 
report  or  placed  next  to  a  workstation. 
Or  you  can  use  the  'copy  and  paste' 
feature  common  to  most  Windows 
applications  to  select  specific  passages 
or  entire  methods  (or  chapters)  and 
create  your  own  SOP's  (Standard 
Operating  Procedures)  using  your 
favorite  Windows  word  processor. 
Electronic  methods  can  save  you  the 
time  it  takes  wading  through  volumes 
of  methods  binders  to  find  the  correct 
method  for  any  given  compound.  And, 
just  like  any  Windows  program,  it  is 
easy  to  use  and  can  be  accessed  while 
other  programs  are  ainning. 

Specifications:  Diskette.  Includes  the 
methods  for  Toxic  Organic  Compunds 
in  Ambient  Air  TO-1  through  TO-14. 
System:  IBM  compatible;  MS  DOS  or 
PC  DOS  31  or  later  operating  system. 
Requires  Windows  31,  VGA  Graphics, 
and  2MB  random  access  memory 
(more  is  recommended). 

♦  Analysis  of  Classical  Wet  Chemis- 
try CLP  Templates 
(Datafile) 

WindowChem  Software,  Inc. 
Order  number  PB94-500352HCR  $349 
CLP  reporting  is  rapidly  becoming  a 
standard  in  environmental  test  report- 
ing. However,  filling  out  CLP  forms 
with  a  typewriter  is  both  inefficient  and 
tedious.  CLP  Forms  Templates  ease 
you  through  the  appropriate  fields  and 
save  time,  because  all  the  formatting  is 
already  done  for  you.  You  start  with  a 
main  menu  that  lists  all  of  the  forms 
and  then  just  choose  the  form  you 
need.  The  analyst  simply  tabs  from  one 
field  to  the  next,  enters  the  data,  and 
saves  the  completed  form  as  a 
worksheet. 

The  different  fields  are  color  coded  to 
inform  the  analyst  if  the  data  required 
is  automatically  calculated,  if  it  is 
common  header  information,  or  if  it  is 
a  data  input  field.  Automatic  calcula- 
tion is  executed  within  the  spreadsheet 
for  calculated  values  and  the  number 
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of  decimal  places  is  adhered  to  as  per 
the  Statement  of  Work.  Header 
information  needs  to  be  input  only 
once.  Simply  click  on  the  mouse,  and 
the  header  information  for  each  form  is 
automatically  pasted  for  subsequent 
forms.  Notes  are  attached  to  column 
headers  and  cells  to  help  the  analyst 
input  the  exact  format  that  is  required 
to  properly  fill  out  the  form.  These 
notes  are  excerpted  directly  from  the 
US  EPA  Contract  Laboratory  Program 
Statement  of  Work  for  Inorganic  or 
Organic  Analysis.  Completed  forms  can 
be  printed  or  archived  for  later 
retrieval.  Data  can  be  exponed  to  a 
variety  of  formats.  Experience  how  the 
graphical  user  s  interface  makes  these 
forms  easy  to  learn  and  saves  valuable 
clerical/analyst  time. 

Specifications:  Diskette.   System:  IBM 
compatible;  MS  DOS  operating  system. 
Requires  Windows  3- 1  and  Excel  3-0  or 
higher,  VGA  Graphics,  and  2MB 
random  access  memory  (more  is 
recommended). 


♦  Environmental  Monitoring  Methods 
Index  (EMMI),  Version  1.0 
(Datafile) 

Environmental  Protection  Agency 
Order  number  See  below  for  each 
format 

EPA's  Environmental  Monitoring 
Methods  Index  System  (EMMI)  is  an 
easy  to  use  PC  information  data  base 
on  all  EPA-regulated  substances, 
methods  for  their  analysis,  and 
regulatory  and  office-based  lists  on 
which  they  appear.  EMMI  combines 
rapid  look-up  with  a  user-friendly 
interface  and  easily  accessible  data. 
The  EMMI  System  aids  in  the  selection 
of  the  appropriate  analytical  methods 
for  environmental  monitoring  studies. 
The  EMMI  database  includes  informa- 
tion on  more  than  2600  substances 
from  over  50  regulatory  and  non- 
regulatory  lists  and  more  than  900 
analytical  methods.  EMMI  includes 
substances  from  the  Clean  Water  Act 
(CWA),  Comprehensive  Environmental 
Response,  Compensation  and  Liability 
Act  (CERCLA),  Superfund  Amendments 
and  Reauthorization  Act  (SARA), 
Resource  Conservation  and  Recovery 
Act  (RCRA),  Safe  Drinking  Water  Act 
(SDWA),  and  Clean  Air  Act  (CAA),  as 
well  as  substances  from  other  Agency 
and  State  lists.  The  database  provides  a 


comprehensive  cross-reference 
between  substances  and  analytical 
methods  and  contains  information  on 
related  laws  and  organizations  and 
additional  databases  for  further 
information.  EMMI  is  indexed  on  seven 
key  fields:  chemical  names,  trade 
names  and  synonyms;  CAS  number; 
apparatus;  analytical  methods;  regula- 
tory origin/EPA  list;  custodial  organiza- 
tion; and  source  for  chemical  stan- 
dards. 

Specifications:  Diskette.  4M  high 
density  diskettes.  Documentation 
included;  may  be  ordered  separately  as 
PB92-169648.    Ordering  information  for 
each  format:  (A)  Single  user  ($395, 
order  number  PB92-503093),  (B)  2-5 
user  LAN  ($995,  order  number  PB92- 
504251),  and  (C)  Unlimited  LAN 
($1,995,  order  number  PB92-504265). 
System:  DOS  operating  system,  512K. 
Language:  System  'J'  Software.  Includes 
search  software. 


♦  EPA  500  Series  Methods 
(Datafile) 

WindowChem  Software.  Inc. 
Order  number  PB94-500212HCR  $295 
Now  you  can  find  the  specific  official 
methods  you  need  in  a  matter  of 
seconds  by  clicking  on  an  icon  from 
Windows.  This  methods  database 
includes  the  complete  methods  as  they 
appear  in  the  manuals.  The  program 
has  been  designed  so  that  it  is  ex- 
tremely fast  whether  searching  by 
method  number,  analyte,  title,  type  of 
instrumentation,  CAS  number  or  by 
key  words  and  phrases.  We  emphasize 
the  word  'fast'-it  literally  takes  just 
seconds  using  any  of  these  search 
criteria  to  find  the  method  that  you 
need. 

From  the  list  of  methods  found  using 
the  search  criteria,  you  can  quickly 
page  through  and  select  the  next, 
previous,  first  or  last  method  in  the  list. 
And  all  the  methods  will  be  there-not 
like  the  time  one  page  fell  behind  the 
copier-because  they  can't  accidentally 
be  deleted  or  misfiled. 
Entire  methods  can  be  printed  out  for 
a  hard  copy  to  be  included  in  your 
report  or  placed  next  to  a  workstation. 
Or  you  can  use  the  'copy  and  paste' 
feature  common  to  most  Windows 
applications  to  select  specific  passages 
or  entire  methods  (or  chapters)  and 
create  your  own  SOP's  (Standard 


Operating  Procedures)  using  your 
favorite  Windows  word  processor. 
Electronic  methods  can  save  you  the 
time  it  takes  wading  through  volumes 
of  methods  binders  to  find  the  correct 
method  for  any  given  compound.  And, 
just  like  any  Windows  program,  it  is 
easy  to  use  and  can  be  accessed  while 
other  programs  are  running. 

Specifications:  Diskette.   System:  IBM 
compatible;  MS  DOS  or  PC  DOS  31  or 
later  operating  system.  Requires 
Windows  31,  VGA  Graphics,  and  2MB 
random  access  memory  (more  is 
recommended).  Includes  search 
software. 

♦  EPA  600  Series  Methods 
(Datafile) 

WindowChem  Software,  Inc. 
Order  number  PB94-500220HCR  $295 
Now  you  can  find  the  specific  official 
methods  you  need  in  a  matter  of 
seconds  by  clicking  on  an  icon  from 
Windows.  This  methods  database 
includes  the  complete  methods  as  they 
appear  in  the  manuals.  The  program 
has  been  designed  so  that  it  is  ex- 
tremely fast  whether  searching  by 
method  number,  analyte,  title,  type  of 
instrumentation,  CAS  number  or  by 
key  words  and  phrases.  We  emphasize 
the  word  'fast'-it  literally  takes  just 
seconds  using  any  of  these  search 
criteria  to  find  the  method  that  you 
need. 

From  the  list  of  methods  found  using 
the  search  criteria,  you  can  quickly 
page  through  and  select  the  next, 
previous,  first  or  last  method  in  the  list. 
And  all  the  methods  will  be  there-not 
like  the  time  one  page  fell  behind  the 
copier-because  they  can't  accidentally 
be  deleted  or  misfiled. 
Entire  methods  can  be  printed  out  for 
a  hard  copy  to  be  included  in  your 
report  or  placed  next  to  a  workstation. 
Or  you  can  use  the  'copy  and  paste' 
feature  common  to  most  Windows 
applications  to  select  specific  passages 
or  entire  methods  (or  chapters)  and 
create  your  own  SOP's  (Standard 
Operating  Procedures)  using  your 
favorite  Windows  word  processor. 
Electronic  methods  can  save  you  the 
time  it  takes  wading  through  volumes 
of  methods  binders  to  find  the  correct 
method  for  any  given  compound.  And, 
just  like  any  Windows  program,  it  is 
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easy  to  use  and  can  be  accessed  while 
other  programs  are  running. 

Specifications:  Diskette.  System:  IBM 
compatible;  MS  DOS  or  PC  DOS  3.1  or 
later  operating  system.  Requires 
Windows  3.1,  VGA  Graphics,  and  2MB 
random  access  memory  (more  is 
recommended). 

♦  EPA  CLP  Methods 
(Datafile) 

WindowChem  Software,  Inc. 
Order  number  PB94-500253HCR  $495 
Now  you  can  find  the  specific  official 
methods  you  need  in  a  matter  of 
seconds  by  clicking  on  an  icon  from 
Windows.  This  methods  database 
includes  the  complete  methods  as  they 
appear  in  the  manuals.  The  program 
has  been  designed  so  that  it  is  ex- 
tremely fast  whether  searching  by 
method  number,  analyte,  title,  type  of 
instrumentation,  CAS  number  or  by 
key  words  and  phrases.  We  emphasize 
the  word  'fast-it  literally  takes  just 
seconds  using  any  of  these  search 
criteria  to  find  the  method  that  you 
need. 

From  the  list  of  methods  found  using 
the  search  criteria,  you  can  quickly 
page  through  and  select  the  next, 
previous,  first  or  last  method  in  the  list. 
And  all  the  methods  will  be  there-not 
like  the  time  one  page  fell  behind  the 
copier-because  they  can't  accidentally 
be  deleted  or  misfiled. 
Entire  methods  can  be  printed  out  for 
a  hard  copy  to  be  included  in  your 
report  or  placed  next  to  a  workstation. 
Or  you  can  use  the  copy  and  paste' 
feature  common  to  most  Windows 
applications  to  select  specific  passages 
or  entire  methods  (or  chapters)  and 
create  your  own  SOP's  (Standard 
Operating  Procedures)  using  your 
favorite  Windows  word  processor. 
Electronic  methods  can  save  you  the 
time  it  takes  wading  through  volumes 
of  methods  binders  to  find  the  correct 
method  for  any  given  compound.  And, 
just  like  any  Windows  program,  it  is 
easy  to  use  and  can  be  accessed  while 
other  programs  are  running. 

Specifications:  Diskette.  "Includes 
methods  for  the  US  EPA  Contract 
Laboratory  Program.  Statement  of 
Work  for  'Inorganic  Analysis'  (ILM03.0) 
and  for  'Organic  Analysis'  (OLM01.8). 
System:  IBM  compatible;  MS  DOS  or 


PC  DOS  3.1  or  later  operating  system. 
Requires  Windows  3-1,  VGA  Graphics, 
and  2MB  random  access  memory 
(more  is  recommended). 


4  •  EPA  Facility  Index  System 

(FINDS)  File 

(Datafile) 

Environmental  Protection  Agency 
Order  number  PB91 -59205 1HCR 
Price  code:  T05 

The  Facility  Index  database  of  the 
Facility  Index  System  (FINDS)  provides 
the  U.S.  Environmental  Protection 
Agency  with  a  computerized  inventory 
on  over  600,000  facilities  regulated  by 
EPA.  The  database  contains  two  sets  of 
information  about  each  facility.  The 
first  set  contains  facility  identification 
data  such  as  its  unique  EPA  ID  code, 
name,  and  physical  address.  The 
second  set  contains  pointers'  to  other 
sources  of  information,  that  is,  other 
EPA  programs  and  databases  which 
contain  more  detailed  information 
about  the  facility  such  as  the  Office  of 
Water's  Permit  Compliance  System 
(PCS). 

With  this  information,  FINDS  may 
directly  or  indirectly  answer  questions 
such  as:  What  is  the  facility's  current 
address?  Which  programs  are  regulat- 
ing or  have  more  information  about 
this  facility?  How  many  facilities  are 
regulated  under  the  Resource  Conser- 
vation and  Recovery  Act  (RCRA) 
program?  Because  of  this  useful 
information,  FINDS  is  a  key  tool  for 
integrating  data  in  support  of  building 
enforcement  cases,  targeting  joint 
program  inspections,  responding  to 
public  requests  for  information  and 
helping  to  solve  other  environmental 
issues. 
This  file  will  be  updated  quarterly. 

Specifications:  Magnetic  tape. 

Canada,  and  Mexico  price  $2,360;  price 
for  others  $4,720.  Issued  quarterly. 
Available  in  9-track,  EBCDIC  character 
set  tape,  1600  bpi,  6250  bpi,  or  3480 
cartridge.    System:  IBM  ES9000;  TSO 
operating  system.  Approximate  bytes: 
1,034,601,566.  Utility  program: 
NATURAL. 


♦  EPA  SW846  Series  Methods 
(Datafile) 

WindowChem  Software,  Inc. 
Order  number  PB94-500246HCR  $595 
Now  you  can  find  the  specific  official 
methods  you  need  in  a  matter  of 
seconds  by  clicking  on  an  icon  from 
Windows.  This  methods  database 
includes  the  complete  methods  as  they 
appear  in  the  manuals.  The  program 
has  been  designed  so  that  it  is  ex- 
tremely fast  whether  searching  by 
method  number,  analyte,  title,  type  of 
instrumentation,  CAS  number  or  by 
key  words  and  phrases.  We  emphasize 
the  word  'fast-it  literally  takes  just 
seconds  using  any  of  these  search 
criteria  to  find  the  method  that  you 
need 

From  the  list  of  methods  found  using 
the  search  criteria,  you  can  quickly 
page  through  and  select  the  next, 
previous,  first  or  last  method  in  the  list. 
And  all  the  methods  will  be  there-not 
like  the  time  one  page  fell  behind  the 
copier-because  they  can't  accidentally 
be  deleted  or  misfiled. 
Entire  methods  can  be  printed  out  for 
a  hard  copy  to  be  included  in  your 
report  or  placed  next  to  a  workstation. 
Or  you  can  use  the  copy  and  paste' 
feature  common  to  most  Windows 
applications  to  select  specific  passages 
or  entire  methods  (or  chapters)  and 
create  your  own  SOP's  (Standard 
Operating  Procedures)  using  your 
favorite  Windows  word  processor. 
Electronic  methods  can  save  you  the 
time  it  takes  wading  through  volumes 
of  methods  binders  to  find  the  correct 
method  for  any  given  compound.  And, 
just  like  any  Windows  program,  ii  is 
easy  to  use  and  can  be  accessed  while 
other  programs  are  ninning. 

Specifications:  Diskette.  "Also  includes 
Updates  I  and  II  and  all  of  the  SW846 
Chapters*.    System:  IBM  compatible; 
MS  DOS  or  PC  DOS  3.1  or  later 
operating  system.  Requires  Windows 
3.1,  VGA  Graphics,  and  2MB  random 
access  memory  (more  is  recom- 
mended). 


♦  EPA  Water  and  Waste  Methods 
(Datafile) 

WindowChem  Software,  Inc. 
Order  number  PB94-500238HCR  $295 
Now  you  can  find  the  specific  official 
methods  you  need  in  a  matter  of 
seconds  by  clicking  on  an  icon  from 
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Windows.  This  methods  database 
includes  the  complete  methods  as  they 
appear  in  the  manuals.  The  program 
has  been  designed  so  that  it  is  ex- 
tremely fast  whether  searching  by 
method  number,  analyte,  title,  type  of 
instrumentation,  CAS  number  or  by 
key  words  and  phrases.  We  emphasize 
the  word  'fast-it  literally  takes  just 
seconds  using  any  of  these  search 
criteria  to  find  the  method  that  you 
need. 

From  the  list  of  methods  found  using 
the  search  criteria,  you  can  quickly 
page  through  and  select  the  next, 
previous,  first  or  last  method  in  the  list. 
And  all  the  methods  will  be  there-not 
like  the  time  one  page  fell  behind  the 
copier-because  they  can't  accidentally 
be  deleted  or  misfiled. 
Entire  methods  can  be  printed  out  for 
a  hard  copy  to  be  included  in  your 
report  or  placed  next  to  a  workstation. 
Or  you  can  use  the  'copy  and  paste' 
feature  common  to  most  Windows 
applications  to  select  specific  passages 
or  entire  methods  (or  chapters)  and 
create  your  own  SOP's  (Standard 
Operating  Procedures)  using  your 
favorite  Windows  word  processor. 
Electronic  methods  can  save  you  the 
time  it  takes  wading  through  volumes 
of  methods  binders  to  find  the  correct 
method  for  any  given  compound.  And, 
just  like  any  Windows  program,  it  Is 
easy  to  use  and  can  be  accessed  while 
other  programs  are  running. 

Specifications:  Diskette.   System:  IBM 
compatible;  MS  DOS  or  PC  DOS  31  or 
later  operating  system.  Requires 
Windows  3.1,  VGA  Graphics,  and  2MB 
random  access  memory  (more  is 
recommended). 

♦  Inorganic  Analysis  CLP  Templates 
(Datafile) 

WindowChem  Software,  Inc. 
Order  number  PB94-500345HCR  $249 
CLP  reporting  is  rapidly  becoming  a 
standard  in  environmental  test  report- 
ing. However,  filling  out  CLP  forms 
with  a  typewriter  is  both  inefficient  and 
tedious.  CLP  Forms  Templates  ease 
you  through  the  appropriate  fields  and 
save  time,  because  all  the  formatting  is 
already  done  for  you.  You  start  with  a 
main  menu  that  lists  all  of  the  forms 
and  then  just  choose  the  form  you 
need.  The  analyst  simply  tabs  from  one 
field  to  the  next,  enters  the  data,  and 


saves  the  completed  form  as  a 
worksheet. 

The  different  fields  are  color  coded  to 
infonn  the  analyst  if  the  data  required 
is  automatically  calculated,  if  it  is 
common  header  information,  or  if  it  is 
a  data  input  field.  Automatic  calcula- 
tion is  executed  within  the  spreadsheet 
for  calculated  values  and  the  number 
of  decimal  places  is  adhered  to  as  per 
the  Statement  of  Work.  Header 
information  needs  to  be  input  only 
once.  Simply  click  on  the  mouse,  and 
the  header  information  for  each  form  is 
automatically  pasted  for  subsequent 
forms.  Notes  are  attached  to  column 
headers  and  cells  to  help  the  analyst 
input  the  exact  format  that  is  required 
to  properly  fill  out  the  form.  These 
notes  are  excerpted  directly  from  the 
US  EPA  Contract  Laboratory  Program 
Statement  of  Work  for  Inorganic  or 
Organic  Analysis.  Completed  forms  can 
be  printed  or  archived  for  later 
retrieval.  Data  can  be  exported  to  a 
variety  of  formats.  Experience  how  the 
graphical  user  s  interface  makes  these 
forms  easy  to  learn  and  saves  valuable 
clerical/analyst  time. 

Specifications:  Diskette.   System:  IBM 
compatible;  MS  DOS  operating  system. 
Requires  Windows  31  and  Excel  3-0  or 
higher,  VGA  Graphics,  and  2MB 
random  access  memory  (more  is 
recommended). 

♦  Metals  in  Environmental  Samples 
(Datafile) 

WindowChem  Software,  Inc. 
Order  number  PB94-500360HCR  $195 
Now  you  can  find  the  specific  official 
methods  you  need  in  a  matter  of 
seconds  by  clicking  on  an  icon  from 
Windows.  This  methods  database 
includes  the  complete  methods  as  they 
appear  in  the  manuals.  The  program 
has  been  designed  so  that  it  is  ex- 
tremely fast  whether  searching  by 
method  number,  analyte,  title,  type  of 
instrumentation,  CAS  number  or  by 
key  words  and  phrases.  We  emphasize 
the  word  'fast'-it  literally  takes  just 
seconds  using  any  of  these  search 
criteria  to  find  the  method  that  you 
need. 

From  the  list  of  methods  found  using 
the  search  criteria,  you  can  quickly 
page  through  and  select  the  next, 
previous,  first  or  last  method  in  the  list. 
And  all  the  methods  will  be  there-not 


like  the  time  one  page  fell  behind  the 
copier-because  they  can't  accidentally 
be  deleted  or  misfiled. 
Entire  methods  can  be  printed  out  for 
a  hard  copy  to  be  included  in  your 
report  or  placed  next  to  a  workstation. 
Or  you  can  use  the  'copy  and  paste' 
feature  common  to  most  Windows 
applications  to  select  specific  passages 
or  entire  methods  (or  chapters)  and 
create  your  own  SOP's  (Standard 
Operating  Procedures)  using  your 
favorite  Windows  word  processor. 
Electronic  methods  can  save  you  the 
time  it  takes  wading  through  volumes 
of  methods  binders  to  find  the  correct 
method  for  any  given  compound.  And, 
just  like  any  Windows  program,  it  is 
easy  to  use  and  can  be  accessed  while 
other  programs  are  mnning. 

Specifications:  Diskette.   System:  IBM 
compatible;  MS  DOS  or  PC  DOS  31  or 
later  operating  system.  Requires 
Windows  3.1,  VGA  Graphics,  and  2MB 
random  access  memory  (more  is 
recommended). 

♦  NIOSH  Methods 
(Datafile) 

WindowChem  Software,  Inc. 
Order  number  PB94-500402HCR  $595 
Now  you  can  find  the  specific  official 
methods  you  need  in  a  matter  of 
seconds  by  clicking  on  an  icon  from 
Windows.  This  methods  database 
includes  the  complete  methods  as  they 
appear  in  the  manuals.  The  program 
has  been  designed  so  that  it  is  ex- 
tremely fast  whether  searching  by 
method  number,  analyte,  title,  type  of 
instnimentation,  CAS  number  or  by 
key  words  and  phrases.  We  emphasize 
the  word  'fast'-it  literally  takes  just 
seconds  using  any  of  these  search 
criteria  to  find  the  method  that  you 
need. 

From  the  list  of  methods  found  using 
the  search  criteria,  you  can  quickly 
page  through  and  select  the  next, 
previous,  first  or  last  method  in  the  list. 
And  all  the  methods  will  be  there-not 
like  the  time  one  page  fell  behind  the 
copier-because  they  can't  accidentally 
be  deleted  or  misfiled. 
Entire  methods  can  be  printed  out  for 
a  hard  copy  to  be  included  in  your 
report  or  placed  next  to  a  workstation. 
Or  you  can  use  the  copy  and  paste' 
feature  common  to  most  Windows 
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applications  to  select  specific  passages 
or  entire  methods  (or  chapters)  and 
create  your  own  SOP's  (Standard 
Operating  Procedures)  using  your 
favorite  Windows  word  processor. 
Electronic  methods  can  save  you  the 
time  it  takes  wading  through  volumes 
of  methods  binders  to  find  the  correct 
method  for  any  given  compound.  And, 
just  like  any  Windows  program,  it  is 
easy  to  use  and  can  be  accessed  while 
other  programs  are  running. 

Specifications:  Diskette.  Includes  all 
methods  from  the  NIOSH  Manual  of 
Analytical  Methods  Edition  3.    System: 
IBM  compatible;  MS  DOS  or  PC  DOS 
3.1  or  later  operating  system.  Requires 
Windows  3.1,  VGA  Graphics,  and  2MB 
random  access  memory  (more  is 
recommended). 

♦  OSHA  Inorganic  Methods 
(Datafile) 

WindowChem  Software,  Inc. 
Order  number  PB94-500386HCR  $395 
Now  you  can  find  the  specific  official 
methods  you  need  in  a  matter  of 
seconds  by  clicking  on  an  icon  from 
Windows.  This  methods  database 
includes  the  complete  methods  as  they 
appear  in  the  manuals.  The  program 
has  been  designed  so  that  it  is  ex- 
tremely fast  whether  searching  by 
method  number,  analyte,  title,  type  of 
instrumentation,  CAS  number  or  by 
key  words  and  phrases.  We  emphasize 
the  word  fast'-it  literally  takes  just 
seconds  using  any  of  these  search 
criteria  to  find  the  method  that  you 
need. 

From  the  list  of  methods  found  using 
the  search  criteria,  you  can  quickly 
page  through  and  select  the  next, 
previous,  first  or  last  method  in  the  list. 
And  all  the  methods  will  be  there-not 
like  the  time  one  page  fell  behind  the 
copier-because  they  can't  accidentally 
be  deleted  or  misfiled. 
Entire  methods  can  be  printed  out  for 
a  hard  copy  to  be  included  in  your 
report  or  placed  next  to  a  workstation. 
Or  you  can  use  the  copy  and  paste' 
feature  common  to  most  Windows 
applications  to  select  specific  passages 
or  entire  methods  (or  chapters)  and 
create  your  own  SOP's  (Standard 
Operating  Procedures)  using  your 
favorite  Windows  word  processor. 
Electronic  methods  can  save  you  the 


time  it  takes  wading  through  volumes 
of  methods  binders  to  find  the  correct 
method  for  any  given  compound.  And, 
just  like  any  Windows  program,  it  is 
easy  to  use  and  can  be  accessed  while 
other  programs  are  running. 

Specifications:  Diskette.  Complete 
OSHA  Analytical  Methods,  2nd  Edition, 
Part  2.  Inorganic  Substances,  Volumes 
1  and  2.   System:  IBM  compatible;  MS 
DOS  or  PC  DOS  3.1  or  later  operating 
system.  Requires  Windows  3.1,  VGA 
Graphics,  and  2MB  random  access 
memory  (more  is  recommended). 

+  OSHA  Organic  Methods 
(Datafile) 

WindowChem  Software,  Inc. 
Order  number  PB94-500394HCR  $495 
Now  you  can  find  the  specific  official 
methods  you  need  in  a  matter  of 
seconds  by  clicking  on  an  icon  from 
Windows.  This  methods  database 
includes  the  complete  methods  as  they 
appear  in  the  manuals.  The  program 
has  been  designed  so  that  it  is  ex- 
tremely fast  whether  searching  by 
method  number,  analyte,  title,  type  of 
instrumentation,  CAS  number  or  by 
key  words  and  phrases.  We  emphasize 
the  word  'fast'-it  literally  takes  just 
seconds  using  any  of  these  search 
criteria  to  find  the  method  that  you 
need. 

From  the  list  of  methods  found  using 
the  search  criteria,  you  can  quickly 
page  through  and  select  the  next, 
previous,  first  or  last  method  in  the  list. 
And  all  the  methods  will  be  there-not 
like  the  time  one  page  fell  behind  the 
copier-because  they  can't  accidentally 
be  deleted  or  misfiled. 
Entire  methods  can  be  printed  out  for 
a  hard  copy  to  be  included  in  your 
report  or  placed  next  to  a  workstation. 
Or  you  can  use  the  copy  and  paste' 
feature  common  to  most  Windows 
applications  to  select  specific  passages 
or  entire  methods  (or  chapters)  and 
create  your  own  SOP's  (Standard 
Operating  Procedures)  using  your 
favorite  Windows  word  processor. 
Electronic  methods  can  save  you  the 
time  it  takes  wading  through  volumes 
of  methods  binders  to  find  the  correct 
method  for  any  given  compound.  And, 
just  like  any  Windows  program,  it  is 
easy  to  use  and  can  be  accessed  while 
other  programs  are  running. 


Specifications:  Diskette.  Complete 
OSHA  Analytical  Methods,  2nd  Edition, 
Parti.  Organic  Substances,  Volumes  1 
and  2.   System:  IBM  compatible;  MS 
DOS  or  PC  DOS  3. 1  or  later  operating 
system.  Requires  Windows  31,  VGA 
Graphics,  and  2MB  random  access 
memory  (more  is  recommended). 

♦  Pesticide  Analysis  CLP  Templates 
(Datafile) 

WindowChem  Software,  Inc. 
Order  number  PB94-500337HCR  $249 
CLP  reporting  is  rapidly  becoming  a 
standard  in  environmental  test  report- 
ing. However,  filling  out  CLP  forms 
with  a  typewriter  is  both  inefficient  and 
tedious.  CLP  Forms  Templates  ease 
you  through  the  appropriate  fields  and 
save  time,  because  all  the  formatting  is 
already  done  for  you.  You  start  with  a 
main  menu  that  lists  all  of  the  forms 
and  then  just  choose  the  form  you 
need.  The  analyst  simply  tabs  from  one 
field  to  the  next,  enters  the  data,  and 
saves  the  completed  form  as  a 
worksheet. 

The  different  fields  are  color  coded  to 
inform  the  analyst  if  the  data  required 
is  automatically  calculated,  if  it  is 
common  header  information,  or  if  it  is 
a  data  input  field.  Automatic  calcula- 
tion is  executed  within  the  spreadsheet 
for  calculated  values  and  the  number 
of  decimal  places  is  adhered  to  as  per 
the  Statement  of  Work.  Header 
information  needs  to  be  input  only 
once.  Simply  click  on  the  mouse,  and 
the  header  information  for  each  form  is 
automatically  pasted  for  subsequent 
forms.  Notes  are  attached  to  column 
headers  and  cells  to  help  the  analyst 
input  the  exact  format  that  is  required 
to  properly  fill  out  the  form.  These 
notes  are  excerpted  directly  from  the 
US  EPA  Contract  Laboratory  Program 
Statement  of  Work  for  Inorganic  or 
Organic  Analysis.  Completed  forms  can 
be  printed  or  archived  for  later 
retrieval.  Data  can  be  exported  to  a 
variety  of  formats.  Experience  how  the 
graphical  user  s  interface  makes  these 
forms  easy  to  learn  and  saves  valuable 
clerical/analyst  time. 

Specifications:  Diskette.  System:  IBM 
compatible;  MS  DOS  operating  system. 
Requires  Windows  3  1  and  Excel  3-0  or 
higher,  VGA  Graphics,  and  2MB 
random  access  memory  (more  is 
recommended). 
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♦  Semi-Volatile  Organic  Analysis  CLP 

Templates 

(Datafile) 

WindowChem  Software,  Inc. 
Order  number  PB94-500329HCR  $249 
CLP  reporting  is  rapidly  becoming  a 
standard  in  environmental  test  report- 
ing. However,  filling  out  CLP  forms 
with  a  typewriter  is  both  inefficient  and 
tedious.  CLP  Forms  Templates  ease 
you  through  the  appropriate  fields  and 
save  time,  because  all  the  formatting  is 
already  done  for  you.  You  start  with  a 
main  menu  that  lists  all  of  the  forms 
and  then  just  choose  the  form  you 
need.  The  analyst  simply  tabs  from  one 
field  to  the  next,  enters  the  data,  and 
saves  the  completed  form  as  a 
worksheet. 

The  different  fields  are  color  coded  to 
inform  the  analyst  if  the  data  required 
is  automatically  calculated,  if  it  is 
common  header  information,  or  if  it  is 
a  data  input  field.  Automatic  calcula- 
tion is  executed  within  the  spreadsheet 
for  calculated  values  and  the  number 
of  decimal  places  is  adhered  to  as  per 
the  Statement  of  Work.  Header 
information  needs  to  be  input  only 
once.  Simply  click  on  the  mouse,  and 
the  header  information  for  each  form  is 
automatically  pasted  for  subsequent 
forms.  Notes  are  attached  to  column 
headers  and  cells  to  help  the  analyst 
input  the  exact  format  that  is  required 
to  properly  fill  out  the  form.  These 
notes  are  excerpted  directly  from  the 
US  EPA  Contract  Laboratory  Program 
Statement  of  Work  for  Inorganic  or 
Organic  Analysis.  Completed  forms  can 
be  printed  or  archived  for  later 
retrieval.  Data  can  be  exported  to  a 
variety  of  formats.  Experience  how  the 
graphical  user  s  interface  makes  these 
forms  easy  to  learn  and  saves  valuable 
clerical/analyst  time. 

Specifications:  Diskette.   System:  IBM 
compatible;  MS  DOS  operating  system. 
Requires  Windows  3.1  and  Excel  3-0  or 
higher,  VGA  Graphics,  and  2MB 
random  access  memory  (more  is 
recommended). 


♦  Volatile  Organic  Analysis  CLP 

Templates 

(Datafile) 

WindowChem  Software,  Inc. 
Order  number  PB94-500311HCR  $249 
CLP  reporting  is  rapidly  becoming  a 
standard  in  environmental  test  report- 
ing. However,  filling  out  CLP  forms 
with  a  typewriter  is  both  inefficient  and 
tedious.  CLP  Forms  Templates  ease 
you  through  the  appropriate  fields  and 
save  time,  because  all  the  formatting  is 
already  done  for  you.  You  start  with  a 
main  menu  that  lists  all  of  the  forms 
and  then  just  choose  the  form  you 
need.  The  analyst  simply  tabs  from  one 
field  to  the  next,  enters  the  data,  and 
saves  the  completed  form  as  a 
worksheet. 

The  different  fields  are  color  coded  to 
inform  the  analyst  if  the  data  required 
is  automatically  calculated,  if  it  is 
common  header  information,  or  if  it  is 
a  data  input  field.  Automatic  calcula- 
tion is  executed  within  the  spreadsheet 
for  calculated  values  and  the  number 
of  decimal  places  is  adhered  to  as  per 
the  Statement  of  Work.  Header 
information  needs  to  be  input  only 
once.  Simply  click  on  the  mouse,  and 
the  header  information  for  each  form  is 
automatically  pasted  for  subsequent 
forms.  Notes  are  attached  to  column 
headers  and  cells  to  help  the  analyst 
input  the  exact  format  that  is  required 
to  properly  fill  out  the  form.  These 
notes  are  excerpted  directly  from  the 
US  EPA  Contract  Laboratory  Program 
Statement  of  Work  for  Inorganic  or 
Organic  Analysis.  Completed  forms  can 
be  printed  or  archived  for  later 
retrieval.  Data  can  be  exported  to  a 
variety  of  formats.  Experience  how  the 
graphical  user  s  interface  makes  these 
forms  easy  to  learn  and  saves  valuable 
clerical/analyst  time. 

Specifications:  Diskette.  Requires 
Windows  31  and  Excel  3-0  or  higher, 
VGA  Graphics,  and  2MB  random 
access  memory  (more  is  recom- 
mended). 


Aquatic  Toxicity  Information  Retrieval 

Data  Base  (AQUIRE) 

(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-505725HCR 
Price  code:  T02 

The  purpose  of  Aquire  is  to  provide 
scientists  and  managers  quick  access  to 
a  comprehensive,  systematic,  comput- 
erized compilation  of  aquatic  toxicity 
data.  Scientific  papers  published  both 
nationally  and  internationally  on  the 
toxicity  of  chemicals  to  aquatic 
organisms  and  plants  are  collected  and 
reviewed  for  AQUIRE.  Independently 
compiled  data  files  that  meet  AQUIRE 
parameter  and  quality  assurance 
criteria  are  also  included. Relevant 
toxicity  test  results  and  related  test 
information  for  any  individual  chemi- 
cals analyzed  using  freshwater  and 
marine  organisms  in  laboratory  and 
field  conditions,  are  included  in  the 
database.  During  1992  and  early  1993, 
nine  data  updates  were  made  to  the 
AQUIRE  system.  AQUIRE  now  contains 
109,338  individual  aquatic  toxicity  test 
results  for  5,159  chemicals,  2,429 
organisms,  and  over  160  endpoints 
reviewed  from  7,517  publications.  New 
features  include  a  data  selection  option 
that  permits  searches  that  are  restricted 
to  data  added  or  modified  through  any 
of  the  eight  most  recent  updates,  and  a 
report  generation  (Full  Record  Detail) 
that  displays  the  entire  AQUIRE  record 
for  each  test  identified  in  a  search. 
Selection  of  the  Full  Record  Detail 
feature  allows  the  user  to  peruse  all 
AQUIRE  fields  for  a  given  test, 
including  the  information  stored  in  the 
remarks  section,  while  the  standard 
AQUIRE  output  format  presents 
selected  data  fields  in  a  concise  table. 
The  standard  report  remains  an 
available  option  for  rapid  viewing  of 
system  output. 

Specifications:  Magnetic  tape.   System: 
DEC  VAX  4500;  VMS  5.4  operating 
system. 
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♦  Assessment  of  Compliance  Costs 
Resulting  From  Implementation  of  the 
Proposed  Great  Lakes  Water  Quality 
Initiative  Guidance 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-505394HCR 
Price  code:  D02 

This  study  develops  an  estimate  of  the 
incremental  cost  to  direct  dischargers 
resulting  from  the  implementation  of 
the  proposed  Great  Lakes  Water 
Quality  guidance.  This  estimate  reflects 
the  incremental  cost  of  complying  with 
permit  requirements  developed  using 
the  implementation  procedures  and 
water  quality  criteria  proposed  in  the 
guidance  versus  permit  requirements 
based  on  existing  state  water  quality 
standards. 

Specifications:  Diskette.  System:  IBM 
compatible;  MS  DOS  operating  system. 
Language:  Word  Perfect. 

Assessment  of  Public-Owned 
Wastewater  Treatment  Facilities  in 
the  U.  S. 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB85-172690HCR 
Price  code:  T03 

The  1984  Needs  Survey  Report 
summarizes  a  2-year  data  collection 
effort.  This  Report  includes  costs  for 
building  grant  eligible  municipally- 
owned  treatment  facilities  for  the 
current  (1984)  population  when  all 
identified  year  2000  needs  are  met. 
The  Report  also  contains  national 
summaries  of  technical  information 
collected  during  the  Survey.  Examples 
of  the  technical  information  are: 
number  of  treatment  plants  now  and  in 
year  2000;  number  of  nondischarging 
treatment  plants;  summary  of  treatment 
plant  unit  processes.  Tape  contains  all 
the  raw  data  used  for  the  summary 
report. 


BIOPLUME  II:  Computer  Model  of 

Two-Dimensional  Contaminant 

Transport  under  the  Influence  of 

Oxygen  Limited  Biodegradation  in 

Groundwater 

(Software) 

Environmental  Protection  Agency 

Order  number  PB89-151112HCR  $350 

This  model  simulates  the  transport  of 

dissolved  hydrocarbons  under  the 

influence  of  oxygen-limited  biodegra- 


dation. It  also  simulates  reaeration  and 
anaerobic  biodegradation  as  a  first 
order  decay  in  hydrocarbon  concentra- 
tions. The  model  is  based  on  the 
United  States  Coast  Guard's  solute 
transport  two-dimensional  code 
(Konikow  and  Bredhoeft,  1978).  It 
computes  the  changes  in  concentration 
over  time  due  to  convection,  disper- 
sion, mixing,  and  biodegradation.  The 
same  numerical  techniques  that  are 
used  in  the  USCG  code  are  maintained 
in  II.  It  solves  the  solute  transport 
equation  twice:  once  for  hydrocarbon 
and  once  for  oxygen.  As  a  result,  two 
plumes  are  computed  at  every  time 
step.  The  model  assumes  an  instanta- 
neous reaction  between  oxygen  and 
hydrocarbon  to  simulate  biodegrada- 
tion processes.  It  is  extremely  versatile 
in  that  it  can  be  used  to  simulate 
natural  biodegradation  processes, 
retarded  plumes,  and  in-situ 
biorestoration  schemes.  Model  allows 
injection  wells  to  be  specified  as 
oxygen  sources  into  a  contaminated 
aquifer.  This  means  that  alternate 
methods  for  aquifer  reclamation  can  be 
investigated  to  design  the  most 
economically  feasible  scheme.  It 
provides  three  additional  sources  of 
oxygen  into  an  aquifer:  initial  dissolved 
oxygen  in  the  uncontaminated  aquifer, 
natural  recharge  of  oxygen  across  the 
boundaries,  and  vertical  exchange  of 
oxygen  from  the  unsaturated  zone 
(reaeration).  All  three  sources  of 
oxygen  can  be  used  to  simulate  a 
contaminant  plume  that  is  being 
naturally  biodegraded. 

Specifications:  Diskette.  System:  IBM- 
PC/AT  or  compatible;  DOS  2.  + 
operating  system,  550K.  MS  FORTRAN 
4.01  required.  Hard  disk,  graphics 
adaptor,  math  coprocessorand  a  Surfer 
software  package  are  optional  require- 
ments.. 


Boston  Harbor  Sewage  Stack 
(Software) 

Department  of  Commerce,  National 
Technical  Information  Service 
Order  number  PB93-504835HCR  $30 
The  Boston  Harbor  Sewage  Stack  is 
interactive  educational  computer 
program  about  how  municipalities  deal 
with  sewage,  how  sewage  systems 
work,  non  point  pollution,  and  what 
citizens  can  do  to  help  -  focusing  on 
Boston  Harbor  and  the  Boston  Harbor 


Cleanup.  The  program  is  written  at  a 
level  accessible  to  middle-school 
students,  but  with  enough  depth  for 
adults.  Schools  and  environmental 
organizations,  especially  in  coastal 
areas,  will  find  this  program  a  useful 
addition  to  their  environmental 
education  offerings. 
The  program  shows  what  happens  to 
sewage  -  from  the  moment  of  flush  to 
its  passage  through  the  Massachusetts 
Water  Resources  Authority's  sewage 
system  and  into  Boston  Harbor  -  now 
and  as  the  cleanup  proceeds. 
Along  the  way,  users  encounter  topics 
for  exploration,  including  storm  sewers 
and  combined  sewer  overflows 
(CSOs);  non  point  pollution  from  pets, 
spilled  waste  oil,  lawn  and  garden 
chemicals,  and  other  sources;  what  not 
to  flush  and  why;  how  officials  can  tell 
if  water  is  polluted;  and  why  it  all 
matters.  Users  may  choose  topics  to 
pursue,  answer  questions  and  find  new 
avenues  to  explore.  Noises  and 
animation  are  provided. 
The  program  was  developed  by  the 
MIT  Sea  Grant  College  Program  with 
partial  support  from  the  Massachusetts 
Bays  Program,  the  'Sewage  Stack'  is 
implemented  on  HyperCard  for 
Macintosh  computers. 

Specifications:  Diskette.  Language: 
HyperCard.  Additional  requirements: 
2MB  of  RAM  and  System  6.07  or  later. 

Coastal  Zone  Oil  Spill  Model, 

(COZOIL) 

(Software) 

Department  of  Interior 
Order  number  PB89-159453HCR 
Price  code:  D01 

Developed  as  a  generic,  computer- 
based  model  for  the  simulation  of  oil 
spills  entering  the  surf  zone,  impacting 
a  shoreline,  and  transforming  through 
time  as  a  result  of  physical  and 
chemical  processes.  It  builds  on 
previous  oil-spill  trajectory  and  fates 
models  which  typically  end  with 
contact  at  the  coastline.  Program  also 
includes  explicit  representation  of  as 
many  known,  active  processes  as 
possible,  partitioning  oil  quantities 
among  air,  water  surface,  water 
column,  and  the  substrate/groundwater 
systems  in  or  near  the  surf  zone.  Eight 
shoreline  types  with  varying  oil 
holding  capacities  and  seven  oil  types 
encompassing  a  range  of  viscosities 
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can  be  simulated. 

Specifications:  Diskette.  Language: 
FORTRAN  77.  8087  math  coprocessor 
and  a  hard  disk  . 


Complex  Effluent  Toxicity  Information 

System  (CETIS) 

(Software) 

Environmental  Protection  Agency 
Order  number  PB92-501899HCR 
Price  code:  D04 
The  Complex  Effluent  Toxicity 
Information  System  (CETIS),  is  a  set  of 
computerized  functions  that  provide 
standardized  entry,  maintenance, 
storage,  and  retrieval  of  toxicity  test 
data.  CETIS  is  designed  to  upload  into 
both  the  toxicity  test  component  of  the 
STORET/BIOS  system  and  into  the 
NCC  CETIS  national  database.  CETIS  is 
also  designed  to  function  as  a 
standalone  toxicity  test  data  storage 
and  retrieval.  CETIS  should  be  used  by 
permitting  and  compliance  functions  at 
all  levels  of  government.  CETIS  is  also 
an  important  tool  which  assists 
dischargers  in  complying  with  the 
Clean  Water  Act.  The  system  provides 
National  Pollution  Discharge  Elimina- 
tion System  (NPDES)  permitees  with  an 
efficient  mechanism  for  the  storage  and 
retrieval  of  biomonitoring  data.  PC/ 
CETIS  is  a  completely  menu-driven 
turnkey  system  with  many  unique 
features.  Extensive  data  entry  quality 
assurance  processing  improves  data 
integrity  and  reduces  turnaround  time. 
A  comprehensive,  expandable  set  of 
system  utilities  expedites  data  entry 
and  file  maintenance.  System  security 
protects  file  integrity  against  unautho- 
rized use.  An  on-line  'HELP'  utility  is 
available  at  all  levels  of  system 
processing.  An  optional  on-line 
Industrial  Facilities  Discharge  (IFD)  file 
substantially  reduces  entry  time  and 
insures  compatibility  with  the  National 
Computer  Center's  (NCC)  IFD  file 

Specifications:  Diskette.  File  format: 
Multiple  formats.   System:  IBM  XT/ AT/ 
PS2  or  compatible;  MS  DOS  operating 
system,  640K.  System  operates  in  a 
compiled  FoxBASE+  processing 
environment. 


♦  Continuous  Release  -  Emergency 
Response  Notification  System 
(Software) 

Environmental  Protection  Agency 
Order  number  PB91-509935HCR 
Price  code:  D02 

The  Continuous  Release  -  Emergency 
Response  Notification  System  (CR- 
ERNS)  is  a  user-friendly  software 
system  designed  to  assist  facilities  and 
vessels  in  complying  with  the  continu- 
ous release  reporting  requirements  of 
CERCLA  Section  103  (0  (2).  CR-ERNS  is 
designed  to  allow  users  to  report 
multiple  releases  of  hazardous 
substances  from  multiple  sources,  and 
to  generate  both  printed  and  electronic 
reports  for  submittal  to  the  U.S. 
Environmental  Protection  Agency. 

Specifications:  Diskette.  System:  IBM 
or  IBM-compatible;  MS  DOS  3-0  or 
higher  operating  system,  512K. 
Language:  Fortran/Clipper. 

Design  Procedure  for  Pollutant 
Loadings  and  Impacts  for  Highway 
Stormwater  Runoff  (IBM  Version) 
(Software) 

Department  of  Transportation,  Federal 
Highway  Administration 
Order  number  PB93-504579HCR 
Price  code:  D02 

This  interactive  computer  program  was 
developed  to  make  a  user  friendly 
procedure  for  the  personal  computer 
for  calculations  and  guidance  to  make 
estimations  of  pollutant  loadings  and 
impacts  from  highway  stormwater 
runoff  which  are  presented  in  the 
Publication  FHWA-RD-88-006,  'Pollut- 
ant Loadings  and  Impacts  from 
Highway  Stormwater  Runoff,  Volume  I: 
Design  Procedure.' 
This  computer  program  is  for  the 
evaluation  of  the  water  quality  impact 
from  highway  stormwater  runoff  to  a 
lake  or  a  stream  from  a  specific 
highway  site  considering  the  necessary 
rainfall  data  and  geographic  site 
situation.  The  evaluation  considers 
whether  or  not  the  resulting  water 
quality  conditions  can  cause  a  problem 
as  indicated  by  the  violations  of  water 
quality  criteria  or  objectives.  When 
appropriate,  it  also  examines  the  extent 
to  which  selected  control  measures  can 
be  expected  to  mitigate  any  adverse 
impacts. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 


separately  as  PB90-257544.  System: 
IBM  compatible;  MS  DOS  operating 
system.  Language/Format:  Product 
includes  two  programs  and  two  file 
setups.  (1)  Interactive  Program  and  the 
Basic  Runtime  Program  (2)  Program 
files  and  Reference  Data  files. 


Design  Procedure  for  Pollutant 

Loadings  and  Impacts  for  Highway 

Stormwater  Runoff  (Macintosh 

Version) 

(Software) 

Department  of  Transportation,  Federal 

Highway  Administration 

Order  number  PB93-504587HCR 

Price  code:  D02 

Specifications:  Diskette.   System: 
Apple  Macintosh  operating  system. 
Language/Format:  Product  includes 
two  programs  and  two  file  setups.  (1) 
Interactive  Program  and  the  Basic 
Runtime  Program  (2)  Program  files  and 
Reference  Data  files. 


♦  EPA  Model  Pretreatment  Ordinance 
(Software) 

Environmental  Protection  Agency 
Order  number  PB93-506079HCR 
Price  code:  D02 

This  is  a  model  pretreatment  ordinance 
that  is  intended  for  use  by  municipali- 
ties operating  publicly  owned  treat- 
ment works  that  are  required  to 
develop  pretreatment  programs  to 
regulate  industrial  discharges  to  their 
systems. 

Specifications:  Diskette.  Language: 
Word  Perfect  5.1. 


EXXON  Valdez  Hindcast 
(Software) 

Department  of  Commerce,  National 

Oceanic  and  Atmospheric 

Administration 

Order  number  PB92-503176HCR 

Price  code:  D02 

Once  installed,  the  'HindCast  Player' 

HyperCard  stack  displays  the  spill 

trajectory  of  the  EXXON  Valdez  oil 

spill  in  the  Prince  William  Sound  in 

March  of  1989. 

This  product,  Exxon  Valdez  Hind  Cast' 

contains  one  compressed  file  and  one 

documentation  file.  The  file  containing 

the  documentation  is  named  'Read. me', 

and  the  compressed  file  is  named, 

Exxon  HindCasts'.  The  compressed 

folder  contains  a  moov  file  called 
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'EXXON  Valdez',  a  Hyper  Cord  Stack 
called,  'HindCast  Player  v/2',  and 
Apples  QuickTimeTM  extension  file. 

Specifications:  Diskette.  System: 
Macintosh  II  or  Quadra  Family;  System 
6.0.5  or  System  7.0  operating  system. 
Language:  HyperCord  2.1.  Decom- 
pressed files  require  55  MB  hard-disk 
space  is  required. 

Fate  and  Treatability  Estimator 

(FATE)  Model 

(Software) 

Environmental  Protection  Agency 
Order  number  PB91-507236HCR 
Price  code:  D03 

This  model  was  developed  to  help 
users  understand  the  fate  and 
treatability  of  pollutants  in  wastewaters 
discharged  to  conventional  activated 
sludge  Publically  Owned  Treatment 
Works  (POTWs).  It  aids  the  user  in 
evaluating  whether  pollutants  in  an 
influent  to  a  POTW  are  sorbed  onto 
sludge,  are  volatilized  off  into  the 
atmosphere,  or  are  biodegraded.  The 
software  also  will  estimate  the  amount 
of  the  pollutant  in  each  process  end 
point  of  the  model,  as  well  as  percent 
total  removal  from  the  wastewater 
influent  stream. 

The  fate  model  has  the  capability  to 
evaluate  the  treatability  of  both 
inorganic  and  organic  pollutants 
discharged  to  a  POTW.  Since  inorganic 
and  organic  compounds  are  removed 
by  different  physical  and  chemical 
processes  in  a  POTW,  FATE  consists  of 
separate  models  for  organic  fate 
analysis  and  inorganic  fate  analysis. 
The  calibration  and  validation  of  the 
FATE  model  is  based  on  actual  plant 
data  from  a  recent  nation-wide  survey 
of  domestic  POTWs.  Plant  performance 
data  used  in  the  calibration  and 
validation  was  obtained  from  actual 
measurements  of  the  influents  and 
effluents  of  the  surveyed  POTWs.  A 
detailed  description  of  the  uses  and 
components  of  the  FATE  Model  is 
included  with  the  CERCIA  Site 
Discharges  to  POTWs  Treatability 
Manual. 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB91-921269.   System: 
IBM  PC  AT,  XT;  MS  DOS  2.2+  operat- 
ing system,  384K.  Language:  'C. 
Clipper  compiled. 


Fate  Model  Program,  Version  1.0 
(Software) 

Environmental  Protection  Agency 
Order  number  PB91-507137HCR 
Price  code:  D01 

The  FATE  Model  has  been  developed 
for  predicting  the  fate  of  organics  in  a 
completely  mixed  activated  sludge 
treatment  plant  operated  under 
acclimated  conditions.  It  has  been 
validated  using  experimental  data  from 
a  pilot-scale  facility  and  full-scale 
treatment  plants.  The  biogradation 
kinetic  constants  for  some  compounds 
were  estimated  using  group  contribu- 
tion approach. 

Applications  of  the  model  include  (1) 
assessment  of  emissions  of  volatile 
organic  compounds  from  wastewater 
treatment  plants,  (2)  estimation  of  the 
concentration  of  toxic  compounds 
associated  with  sludges,  and  (3)  a 
general  framework  for  estimating  the 
removal  of  toxic  compounds  during 
conventional  primary/activated  sludge 
treatment. 

Specifications:  Diskette.  Language: 
FORTRAN  77. 

Fish  and  Chemistry  Data  for  the 
Upper  Peninsula  of  Michigan  Report 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB92-503085HCR 
Price  code:  D02 

The  Eastern  Lake  Survey-Phase  I,  was 
conducted  in  the  fall  of  1984  and 
involved  a  synoptic  survey  of  water 
quality  in  a  probability  sample  of  1612 
lakes  in  1 1  subregions  in  the  astern 
United  States.  In  1986,  a  subset  of 
lakes  in  one  subregion  (Subregion 
2B:Upper  Peninsula  of  Michigan)  were 
resurveyed  to  assess  fish  community 
status  and  concentrations  of  total 
mercury  in  fish  tissue.  In  support  of 
the  National  Acid  Precipitation 
Assessment  Program,  49  lakes  were 
sampled  over  a  3-month  period  in 
summer  1986.  Fish  surveys  were 
conducted  by  Michigan  State  Univer 
sity;  total  mercury  samples  were 
processed  by  Cornell  University  and 
analyzed  by  Syracuse  University.  The 
data  base  consists  of  four  components: 
(1)  water  chemistry  data  for  the  49 
lakes  collected  in  Fall  1984  during 
Phase  I  of  the  Eastern  Lake  Survey,  (2) 
additional  water  chemistry  collected 
during  the  Phase  II  survey  in  the 


summer  of  1986,  (3)  the  species  and 
numbers  of  fish  caught  per  unit  of 
sampling  gear,  and  (4)  individual  fish 
data  on  age,  length,  weight,  and  total 
mercury  concentration. 
Data  Files:  Please  note:  all  data  files 
are  compatible  with  the  Statistical 
Analysis  System  (SAS) 

1.  AGE1:  Fish  aging  data 

2.  ALLNBA:Fisheries  and  Phase  I 
chemistry  data  used  in  the  analysis 

3.  CATCH1:  Fish  catch  data 

4.  Lengthl:  Fish  length  data 

5.  PHASE1:  Phase  I  ELS  chemistry  data 

6.  PHASE2:  Phase  II  ELS  chemistry  data 

Specifications:  Diskette.  File  format: 
SAS.  Documentation  included;  may  be 
ordered  separately  as  PB90-263484  and 
PB92-169630.    System:  IBM  PC  or 
Compatible. 

♦  Great  Lakes  Water  Quality  Guid- 
ance Implementation  Procedures 
Compliance  Cost  Study  Technical 
Background  Document 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-505402HCR 
Price  code:  D04 

This  electronic  document  presents  the 
detailed  results  of  the  evaluations 
performed  to  estimate  the  compliance 
costs  related  to  the  proposed  Great 
Lakes  Water  Quality  Guidance. 
Specifically,  this  document  provides 
the  results  of  the  individual  evaluations 
performed  on  the  59  sample  facilities 
selected  to  represent  the  universe  of 
direct  dischargers  to  the  Great  Lakes 
System. 

Specifications:  Diskette.   System:  IBM 
compatible;  MS  DOS  operating  system. 
Language:  Word  Perfect  5.1. 

Groundwater  Education  System 
(Software) 

Environmental  Protection  Agency 
Order  number  PB92-500370HCR 
Price  code:  D01 

The  Groundwater  Education  System  is 
a  program  designed  on  the  concept  of 
hypermedia.  Users  operating  the 
program  using  hyper  text  can  deter- 
mine how  much  information  they 
receive  from  the  program  by  selecting 
what  topics  they  want  to  see.  The  user 
selects  hypertext  links  by  clicking  on  a 
highlighted  word  or  phrase.  The 
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program  then  sends  the  user  to 
another  section  regarding  their 
selection.  In  this  way,  more  material 
can  be  interwoven.  This  allows  a 
broader  scope  for  education  and 
applications. 

Specifications:  Diskette.  System:  IBM 
compatible;  MS  DOS  2.1  operating 
system,  500K.  Language:  Knowledge 
Pro/ASCII.  EGAGraphics  and  a  hard 
drive  or  high  density  disk  drive 
required. 

Highway  Runoff  Master  Database 
(Datafile) 

Department  of  Transportation,  Federal 
Highway  Administration 
Order  number  See  below  for  each 
format 

Price  code:  D02 

The  Master  Database  presents  tabu- 
lated summaries  of  all  the  storm 
rainfall,  runoff  volume  and  pollutant 
concentrations.  Monitoring  data  from 
31  highway  sites  throughout  the 
continental  United  States  are  provided, 
along  with  three  grass  sites  which  were 
adjacent  to  three  of  the  highway  sites. 
Each  site  has  summary  items  such  as 
general  and  physical  data  for  the  site, 
and  the  concentrations,  rainfall  and 
runoff  volumes  for  each  of  the  storm 
events  that  were  monitored  at  that  site. 
These  summary  spreadsheets  are  dated 
November  12,  1986.  A  total  of  10 
pollutants  were  selected  for  detailed 
analysis  on  the  basis  that  they  (a)  were 
generally  monitored  at  most  of  the  31 
study  sites  in  11  states  and  provided  a 
large  enough  sample  for  analysis:  and 
(b)  were  satisfactorily  surrogates  for 
evaluating  the  potential  for  highway 
runoff  to  create  adverse  water  quality 
impacts.  They  include  suspended 
solids,  nutrients,  and  heavy  metals.  The 
resulting  event  database  was  put  into 
spreadsheet  for  each  of  the  31  sites 
analyzed 

Specifications:  Diskette.   Ordering 
information  for  each  format:  (A)  one  3 
1/2  in.  HD,  DOS  format  (order  number 
PB93-505170),  (B)  two  3  1/2  in  DD, 
executable  code  for  Macintosh  (order 
number  PB93-505188).  System:  IBM 
XT;  DOS  operating  system.  For  edited 
version  of  this  database,  see  PB93- 
505196. 


Highway  Runoff  Working  Database 
(Datafile) 

Department  of  Transportation,  Federal 
Highway  Administration 
Order  number  See  below  for  each 
format 

Price  code:  D02 

Tabulated  summaries  of  the  storm 
rainfall  volume,  and  pollutant  concen- 
trations from  the  original  31  sites  found 
in  the  'Highway  Runoff  Master 
Database'  received  a  quality  control 
review  and  some  sites  were  removed 
from  the  analyses  because  of  the  low 
number  of  sampled  events  at  that  site 
and/or  because  the  number  of  studies 
in  a  state  was  too  large,  and  would 
bias  nationwide  data  base.  The  data  in 
these  spreadsheets,  dated  December 
15,  1986,  reflect  the  edited  data  set  or 
the  'Working  Database'.  Each  site  has 
summary  items  such  as  general  and 
physical  data  for  the  site,  and  the 
concentrations,  rainfall  and  runoff 
volumes  for  each  of  the  storm  events 
that  were  monitored  at  that  site.  A  total 
of  10  pollutants  were  selected  for 
detailed  analysis  on  the  basis  that  they 

(a)  were  generally  monitored  at  most 
of  the  31  study  sites  and  provided  a 
large  enough  sample  for  analysis:  and 

(b)  were  satisfactory  surrogates  for 
evaluating  the  potential  for  highway 
runoff  to  create  adverse  water  quality 
impacts.  They  include  suspended 
solids,  nutrients,  and  heavy  metals.  For 
certain  sites,  the  "Working  Database' 
listing  segregates  the  event  data  into 
two  separate  groupings.  In  all  such 
cases,  the  second  group  represents 
those  runoff  events  associated  with 
snow  melt 

Specifications:  Diskette.  For  Master 
Database,  see  PB93-505170. 

Initial  Mixing  Characteristics  of 
Municipal  Ocean  Discharges:  Volume 
II  Computer  Programs 
(Software) 

Environmental  Protection  Agency 
Order  number  PB86-137486HCR  $75 
Initial  Mixing  Characteristics  of 
Municipal  Ocean  Discharges  are 
described  in  the  Universal  Data  File,  it 
also  contains  complete  program  listings 
of  five  mathematical  models  that 
provide  flux-average  dilution  and  rise- 
height  of  a  wastewater  plume  dis- 
charged into  waters  of  greater  density. 
The  companion  report  (volume  I) 


contains  analytical  solutions  and 
detailed  descriptions  of  the  models. 
Guidance  is  provided  for  the  range  of 
values  within  which  the  analytical 
solutions  provide  acceptable  estimates. 
Use  of  the  models  is  recommended  for 
conditions  outside  these  ranges  and  for 
detailed  analysis.  The  IBM  compatible 
diskette  has  the  programs  slightly 
altered  to  compile  using  Microsoft 
FORTRAN  (Version  3.1  or  higher)  or 
IBM  Personal  Computer  Professional 
FORTRAN. 

Specifications:  Diskette.   System:  IBM- 
PC/XT  or  compatible;  PC  DOS  3.0 
operating  system,  360K.  Language: 
FORTRAN. 


Leaking  Underground  Storage  Tank 
(LUST)  Site  Characteristics  Database 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB90-502337HCR 
Price  code:  D02 

The  diskette  contains  the  actual  data 
collected  to  write  the  report  using 
common  parameters  that  are  routinely 
employed  by  environmental  consult- 
ants when  evaluating  leaking  under- 
ground storage  tank  (LUST)  sites. 
These  parameters  include  the  hydraulic 
gradient,  hydraulic  conductivity,  depth 
to  groundwater  or  potentiometric 
surface,  aquifer  thickness,  type  of 
aquifer,  porosity  and  local  geology. 
The  data  was  collected  primarily  from 
sites  located  in  Texas  and  New  Mexico 
and  was  obtained  from  available  state 
records. 

Specifications:  Diskette.  File  format: 
dBase  III  Plus.  Documentation 
included;  may  be  ordered  separately  as 
PB90-214834.    System:  IBM-PC 
compatible;  MS  DOS  2.1  operating 
system,  640K. 

National  Sewage  Sludge  Survey 
(NSSS)  SAS  Transport  Version 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB90-501834HCR 
Price  code:  T03 

The  National  Sweage  Sludge  Survey 
(NSSS)  consistes  of  two  tapes:  the 
Analytical  Assessment  of  Sewage 
Sludge  at  Final  Disposal  and  the  1988 
Sewage  Sludge  Use  and  Disposal 
Questionnaire  Survey.  The  1988 
National  Sweage  Sludge  Use  and 
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Disposal  Survey,  conducted  under  the 
direction  of  the  US  EPA,  generated  the 
data  contained  on  these  tapes. 
The  Analytical  Assessment  tape 
contains  data  from  samples  collected 
from  secondary  treatment  Publicly 
Owned  Treatment  Works  (POTWs)  just 
prior  to  disposal.  The  samples  of 
sludge  were  analyzed  chemically  to 
quantitate  the  concentration  of  organic- 
pollutants,  metals,  dioxins,  and 
pesticides.  Sampled  POTWs  resulted 
from  a  national,  stratified  random 
probability  sample  drawn  from  a 
sampling  frame  of  11,346  POTWs  in 
the  contiguous  United  States. 
The  Sewage  Sludge  Use  and  Disposal 
tape  contains  data  collected  on  sewage 
sludge  generation  and  disposal 
practices  resulting  from  a  national, 
stratified  random  probability  sample  of 
479  secondary  treatment  POTWs. 
These  facilities  were  drawn  from  a 
sampling  frame  of  11,407  POTWs. 
Questions  addressed  service  area, 
POTW  operating  proactices,  sewage 
sludge  generation,  wastewater  pretreat- 
ment,  wastewater  and  sewage  sludge 
testing,  POTW  financial  information, 
and  specific  sewage  sludge  use  and 
disposal  practices.  Four  hundred  sixty- 
two  participating  facilities  provided 
responses  to  questions  pertaining  to 
operations  during  the  calendar  year 
1988.  These  responses  are  contained  in 
22  SAS  members  in  this  data  base. 
General  guidance  for  the  user  is 
provided  in  the  report  titled,  National 
Sewage  Sludge  Survey:  Data  Element 
Dictionary  for  the  Questionnaire  and 
Analytical  Data  Base. 

Specifications:  Magnetic  tape.  System: 
IBM  3090;  OS  operating  system.  This 
tape  is  in  SAS  transport  format.  Inorder 
to  use  the  data,  the  file  must  be 
converted  to  a  SAS  dataset.  the  method 
for  converting  to  a  SAS  dataset  and  an 
example  is  enclosed. 

National  Surface  Water  Survey 
Eastern  Lake  Survey,  Phase  1  (ELS-1) 
1984  ASCII  Tape 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB87-193322HCR 
Price  code:  T03 

The  Eastern  Lake  Survey-Phase  I  (ELS- 
I),  conducted  in  the  Fall  of  1984,  was 
the  first  part  of  a  long-term  effort  by 
the  U.S.  Environmental  Protection 


Agency  known  as  the  National  Surface 
Water  Survey.  It  was  designed  to 
synoptically  quantify  the  surface  water 
quality  of  the  United  States  in  areas 
expected  to  exhibit  low  buffering 
capacity.  This  effort  was  in  support  of 
the  National  Acid  Deposition  Assess- 
ment Program.  The  Survey  involved  a 
three-month  field  effort  in  which  1612 
probability  sample  lakes  and  186 
special  interest  lakes  in  the  northeast, 
southeast,  and  upper  mid-west  regions 
of  the  United  States  were  sampled.  The 
data  base  supporting  this  effort  was 
designed  and  data  management  was 
implemented  by  the  Environmental 
Sciences  Division  of  the  Oak  Ridge 
National  Laboratory.  This  document 
provides  the  information  necessary  for 
researchers  to  transfer  the  ELS-I  data 
base  accurately  to  their  own  computer 
systems.  A  data  dictionary,  this 
document  also  includes  complete 
descriptions  of  the  variables  in  the  data 
base  and  of  the  data  set  formats. 

1984  EBCDIC  Tape 

Order  number  PB87-193314HCR 

Price  code:  T03 

1984  SAS  Export  data 

Order  number  PB87-193306HCR 
Price  code:  T03 

1934  SAS  Tape 

Order  number  PB87-193298HCR 

Price  code:  T03 

Diskette 

Order  number  PB87-193330HCR 

Price  code:  D05 

Specifications:  System:  IBM-PC;  PC- 
DOS  operating  system. 

Oil  and  Hazardous  Materials,  Techni- 
cal Assistance  Data  System  (OHM- 
TADS) 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-500577HCR 
Price  code:  D06 

OHMTADS  contains  information  (for 
example,  chemical  properties,  regula- 
tory information,  safety  data,  toxicity 
data,  and  response  information)  on 
hazardous  substances. 
The  database  provides  vital  informa- 
tion to  spill  response  team  personnel, 
especially  in  emergency  situations 
where  readily  accessible  information 
on  the  degree  of  the  hazards  involved, 
appropriate  countermeasures,  and 
effective  personnel  safety  precautions 


is  of  critical  importance.  Quantitative 
data  and  interpretative  comments 
found  in  the  126  fields  that  constitute 
OHM-TADS  can  be  used  as  a  basis  for 
decision  making  and  initiation  of 
corrective  action  for  both  on-scene 
coordinators  and  emergency  response 
teams.  Additionally,  OHM-TADS  covers 
regulatory  information,  including 
shipping  requirements  and  water 
standards,  as  well  as  a  wide  variety  of 
physical,  chemical,  biological,  toxico- 
logical,  and  commercial  data  of  value 
for  enforcement  and  research  activities. 
Sources  of  information  presented  in 
OHM-TADS  include  journal  articles, 
symposia  papers,  government  reports, 
and  basic  reference  texts. 

Specifications:  Diskette.  File  format: 
CLIPPER.  Dcxumentation  included; 
may  be  ordered  separately  as  PB93- 
111706.  Documentation  is  also  on  a 
file.    System:  IBM-compatible  PC;  MS 
DOS  Version  3-0  or  higher  operating 
system,  40MB.  Installation  instructions 
are  on  each  diskette.  Type  README' 
for  instructions.  The  executible 
software  provided  allows  the  user  to 
Add,  Browse,  Edit,  Print,  and  perform 
various  utility  operations  on  the  OHM- 
TADS  files. 


♦  Oil  Spill  Case  Histories,  U.S.  and 
International,  1967-1991 
(Datafile) 

Department  of  Commerce,  National 
Oceanic  and  Atmospheric 
Administration 

Order  number  PB93-502748HCR 
Price  code:  D02 
By  providing  insights  into  past 
experiences,  this  database  of  oil  spill 
case  histories  will  benefit  those 
involved  in  spill  response  and  contin- 
gency planning.  These  case  histories, 
developed  by  National  Oceanic  and 
Atmospheric  Administration  with 
significant  funding  and  consultation  by 
the  U.S.  Coast  Guard  Research  and 
Development  Center,  are  intended  as 
planning  aids  for  scientific  and 
operational  decision-making  at  spills, 
and  to  ensure  that  particular  strategic 
elements  are  properly  addressed  in 
contingency  planning.  They  can  be 
used  for  constnicting  scenarios  and  for 
'gaming'  a  spill. 

The  information  was  collected  from 
interviews  with  representatives  of  U.S. 
and  international  oil  spill  response 


Subscription 
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agencies.  The  information  covers 
significant  spills  in  U.S.  and  interna- 
tional waters  from  1967-1991  in  which 
more  than  100,000  barrels  were  spilled 
internationally  or  10,000  barrels  spilled 
in  U.S.  waters,  dispersants  or 
bioremediation  agents  were  used,  and 
involved  severe  environmental 
impacts. 

The  disk  includes  a  HyperCard  stack  of 
approximately  100  files.  Each  file 
represents  one  spill  and  is  searchable 
using  keywords  and  other  descriptors, 
using  standard  HyperCard  search 
functions.  The  disk  also  includes  a 
keyword  dictionary  and  an  introduc- 
tion describing  the  project. 

Specifications:  Diskette.  .  Documenta- 
tion included;  may  be  ordered 
separately  as  PB93-144517.  The 
complete  database  consists  of  two 
parts,  a  printed  publication  with  full 
case  histories  and  a  Macintosh  disk 
containing  a  text  copy  of  the  publica- 
tion and  a  HyperCard  stack  summariz- 
ing each  of  these  histories.    System: 
Apple  Macintosh;  Memory:  1MB.  The 
HyperCard  stack  is  based  on  CAMEO™, 
hazardous  materials  planning  and 
response  software  developed  by  NOAA 
and  EPA. 


Permit  Tracking  System  (PTS), 

Version  1.0 

(Software) 

Environmental  Protection  Agency 
Order  number  PB92-500347HCR 
Price  code:  D03 

The  Permit  Tracking  System  (PTS)  was 
developed  to  track  information  on  the 
wetland  resource  affected  by  permit- 
ting, as  opposed  to  information  on  the 
permit  status  and  activity  (e.g., 
acceptance  or  renewaD.The  PTS  was 
designed  to  complement  existing 
systems  that  track  permit  activity  to 
avoid  duplicating  the  efforts  of  other 
agencies.  It  is  designed  to  track 
information  from  three  types  of  permit 
systems,  permits  issued  under  Section 
404  of  the  Clean  Water  Act,  Section 
401  of  the  Clean  Water  Act,  and  state 
authority.  There  is  also  an  option  to 
track  data  from  other  permit  systems. 
The  Permit  Tracking  System  (PTS)  is 
divided  into  two  main  components: 
data  entry  and  query.  The  PTS 
simplifies  the  process  of  data  entry.  In 
most  cases,  the  user  is  merely  required 
to  check  off  items,  as  opposed  to 


doing  a  lot  of  typing.  Standardized 
categories,  with  definitions,  are  given 
for  items,  such  as  Cowardin  wetland 
types  (Cowardin  et  al.  1979),  project 
types,  and  wetland  functions.  Selecting 
items  and  entering  minimal  verbiage 
eliminates  most  of  the  errors  typically 
associated  with  data  entry.  The  PTS 
also  contains  a  program  that  sorts  and 
prints  all  the  items  listed  in  each 
category,  making  it  easy  to  recognize 
information  that  has  been  entered 
incorrectly.  After  data  have  been 
entered,  corrections,  additions,  and 
deletions  can  easily  be  incorporated 
into  the  PTS. 

The  menu-driven  query  component  of 
the  PTS  allows  the  user  to  generate 
questions  utilizing  the  contents  of  the 
database.  The  program  identifies  all 
possible  combinations  and  compiles 
the  answers,  which  can  be  viewed  on 
the  screen,  copied  to  disk  for  conver- 
sion to  tables  and  figures,  or  printed  as 
hardcopy.  The  PTS  not  only  eliminates 
the  potential  errors  inherent  to 
querying  in  other  software  packages, 
but  also  substantially  reduces  the  time 
needed  for  analyses 

Specifications:  Diskette.  Documenta- 
tion included;  may  be  ordered 
separately  as  PB92-105659.    System: 
IBM  PC  XT,  AT,  or  compatible;  PC 
DOS  or  MS  DOS  Version  2.0  or  greater 
operating  system,  640K.  Language: 
Clipper(XBase).  The  key  features  that 
are  helpful,  but  not  essential  are:  a 
color  monitor,  a  fast  hard  diskOess 
than  28  milliseconds  average  access 
time),  and  a  fast  processor* for  ex- 
ample, a  386). 

Preamble  and  Final  Sludge  Rule 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-500478HCR 
Price  code:  D01 

The  Sewage  Sludge  Use  and  Disposal 
Regulation  (40  CFR  Part  503)  sets 
national  standards  for  pathogens  and 
10  heavy  metals  in  sewage  sludge.  It 
also  defines  standards  (or  management 
practices)  for  the  safe  handling  and  use 
of  sewage  sludge.  This  rule  is  designed 
to  protect  human  health  and  the 
environment  when  sewage  sludge  is 
beneficially  applied  to  the  land,  placed 
in  a  surface  disposal  site,  or  inciner- 
ated. The  rule  was  developed  in 
accordance  with  the  1987  Amendments 


to  the  Clean  Water  Act. 

Specifications:  Diskette.  File  format: 
Word  Perfect  5.1.   System:  IBM 
compatible;  MS  DOS  operating  system. 


♦  PRELIM,  Version  4.0 
(Software) 

Environmental  Protection  Agency 
Order  number  PB93-505980HCR 
Price  code:  D03 

The  PRELIM  4.0  program  is  designed 
to  be  used  in  concurrence  with  U.S. 
Environmental  Protection  Agency's 
(EPA's)  1987  Guidance  Manual  on  the 
Development  and  Implementation  of 
Local  Discharge  Limitations  Under  the 
Pretreatment  Program  (hereafter 
referred  to  as  EPA's  local  limits 
guidance  manual)  in  developing 
technically  based  local  limits  for 
Publicly  Owned  Treatment  Works 
(POTWs).  The  program  can  be  useful 
to  POTWs  or  consultants  for  develop- 
ing or  revising  local  numeric  limita- 
tions, and  to  States  and  EPA  personnel 
for  reviewing  the  proposed  specific 
pollutant  limits  in  POTW  pretreatment 
program  submissions  or  local  limits 
submissions.  PRELIM  4.0  is  a  tool  that 
simulates  the  methodology  and 
calculations  found  in  EPA's  local  limits 
guidance  manual.  Users  of  PRELIM 
cannot  replace  sound  judgement 
where  interpretation  of  input  or  output 
data  is  needed.  Moreover,  the  technical 
adequacy  of  the  PRELIM  output  is 
primarily  a  function  of  the  extent  and 
quality  of  POTW-specific  data  input. 
Extensive  reliance  on  PRELIM  literature 
data  will  greatly  diminish  the  validity 
of  PRELIM-derived  local  limits. 

Specifications:  Diskette.   System:  IBM 
compatible;  MS  DOS  operating  system. 
640K  RAM  required. 

♦  Production  ARCEDIT 
(Software) 

Department  of  the  Army,  US  Army 
Corps  of  Engineers 
Order  number  PB94-500162HCR 
Price  code:  D02 

The  Long  Term  Resource  Monitoring 
Program  (LTRMP)  was  authorized 
under  the  Water  Resources  Develop- 
ment Act  of  1986  (Public  Law  99-662) 
as  an  element  of  the  U.S.  Army  Corps 
of  Engineers'  Environmental  Manage- 
ment Program.  The  LTRMP  is  being 
implemented  by  the  Environmental 
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Management  Technical  Center,  an 
office  of  the  U.S.  Fish  and  Wildlife 
Service,  in  cooperation  with  the  five 
Upper  Mississippi  River  System  states, 
Illinois,  Iowa,  Minnesota,  Missouri,  and 
Wisconsin,  with  guidance  and  program 
responsibility  provided  by  the  U.S. 
Army  Corps  of  Engineers. 
The  mission  of  the  LTRMP  is  to 
provide  decision  makers  with  informa- 
tion to  maintain  the  Upper  Mississippi 
River  System  as  a  viable  large  river 
ecosystem  given  its  multiple-use 
character.  The  long  term  goals  of  the 
program  are  to  understand  the  system, 
determine  resource  trends  and  impacts, 
develop  management  alternatives, 
manage  information,  and  develop 
useful  products. 

Specifications:  Diskette.  File  format: 
UNIX  TAR.  Documentation  included; 
may  be  ordered  separately  as  PB94- 
104627.    System:  IBM  compatible;  MS 
DOS  operating  system. 

Proposed  Water  Quality  Guidance  for 

the  Great  Lakes  System 

(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-504504HCR 
Price  code:  D02 

Specifications:  Diskette.  File  format: 
Word  Perfect  5.1.    System:  IBM  PC/AT/ 
XT  compatible;  MS  DOS  3.0+  operating 
system,  640K. 

4  Recovery:  Assessing  the  Impact  of 
Contaminated  Sediment  on  Overlying 
Water,  Version  1 .0 
(Software) 

Department  of  the  Army,  US  Army 
Corps  of  Engineers 
Order  number  AD-M000  234HCR 
Price  code:  D01 

To  make  hazard  assessments,  the 
extent  and  magnitude  of  the  influence 
of  contaminated  sediment  on  the 
overlying  water  column  must  be 
delineated.  RECOVERY,  a  PC-based 
zero  dimensional  model,  was  devel- 
oped to  assess  the  impact  of  contami- 
nated sediment  on  the  overlying  water. 
The  model  was  modified  to  make  it 
more  applicable  to  laboratory  micro- 
cosm settings  and  shon-term  scenarios 
(7  days),  and  to  facilitate  use  by 
USACE  field  offices  for  assessing  the 
potential  impact  of  contaminated 
sediment  on  the  overlying  water.  The 


analysis  is  limited  to  organic  contami- 
nants and  to  well-mixed  surface 
waters. 

RECOVERY  is  designed  for  interactive 
implementation  via  personal  computer. 
The  program  allows  the  user  to 
generate  and  analyze  the  expected 
course  of  events  for  contaminated 
sediments.  The  results  are  displayed  as 
plots  of  contaminant  concentration  in 
the  water  versus  time.  The  model  will 
only  predict  desorption. 

Specifications:  Diskette.  System:  IBM 
compatible;  MS  DOS  operating  system. 
Requires  2MB  of  available  memory. 


♦  Regulatory  Impact  Analysis  (RIA) 
for  the  Proposed  Great  Lakes  Water 
Quality  Guidance 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB93-505386HCR 
Price  code:  D02 

This  Regulatory  Impact  Analysis 
Provides  direction  to  the  Great  Lakes 
states  and  Tribes  on  minimum  water 
quality  standards  and  contains  numeri- 
cal water  quality  criteria  for  32 
pollutants  as  well  as  methodologies  for 
the  development  of  water  quality 
criteria  for  additional  pollutants 
discharged  to  these  waters.  It  also 
provides  guidance  to  the  Great  Lakes 
States  and  Tribes  on  antidegradation 
policies  and  standards  and  implemen- 
tation procedures. 

Specifications:  Diskette.  System:  IBM 
compatible;  MS  DOS  operating  system. 
Language:  Word  Perfect. 

Selected  Microcomputer  Programs 
for  Water  Quality  Assessments 
(Experimental) 
(Software) 

Environmental  Protection  Agency 
Order  number  PB86-234713HCR  $90 
Accompanying  the  computer  program 
manual  is  an  album  of  microcomputer 
disks  designed  to  expedite  water 
quality  management  information  to  the 
states  from  the  regional  offices  of  the 
U.S.  Environmental  Protection  Agency 
(EPA)  and  the  Fish  and  Wildlife 
Service.  The  programs  were  selected 
on  the  basis  of  familiarity  and  common 
use  by  aquatic  scientists  and  the 
potential  adaptability  of  the  methods  of 
microcomputer  applications.  The 


programs  are  'user  friendly'. 

Specifications:  Diskette,  operating 
system,  128K.  Language:  Applesoft 
BASIC. 


SLAPMAN  Model  for  Groundwater 

Pathway 

(Software) 

Environmental  Protection  Agency 
Order  number  PB89-138747HCR  $55 
The  model  provides  a  set  of  computer 
programs  designed  to  estimate 
concentrations  for  19  chemicals 
migrating  from  an  application  area. 
The  chemicals  are:  Arsenic,  Cadmium, 
Chromium,  Copper,  Lead,  Mercury, 
Nickel,  TKN,  Zinc,  Benzene, 
Benzo(a)pyrene,  Bis(2-ethylhexyl) 
phthalate,  oethylene,  Toxaphene. 
SLAPMAN  calculates  a  'reasonable 
worst  case'  level  of  human  exposure  to 
chemicals  leaching  from  an  application 
area  and  being  carried  downwind  by 
the  atmosphere.  Exposure  levels  can 
then  be  compared  to  health  criteria  to 
determine  if  they  are  likely  to  cause 
unacceptable  impacts.  It  can  also  be 
used  to  calculate  acceptable  input 
concentrations  given  limiting  concen- 
trations at  the  aquifer. 

Specifications:  Diskette.   +  operating 
system,  51 2K. 

Standardized  Costs  for  Water  Supply 

Distribution 

(Software) 

Environmental  Protection  Agency 
Order  number  PB92-501436HCR 
Price  code:  D02 

The  model  can  calculate  cost  data  for 
construction  and  operation/mainte- 
nance of  domestic  water  distribution 
and  transmission  pipelines,  water 
pumping  stations,  and  water  storage 
reservoirs.  By  varying  the  input  data,  it 
is  possible  to  perform  sensitivity 
analysis  on  a  proposed  system  cost  or 
compare  the  cost  of  alternative 
designs.  In  addition  to  new  construc- 
tion costs,  it  is  also  possible  to  make 
cost  estimates  for  expansion,  rehabilita- 
tion, and  repair  of  existing  systems. 

Specifications:  Diskette.  File  format: 
ASCII.  Documentation  included;  may 
be  ordered  separately  as  PB92-141290. 
System:  IBM  PC/AT 
;  MS  DOS  31  operating  system,  512K. 
Language:  Microsoft  FORTRAN. 
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Wastewater  Treatment-Cost  Estimate 
for  Construction  of  Publicly  Owned 
Facilities,  1982 
(Datafile) 

Environmental  Protection  Agency 
Order  number  PB83-173963HCR 
Price  code:  T08 

This  survey  modifies  and  updates 
comprehensive  cost  estimates  of  the 
five  previous  surveys  for  constructing 
all  grant-eligible  municipal  treatment 
works  needed  by  existing  and  future 
populations.  Advance  work  completed 
during  the  1982  Needs  Survey  will 
provide  the  foundation  for  linking 
treatment  facilities  with  their  receiving 
water  bodies  and  water  quality  impacts 
as  part  of  the  1984  Needs  Survey.  This 
is  the  only  complete  inventory  of 
municipal  treatment  works  (restricted 


to  publicly-owned  wastewater  convey- 
ance and  related  treatment  facilities). 
Privately-owned  facilities,  military 
installations  and  national  parks  are 
excluded. 


Watermaid;  Program  for  Calculating 
the  Performance  and  Cost  of 
Drinking  Water  Treatment  Systems 
(Software) 

Environmental  Protection  Agency 
Order  number  PB86-181120HCR  $90 
The  model  is  interactive,  requiring  the 
user  to  supply  input  data  in  response 
to  screen  prompts.  There  are  25  unit 
process  models  in  the  program,  which 
estimate  the  expected  performance  and 


associated  costs  for  drinking  water 
treatment  systems  based  on  raw  water 
quality  and  design  decision  parameters 
supplied  by  the  user.  By  varying  the 
input  data,  it  is  possible  to  perfonn 
sensitivity  analysis  on  a  proposed 
design  or  compare  the  performance 
and  cost  of  alternative  designs. 

Specifications:  Diskette.  Operating 
system,  256K.  Language:  BASIC. 
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•  Site  Enforcement  Tracking  System  (SETS)  (National ) 

Environmental  Protection  Agency.  Office  of  Science  and  Technology 

When  expending  Superfund  monies  at  a  CERCLA  (Comprehensive  Environmental  Response,  Compensation  and  Liability 
Act)  site,  EPA  must  conduct  a  search  to  identify  parties  with  potential  financial  responsibility  for  remediation  of  uncon- 
trolled hazardous  waste  sites.  EPA  regional  Superfund  Waste  Management  Staff  issue  a  notice  letter  to  the  potentially 
responsible  party  (PRP). 

Data  from  this  notice  letter  is  used' to  form  the  Site  Enforcement  Tracking  System  (SETS).  This  data  includes  the  name 
and  address,  a  company  contact,  the  date  the  notice  was  issued,  and  the  related  CERCLA  site  name  and  identification 
number. 

SETS  was  created  by  EPA  to  track  PRP  identification  at  both  NPL  (National  Priority  List)  and  non-NPL  sites.  SETS  does  not 
address  the  range  of  other  administrative  duties  related  to  tracking  the  PRP. 

These  lists  represent  EPA's  preliminary  findings  on  the  identities  of  PRPs.  Inclusion  on  these  lists  does  not  constitute  a 
final  determination  concerning  the  liability  of  any  party  for  the  hazard  or  contamination  at  any  CERCLA  site. 


Tape  format:  Available  in  9-track, 
EBCDIC  character  set,  1600  bpi.  or 
6250  bpi.  System:  IBM  3090;  ESA 
3.I.3  operating  system,  640K. 
Individual:  Order  number  PB90- 
591791HCR.  Price  code:  T02. 
Subscription:  Order  number  PB90- 
591790HCR.  U.S.,  Canada,  and 
Mexico  price  $960;  price  for  others 
$1,920.  Issued  quarterly. 

Diskette-5.25":  File  format:  ASCII. 
Individual:  Order  number  PB90- 
591781HCR.  Price  code:  D05. 
Subscription:  Order  number  PB90- 
591780HCR.  U.S.,  Canada,  and 
Mexico  price  $1,000;  price  for  others 
$2,000.  Issued  quarterly. 

Diskette-3.5":  File  format:  ASCII. 
Individual:  Order  number  PB92- 
592131HCR.  Price  code:  D05. 
Subscription:  Order  number  PB92- 
592130HCR.  U.S.,  Canada,  and 
Mexico  price  $1,000;  price  for  others 
$2,000.  Issued  quarterly. 


Region  1 

35"  Diskette 

Order  number  PB92-500131HCR. 

Price  code:  D01 
5.25"  Diskette 

Order  number  PB90-502618HCR. 

Price  code:  D01. 

Region  2 

3-5"  Diskette 

Order  number  PB92-500149HCR. 

Price  code:  D01 
525"  Diskette 

Order  number  PB90-502626HCR. 

Price  code:  D01. 

Region  3 

3-5" Diskette 

Order  number  PB92-500156HCR. 

Price  code:  D01 
525"  Diskette 

Order  number  PB90-502634HCR. 

Price  code:  D01. 

Region  4 

3.5"  Diskette 

Order  number  PB92-500164HCR. 

Price  code:  D01 
525"  Diskette 

Order  number  PB90-502642HCR. 

Price  code:  D01. 


Region  6 

3.5"  Diskette 

Order  number  PB92-500180HCR. 

Price  code:  D01 
525"  Diskette 

Order  number  PB90-502667HCR. 

Price  code:  DOT 

Region  7 

35"  Diskette 

Order  number  PB92-500198HCR. 

Price  code:  D01 
525"  Diskette 

Order  number  PB90-502675HCR. 

Price  code:  DOT 

Region  8 

3-5"  Diskette 

Order  number  PB92-500206HCR. 

Price  code:  D01 
525"  Diskette 

Order  number  PB90-502683HCR. 

Price  code:  DOT 

Region  9 

35"  Diskette 

Order  number  PB92-500214HCR. 

Price  code:  D01 
525"  Diskette 

Order  number  PB90-502691HCR. 

Price  code:  DOT 


Region  5 

35"  Diskette 

Order  number  PB92-500172HCR. 

Price  code:  D01 
5.25"  Diskette 

Order  number  PB90-502659HCR. 

Price  code:  DOT 


Region  10 

3-5"  Diskette 

Order  number  PB92-500222HCR. 

Price  code:  D01 
525"  Diskette 

Order  number  PB90-502709HCR. 

Price  code:  DOT 


Subscription 
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Toxic  Release  Inventory  (TRI)  data  from  the  U.S.  Environmental  Protection  Agency 

The  Toxic  Chemical  Release  Inventory  (TRI)  contains  data  covering  the  annual  estimated  releases  of  toxic  chemicals  to  the 
environment. 

EPA  established  an  inventory  of  toxic  chemical  emissions  from  certain  facilities  as  required  by  Section  313  of  the 
Emergency  Planning  and  Community  Right-to-Know  Act  (also  known  as  Title  III)  of  the  Superfund  Amendments  and 
Reauthorization  Act  (SARA)  of  1986  (Public  Law  99-499). 

Section  313  requires  that  the  public  be  notified  of  the  presence  of  chemicals  in  their  communities  and  releases  of  these 
chemicals  into  the  environment.  States  and  communities  can  use  this  information  to  work  with  industrial  facilities  required 
to  comply  with  Section  313  in  developing  procedures  to  help  protect  public  health  and  the  environment. 

The  TRI  reports  on  more  than  300  chemicals  and  categories.  The  reporting  requirement  applies  to  owners  and  operators 
of  facilities  that  have  10  or  more  full-time  employees,  that  are  in  Standard  Industrial  Classification  (SIC)  codes  20  through  39 
(i.e.,  manufacturing  facilities),  and  that  manufacture,  import,  process,  or  otherwise  use  a  listed  toxic  chemical  in  excess  of 
specified  threshold  quantities. 


CD-ROM  and  Magnetic  Tapes 

♦  TRI  data  for  1990  is  available 
from  NTIS  on  CD-ROM,  magnetic  tape, 
and  diskette.  Data  for  1987  through 
1989  is  also  available.  Please  write  for 
further  information. 
TRI  data  on  CD-ROM  and  magnetic 
tape  contain: 

•  Names,  addresses,  counties,  and 
public  contacts  of  facilities  manufac- 
turing, processing,  or  using  the 
reported  chemicals 

•  Off-site  locations  to  which  the 
facility  transfers  toxic  chemicals  in 
waste 

•  The  SIC  code  for  the  plants 

•  The  chemical  involved  and  whether 
it  is  manufactured,  imported, 
processed,  or  otherwise  used,  and 
the  general  categories  of  use  of  the 
chemical 

•  An  estimate  of  the  maximum 
amounts  of  the  chemical  present  at 
the  facility 

•  The  estimated  quantity  emitted  into 
the  air  (point  and  non-point 
emissions),  discharged  into  bodies  of 
water,  injected  underground, 
released  to  land,  released  to  publicly 
owned  treatment  works,  or  trans- 
ferred to  off-site  waste  disposal 
facilities 

•  Waste  treatment/disposal  methods 
and  efficiency  of  methods  for  each 
waste  stream 

•  Optional  information  on  waste 
minimization 

•  The  FIPS  code  corresponding  to  the 
facility's  state  and  county 


•  The  name  and  Dun  and  Bradstreet 
number  of  the  U.S.  corporation  or 
other  business  entity  that  owns  or 
controls  the  reporting  facility. 

•  A  certification  by  a  senior  facility 
official  that  the  report  is  complete 
and  accurate 

•  TRI  Data  on  CD-ROM 
1987-1990  data 

Order  number  PB93-500742HCR,  $45. 
One  4.72  inch  disc.  Data  format:  ISO 
9660.  Issued  annually. 

TRI  Data  on  Magnetic  Tape 
1990  data 

Order  number  PB92-501816HCR, 
$1,620.  ASCII  character  set,  1600  or 
6250  bpi  or  3480  cartridge.  System: 
IBM  ES  9000;  OS/MVS  operating 
system. 


4  TRI,  1991  Reporting  Facilities 
Names  and  Addresses  on  Magnetic 
Tape 

Order  number  PB93-505881HCR,  $240 
ASCII  character  set,  1600  or  6250  bpi 
or  3480  cartridge.   System:  IBM  5090. 
MVS/XA  operating  system. 
This  file  is  a  subset  of  the  larger  TRI 
database  for  1991.   It  is  made  available 
to  provide  mailing  labels  for  each 
reporting  facility.    It  contains  a  contact, 
business  name,  address,  phone 
number  and  type  of  business  of  more 
than  23,000  facilities  that  have  reported 
for  1991. 

TRI  data  for  each  year  is  available  on 
diskettes  for  either  the  entire  U.S.  or 
each  state. 


Diskette 

The  TRI  data  on  diskette  includes 
less  information  than  the  magnetic  tape 
version.  It  contains: 

•  Names,  addresses,  counties,  and 
public  contacts  of  facilities  manufac- 
turing, processing,  or  using  the 
reported  chemicals 

•  The  SIC  code  for  the  plants 

•  The  chemical  involved 

•  The  estimated  quantity  emitted  into 
the  air  (point  and  non-point 
emissions),  discharged  into  bodies  of 
water,  injected  underground, 
released  to  land,  released  to  publicly 
owned  treatment  works,  or  trans- 
ferred to  off-site  waste  disposal 
facilities 

•  The  FIPS  code  corresponding  to  the 
facility's  state  and  county 

•  The  name  and  number  assigned  by 
Dun  and  Bradstreet. 

•  1990  data  for  the  Entire  United 
States  and  Territories 

dBase  DOS  format  on  sixty-six  5  1/4 

inch  1.2M  high-density  diskettes. 

Order  number  PB93-501377HCR, 

$1,980. 

Lotus  1-2-3  DOS  format  on  sixty-six  5 

1/4  inch  1.2  M  high-density  diskettes. 

Order  number  PB93-501914HCR, 

$1,980. 

Macintosh  Excel  format  on  seventy-six 

3  1/2  inch  800K  double  density 

diskettes  Order  number  PB93-500833, 

$1,980. 


Individual  states  are  available  for 
$55  per  state. 
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Permit  Compliance  Systems  (PCS) 

The  Permit  Compliance  System  (PCS)  is  a  national  computerized  management  information  system  used  by  the  Environmen- 
tal Protection  Agency  (EPA)  that  records  water-discharge  permit  data  on  more  than  64,000  facilities  nationwide.  This  system 
automates  entry,  updating,  and  retrieval  of  National  Pollutant  Discharge  Elimination  System  (NPDES)  data  and  tracks  pemiit 
issuance,  permit  limits,  monitoring  data,  and  other  data  pertaining  to  facilities  regulated  under  NPDES.  There  are  approxi- 
mately 49,000  industrial  facilities  and  15,000  municipal  facilities  regulated  by  NPDES. 


Compliance  Schedule  File  EPA 

The  Permit  Compliance  System  (PCS) 
Compliance  Schedule  Violation  File 
contains  data  from  the  2-year  period  of 
July  1,  1991,  to  June  30,  1993,  regard- 
ing a  set  of  compliance  schedule 
events.  These  schedule  events  include 
milestones  a  permitted  facility  must 
accomplish  to  upgrade  the  quality  of 
its  effluent  discharge  when  such 
milestones  have  been  established  as  a 
condition  for  granting  a  permit  or 
when  complying  with  an  enforcement 
action.  This  data  is  updated  annually. 
3.5"  Diskettes.   Specifications:  System: 
IBM  compatible;  MS  DOS  3-3  operating 
system.  Files  are  compressed. 
Region  1 

Order  number  PB93-504074HCR 
Price  code:  D02 
Region  2 

Order  number  PB93-504082HCR 
Price  code:  D02 
Region  3 

Order  number  PB93-504090HCR 
Price  code:  D02 
Region  4 

Order  number  PB93-504108HCR 
Price  code:  D02 
Region  5 

Order  number  PB93-504116HCR 
Price  code:  D02 
Region  6 

Order  number  PB93-504124HCR 
Price  code:  D02 

Region  7 

Order  number  PB93-504132HCR 

Price  code:  D02 

Region  8 

Order  number  PB93-504140HCR 

Price  code:  D02 

Region  9 

Order  number  PB93-504157HCR 

Price  code:  D02 

Region  10 

Order  number  PB93-504165HCR 
Price  code:  D02 


Current  Effluent  Limits  File  EPA 
National  Listing 

The  Permit  Compliance  System  (PCS) 
Current  Effluent  Limits  File  contains 
detailed  infonnation  describing  each 
outfall  for  major  active  permitted 
facilities  and  the  associated  outfall 
permit  requirements  for  the  current 
NPDES  permit  such  as  pollutant 
name.permit  limit  values,  and  limit 
start  and  end  dates  -  which  indicate 
when  a  facility  may  discharge.  For 
each  permitted  facility  there  may  be 
multiple  outfalls  and  thus,  multiple 
sets  of  pipe  schedule  data.  Because 
effluent  limits  may  cover  a  number  of 
pollutants,  for  each  set  of  pipe 
schedule  data  there  may  be  muliple 
sets  of  parameter  data.  This  data  is 
updated  annually. 

Magnetic  tape.   Specifications:  IBM 
ES9000,  EBCDIC  Character  Set. 
Order  number  PB93-503860HCR 
Price  code:  T04 

3-5"  Diskettes.  Specifications: 
System:  IBM  compatible;  MS  DOS  33 
operating  system.  Files  are  com- 
pressed. 
Region  1 

Order  number  PB93-503662HCR 
Price  code:  D02 
Region  2 

Order  number  PB93-503670HCR 
Price  code:  D02 
Region  3 

Order  number  PB93-503688HCR 
Price  code:  D02 

Region  4 

Order  number  PB93-503696HCR 
Price  code:  D02 

Region  5 

Order  number  PB93-503704HCR 
Price  code:  D02 

Region  6 

Order  number  PB93-503712HCR 

Price  code:  D02 

Region  7 

Order  number  PB93-503720HCR 

Price  code:  D02 


Region  8 

Order  number  PB93-503738HCR 

Price  code:  D02 

Region  9 

Order  number  PB93-503746HCR 

Price  code:  D02 

Region  10 

Order  number  PB93-503753HCR 

Price  code:  D02 

Enforcement  Action  File  EPA 

The  Permit  Compliance  System  (PCS) 
Enforcement  Action  File  contains 
information  regarding  actions  taken  in 
the  2-year  period  of  July  1,  1991,  to 
June  30,  1993,  in  response  to  violations 
of  effluent  parameters  limits,  non- 
receipt  of  Discharge  Monitoring 
Reports  (DMRs)  or  Compliance 
Schedule  reports,  or  failure  to  com- 
plete Compliance  Schedule  milestones 
for  all  active  permitted  facilities. 
Enforcement  action  data  include  the 
events  in  violation  and  the  dates  of 
occurrence,  the  type  of  enforcement 
action(s),  and  the  dates  they  were 
taken,  and  the  cunent  status  of  each 
action.  This  data  is  updated  annually. 

3.5"  Diskette.  Specifications:  System: 
IBM  compatible;  MS  DOS  3.3  operating 
system.  Files  are  compressed. 

Region  1 

Order  number  PB93-503878HCR 

Price  code:  D02 

Region  2 

Order  number  PB  93-503886HCR 

Price  code:  D02 

Region  3 

Order  number  PB93-503894HCR 

Price  code:  D02 

Region  4 

Order  number  PB93-503902HCR 

Price  code:  D02 

Region  5 

Order  number  PB93-503910HCR 

Price  code:  D02 

Region  6 

Order  number  PB93-503928HCR 

Price  code:  D02 
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Region  7 

Order  number  PB93-503936HCR 
Price  code:  D02 

Region  8 

Order  number  PB93-503944HCR 

Price  code:  D02 

Region  9 

Order  number  PB93-503951HCR 

Price  code:  D02 

Region  10 

Order  number  PB93-503969HCR 

Price  code:  D02 

Facility  Inspection  File  EPA 

The  Permit  Compliance  System  Facility 
Inspection  File  contains  data  from  the 
2-year  period  of  July  1,  1991,  to  June 
30,  1993,  regarding  inspections  for  all 
active  NPDES  permitted  facilities.  For 
each  permitted  facility  there  may  be 
multiple  inspections  and  thus,  multiple 
sets  of  inspections  data. 

3.5"  Diskette.   Specifications:  System: 

IBM  compatible;  MS  DOS  3.3  operating 

system.  Files  are  compressed. 

Region  1 

Order  number  PB93-504272HCR 

Price  code:  D02 

Region  2 

Order  number  PB93-504280HCR 

Price  code:  D02 

Region  3 

Order  number  PB93-504298HCR 

Price  code:  D02 

Region  4 

Order  number  PB93-504306HCR 

Price  code:  D02 

Region  5 

Order  number  PB93-504314HCR 

Price  code:  D02 

Region  6 

Order  number  PB93-504322HCR 
Price  code:  D02 

Region  7 

Order  number  PB93-504330HCR 

Price  code:  D02 

Region  8 

Order  number  PB93-504348HCR 

Price  code:  D02 

Region  9 

Order  number  PB93-504355HCR 

Price  code:  D02 

Region  no 

Order  number  PB93-504363HCR 

Price  code:  D02 


Facility  Mailing  Address  File  EPA 
National  Listing  of  Major  Facilities 

The  Permit  Compliance  System  (PCS) 
Facility  Mailing  Address  File  contains 
primary  mailing  address  information  as 
well  as  permit  number,  facility  type, 
and  cognizant  official  for  all  active 
NPDES  permitted  facilities  (major  and 
minor).  .  This  data  is  updated  annually. 
Major  facilities  have  a  design  or  actual 
flow  of  one  million  gallons  per  day  or 
greater,  a  service  population  of  10,000 
or  greater,  or  a  significant  impact  on 
water  quality  (i.e.,  with  a  potential  for 
toxic  discharge,  located  close  to  a 
drinking  water  intake,  discharging  into 
stressed  receiving  waters,  or  requiring 
advanced  treatment.  Approximately  10 
percent  of  all  NPDES  permits  are 
issued  to  major  facilities.  Municipal  and 
non-municipal  facilities  not  meeting 
the  above  requirements  are  categorized 
as  minor. 

Magnetic  tape.  Specifications:  Utility 

program:  IEBGENER. 

Order  number  PB93-503449HCR  $360. 

Facility  Mailing  Address  File  EPA 
National  Listing  of  Minor  Facilities 

The  Permit  Compliance  System  (PCS) 
Facility  Mailing  Address  File  contains 
primary  mailing  address  information  as 
well  as  permit  number,  facility  type, 
and  cognizant  official  for  all  active 
NPDES  permitted  facilities  (major  and 
minor).  .  This  data  is  updated  annually. 
Major  facilities  have  a  design  or  actual 
flow  of  one  million  gallons  per  day  or 
greater,  a  service  population  of  10,000 
or  greater,  or  a  significant  impact  on 
water  quality  (i.e.,  with  a  potential  for 
toxic  discharge,  located  close  to  a 
drinking  water  intake,  discharging  into 
stressed  receiving  waters,  or  requiring 
advanced  treatment.  Approximately  10 
percent  of  all  NPDES  permits  are 
issued  to  major  facilities.  Municipal  and 
non-municipal  facilities  not  meeting 
the  above  requirements  are  categorized 
as  minor. 

Magnetic  tape.  Specifications:  Utility 

program:  IEBGENER. 

Order  number  PB93-503431HCR 

$1,440. 


Facility  Mailing  Address  File  EPA 

The  Permit  Compliance  System  (PCS) 
Facility  Mailing  Address  File  contains 
primary  mailing  address  information  as 
well  as  permit  number,  facility  type, 
and  cognizant  official  for  all  active 
NPDES  permitted  facilities  (major  and 
minor).  .  This  data  is  updated  annually. 
Major  facilities  have  a  design  or  actual 
flow  of  one  million  gallons  per  day  or 
greater,  a  service  population  of  10,000 
or  greater,  or  a  significant  impact  on 
water  quality  (i.e.,  with  a  potential  for 
toxic  discharge,  located  close  to  a 
drinking  water  intake,  discharging  into 
stressed  receiving  waters,  or  requiring 
advanced  treatment.  Approximately  10 
percent  of  all  NPDES  permits  are 
issued  to  major  facilities.  Municipal  and 
non-municipal  facilities  not  meeting 
the  above  requirements  are  categorized 
as  minor. 

3.5"  Diskette.  Specifications:  System: 

IBM  compatible;  MS  DOS  33  operating 

system. 

Region  1 

Order  number  PB93-503233HCR  $180 

Region  2 

Order  number  PB93-503241HCR  $180 

Region  3 

Order  number  PB93-503258HCR  $180 

Region  4 

Order  number  PB93-503266HCR  $180 

Region  5 

Order  number  PB93-503274HCR  $180 

Region  6 

Order  number  PB93-503282HCR  $180 

Region  7 

Order  number  PB93-503290HCR  $180 

Region  8 

Order  number  PB93-503308HCR  $180 

Region  9 

Order  number  PB93-503316HCR  $180 

Region  10 

Order  number  PB93-503324HCR  $180 
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General  Facility  and  Permit  File  EPA 
National  Listing 

The  Permit  Compliance  System  (PCS) 
General  Facility  and  Permit  File 
contains  general  facility  and  permit 
events  (e.g.,  issuance  and  expiration 
dates,  type  of  ownership  code,  SIC 
code,  and  location  including  longitude 
and  latitude)  for  all  active  NPDES 
permitted  facilities  for  the  most  recent 
year.   This  data  is  updated  annually. 

Magnetic  tape.  Specifications:  Utility 
program:  IEBGENER. 
Order  number  PB93-503654HCR 
Price  code:  T04 

3.5"  Diskettes  System:  IBM  compat- 
ible; MS  DOS  3-3  operating  system. 
Region  1 

Order  number  PB93-503456HCR 
Price  code  D02 
Region  2 

Order  number  PB93-503464HCR 
Price  code  D02 
Region  3 

Order  number  PB93-503472HCR 
Price  code  D02 
Region  4 

Order  number  PB93-503480HCR 
Price  code  D02 
Region  5 

Order  number  PB93-503498HCR 
Price  code  D02 
Region  6 

Order  number  PB93-503506HCR 
Price  code  D02 
Region  7 

Order  number  PB93-503514HCR 
Price  code  D02 
Region  8 

Order  number  PB93-503522HCR 
Price  code  D02 
Region  9 

Order  number  PB93-503530HCR 
Price  code  D02 
Region  10 

Order  number  PB93-503548HCR 
Price  code  D02 


•  Significant  Non-Compliance  List 

The  Permit  Compliance  System  (PCS) 
Significant  Non-Compliance  File 
contains  a  list  of  major  permittees 
currently  in  Significant  Non-Compli- 
ance (SNC)  for  the  most  recent 
calendar  quarter.  Significant  Non- 
Compliance  criteria  are  used  to  identify 
important  violations  or  patterns  of 
noncompliance,  to  establish  enforce- 
ment priorities,  and  to  comply  with 
special  reporting  requirements.  This 
data  is  updated  quarterly. 

3.5"  Diskette.  Specifications:  Subscrip- 
tion product.  Order  number  PB94- 
592520HCR,  Issued  quarterly.    U.S., 
Canada,  and  Mexico  price  $360;  price 
for  others  $720. 

Single  issue  order  number  PB94- 
592521HCR  Price  code  D02. 


NOT 


For  all  Permit  Compliance 
Systems  Data  -  5.25"  Diskettes 
are  available  in  place  of  all  3.5" 
diskettes.  Please  call  NTIS  for 
order  numbers. 


•  —  Subscription 
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Title  List 


ABEL  Model:  Evaluates  Claims  of 
Inability  to  Afford  Penalties  and 
Compliance  Costs  (Version  2.4)  17 

ADL  Migration  Estimation  Model 18 

Advanced  Utility  Simulation  Model 
(AUSM)  Version  3.0 1 

Air  Toxics  Methods 33 

Analysis  of  Classical  Wet  Chemistry 
CLP  Templates 33 

APRAC3  -  EPA/ORD  Air  Quality 
Simulation  Model 1 

Aquatic  Toxicity  Information  Retrieval 
Data  Base  (AQUIRE) 38 

ASSESS  1.01  A 31 

Assessment  of  Compliance  Costs 
Resulting  From  Implementation  of  the 
Proposed  Great  Lakes  Water  Quality 
Initiative  Guidance 39 

Assessment  of  Public-Owned 
Wastewater  Treatment  Facilities 
in  the  U.  S 39 

AutoMOUSE  (Modular  Oriented 
Uncertainty  SystEm)  -  An  Improvement 
to  the  MOUSE  Computerized  Uncer- 
tainty Analysis  Program 18 

BEN  Model:  Calculates  Violators' 
Economic  Benefits  from  Noncompli- 
ance (Version  4.0)  18 

Biennial  Reporting  System 

(BRS)  1989 27 

Biennial  Reporting  System  (BRS)  Data: 
Generation  and  Management  of 
Hazardous  Waste,  1991  27 

BIOPLUME  II:  Computer  Model  of 
Two-Dimensional  Contaminant 
Transport  under  the  Influence  of 
Oxygen  Limited  Biodegradation  in 
Groundwater 39 

BLP:  Buoyant  Line  and  Point  Source 
Dispersion  Model 1 

Boston  Harbor  Sewage  Stack 39 

CALINE:  California  Line  Source 
Model  1 

CASHOUT  Model:  Calculates  Current 
Value  of  Superfund  Cleanup  Costs 
(Version  1.2) 18 

Catalog  of  the  H.  J.  White  Library  on 
Electrostatic  Precipitators 2 


CDM2:  Climatological  Dispersion 
Model,  Version  2.0  EPA/ORD  Quality 
Simulation  Model 2 

CERCLIS  (Comprehensive  Environ- 
mental Response,  Compensation,  and 
Liability  Information  System)  Site 
Location  Extract 27 

Chemical  Evaluation  Search  and 
Retrieval  System  (CESARS)  Data 
Base 19 

Chemical  Mass  Balance  Receptor 
Model  Version  6.0 2 

Closure  Evaluation  System  (CES) 
Version  1.1  (5  1/4  inch)(for  microcom- 
puters)   27 

CLUSTER:  Software  to  Facilitate 
Analysis  of  Disease  Clusters  from 
Epidemiological  Data  (Version  3.1) ..  24 

Coastal  Zone  Oil  Spill  Model, 
(COZOIL) 39 

Complex  Effluent  Toxicity  Information 
System  (CETIS) 40 

Complex  Terrain  Dispersion  Model 
Plus  (CTDMPLUS)  2 

COMPLEX1 2 

Consolidated  List  of  Chemical  Subject 
to  Reporting  Under  the  Emergency 
Planning  and  Community  Right  to 
Know  Act:  SARA  Section  302  Ex- 
tremely Hazardous  Substances, 
CERCLA  Hazardous  Substances  and 
SARA  Section  313  Toxic  Chemicals 
(Title  III,  List  of  Lists) 28 

Continuous  Release  -  Emergency 
Response  Notification  System 40 

Controlling  Air  Toxics,  (CAT) 

Version  1.0 2 

Crosswalk/Air  Toxic  Emission  Factor 
Data  Base  Management  System 
(XATEF)  Version  2.0 3 

CRSTER  3 

DATA,  Sample  Meteorological  Data 
and  Random  Numbers  Data  File 3 

DEGADIS  (DEnse  GAs  DISpersion) 
Model,  Version  2.1 3 

Design  Procedure  for  Pollutant 
Loadings  and  Impacts  for  Highway 
Stormwater  Runoff  (IBM  Version)  ....  40 


Design  Procedure  for  Pollutant 
Loadings  and  Impacts  for  Highway 
Stormwater  Runoff  (Macintosh 
Version) 40 

Economic  Growth  Analysis  System  (E- 
GAS)  3 

Electrostatic  Precipitator  V-l 
(ESPVI  4.0)  and  Performance 
Prediction  Model 4 

Emissions  and  Fuel  Economy  Results 
1992  Car  Models 4 

Emissions  Data  for  Stationary  Recipro- 
cating Natural  Gas  Engines  and  Gas 
Turbines  in  Use  by  the  Gas  Pipeline 
Transmission  Industry 5 

Enforcement  Document  Retrieval 
System  (EDRS)  Master  File 19 

Enforcement  Document  Retrieval 
System  (EDRS)  Update  File 19 

Environmental  Chemical  Lists  and 
Information  Pointer  System™ 
(ECLIPS™)  for  EPA  Regulated 
Chemicals 19 

Environmental  Fate  Data  Base 
(ENVIROFATE)  Complete:  XREF, 
CASLST,  DATALOG,  BIOLOG, 
CHEMFATE,  and  BIODEG 20 

Environmental  Monitoring  Methods 
Index  (EMMI),  Version  1 .0 34 

EPA  500  Series  Methods 34 

EPA  600  Series  Methods 34 

EPA  CLP  Methods 35 

EPA  Facility  Index  System  (FINDS) 
File 35 

EPA  Model  Pretreatment  Ordinance  40 

EPA  SW846  Series  Methods 35 

EPA  Water  and  Waste  Methods 35 

Estimating  Mean  Concentrations  When 
Some  Data  Are  Below  the  Detection 
Limit 5 

Evaporative  Emission  Model  (EVAP 
3.0) 5 

Exhaust  Gas  Recycle  Setup  and 
Reduction  Programs 5 

Exposure  Version  2,  A  Computer 
Model  for  Analyzing  the  Effects  of 
Indoor  Air  Pollutant  Sources 5 
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EXXON  Valdez  Hindcast 40 

Factor  Information  Retrieval  System 
Version  2.0  (FIRE) 6 

Fate  and  Treatability  Estimator  (FATE) 
Model 41 

Fate  Model  Program,  Version  1 .0  ....  41 

Field  Certification  Tracking  System 
(FCTS),  Version  2.1 20 

Fish  and  Chemistry  Data  for  the  Upper 
Peninsula  of  Michigan  Report 41 

Flexible  Membrane  Liner  Advisory 
Expert  System  (FLEX) 28 

Flexible  Regional  Emissions  Data 
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